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Change 1 – Correction to guard timer of TC 9.2.3.1.16 
	TC name
	TC_9_2_3_1_16()

	Reason for change
	Current guard timer for test case 9.2.3.1.16 (600s) is not sufficient considering the 3 wait timers of 90s at steps 5,7 and 9.

	Summary of change
	TC guard time extended to 720 sec.

	TTCN module
	IWD_14wk10_LTE\LTE_IWD_14wk10\LTE\LTE_Testsuite.ttcn


Before change

...

  //----------------------------------------------------------------------------
testcase TC_9_2_3_1_16() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / tracking area not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(600);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_9_2_3_1_16_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }  //----------------------------------------------------------------------------

...

After change

...

  //----------------------------------------------------------------------------
  testcase TC_9_2_3_1_16() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / tracking area not allowed

    var EUTRA_PTC    v_EUTRA      := null;

    var IMS_PTC      v_IMS1       := null;

    var IMS_PTC      v_IMS2       := null;

    timer t_GuardTimer := int2float(720);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_9_2_3_1_16_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }  //----------------------------------------------------------------------------
...

