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Change 1
	Function name
	f_TC_8_6_5_1_UTRAN

	Reason for change
	1. Security parameters will change while UE will be performing procedures in UTRAN in steps 6-11. For this reason the new parameters need to be send to EUTRA before the UE is handovered back to EUTRA so the security is updated and ready for step 17. This change corresponds to change 3 in chapter 4.1 of this document. 



	Summary of change
	1. Updated security parameters are sent to EUTRAN after the procedure from steps 7-11 is done.

	TTCN module
	LTE_A\8_6\RRC_LoggedRLF_UTRAN.ttcn


Before change

  function f_TC_8_6_5_1_UTRAN() runs on UTRAN_PTC

  { //Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover

…

    //@siclog Step 7 - 11 siclog@

    //Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5

    //using the UTRA reference radio bearer parameters and combination "UTRA PS RB" according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

    //NOTE: The UE performs NW initiated RAB re-establishment in a UTRAN cell.

    f_UTRAN_MT_RAB_ReEst(utran_Cell5, cell_DCH_HS_DSCH);

    if (v_FDD_TDD_Mode == UTRAN_FDD and pc_UTRA_CompressedModeRequired )

    {

      //@siclog "Step 12a1 - 12a2" siclog@
After change

  function f_TC_8_6_5_1_UTRAN() runs on UTRAN_PTC

  { //Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover

…

    //@siclog Step 7 - 11 siclog@

    //Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5

    //using the UTRA reference radio bearer parameters and combination "UTRA PS RB" according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

    //NOTE: The UE performs NW initiated RAB re-establishment in a UTRAN cell.

    f_UTRAN_MT_RAB_ReEst(utran_Cell5, cell_DCH_HS_DSCH);

    f_UTRAN_SendAuthCoOrdParameters (EUTRA, omit);
    if (v_FDD_TDD_Mode == UTRAN_FDD and pc_UTRA_CompressedModeRequired )

    {

      //@siclog "Step 12a1 - 12a2" siclog@
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