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	Reason for change:
	RAN5 CR R5-134645 (implemented in TTCN wk49 delivery) proposed removal of QuantityConfig IE in MeasConfig from RRC Connection Reconfiguration message which is used to configure UE for EUTRAN measurements.

But as per TS 36.331 clause 5.5.2.3, a measId will be configured only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
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From TS 36.331 Clause 5.5.2.3:
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E-UTRAN applies the procedure as follows:
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the corresponding quantity configuration, are configured;

To correct this,  prose CR R5-140345 was raised at RAN5#62, which was revised to R5-140743 and agreed. This CR is not fully implemented in the TTCN wk10 delivery since some templates still explicitly omit QuantityConfig as a result of the original implementation of  R5-134645.
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Change 1

	Testcase name
	8_3_1_14a

	Protocol
	RRC

	Function Name
	function f_TC_8_3_1_14a_EUTRA()

	Reason for change
	RAN5 CR R5-134645 (implemented in TTCN wk49 delivery) proposed removal of QuantityConfig IE in MeasConfig from RRC Connection Reconfiguration message which is used to configure UE for EUTRAN measurements.

But as per TS 36.331 clause 5.5.2.3, a measId will be configured only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.

From the core spec point of view, the network shall include QuantityConfig at least once. The default values defined under QuantityConfig is applicable only when the top level field in QuantityConfig is included in the message. 
From TS 36.331 Clause 5.5.2.3:

5.5.2.3 Measurement identity addition/ modification

E-UTRAN applies the procedure as follows:

- configure a measId only if the corresponding measurement object, the corresponding reporting configuration and

the corresponding quantity configuration, are configured;

To correct this,  prose CR R5-140345 was raised at RAN5#62, and was revised to R5-140743 and agreed. This CR is not fully implemented in the TTCN wk10 delivery since some templates still explicitly omit QuantityConfig as a result of the original implementation of  R5-134645.


	Summary of change
	In the templates where cs_QuantityConfigEUTRA was omitted due to prose CR R5-134645, the default value of cs_QuantityConfig_Def template is used again.

	Source of change
	RRC_Measurement.ttcn


Before:
	  function f_TC_8_3_1_14a_EUTRA() runs on EUTRA_PTC

  { /* Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD */

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;
….

….

    //@sic R5-122102 sic@

    //@siclog "Step 8a1-8a5,8b1-8b5" siclog@

    //The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter-band handover to Cell 28 and to activate the measurement gaps.

    if (pc_FeatrGrp_30) {

      //@siclog "Step 8a1-8a2" siclog@

      //F pc_FeatrGrp_30 THEN the SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter-band handover to Cell 28 and to activate the measurement gaps.

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 28 to confirm the handover

      f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28, -, -,

                                             cs_MeasConfig(omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           omit, //@sic R5-134645 sic@

                                                           cs_508_MeasGapConfig_GP1)); //@sic R5s120722 sic@

…

…

}


After:
	  function f_TC_8_3_1_14a_EUTRA() runs on EUTRA_PTC

  { /* Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD */

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;
….

…

    //@sic R5-122102 sic@

    //@siclog "Step 8a1-8a5,8b1-8b5" siclog@

    //The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter-band handover to Cell 28 and to activate the measurement gaps.

    if (pc_FeatrGrp_30) {

      //@siclog "Step 8a1-8a2" siclog@

      //F pc_FeatrGrp_30 THEN the SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter-band handover to Cell 28 and to activate the measurement gaps.

      //The UE transmits an RRCConnectionReconfigurationComplete message on Cell 28 to confirm the handover

      f_EUTRA_508RRC_IntraLTE_HO_InterCell ( eutra_Cell1, eutra_Cell28, -, -,

                                             cs_MeasConfig(omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           omit,

                                                           -,//@sic R5-134645 sic@

                                                           cs_508_MeasGapConfig_GP1)); //@sic R5s120722 sic@
…

…

}


Change 2

	Testcase name
	8.3.1.3

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_3_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.3, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_3_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));


After:
	  //------------------------------------------------

  //8.3.1.3, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_3_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

 ….

…..                                                                                

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));


Change 3

	Testcase name
	8.3.1.3a

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_3a_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.3a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_3a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3), //@sic R5s120925 sic@

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));

  


After:
	  //------------------------------------------------

  //8.3.1.3a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_3a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

 ….

….                                                                                 

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3), //@sic R5s120925 sic@

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));

  


Change 4

	Testcase name
	8.3.1.4

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_4_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.4, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_4_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

   ….

….                                                                              

                                                                    cs_MeasIdToAddModList_3Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   3, tsc_IdMeasObject_f3, tsc_IdReportConfigEUTRA_PERIODICAL), //@sic R5-103829r2 sic@

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After:
	  //------------------------------------------------

  //8.3.1.4, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_4_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                              

                                                                    cs_MeasIdToAddModList_3Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   3, tsc_IdMeasObject_f3, tsc_IdReportConfigEUTRA_PERIODICAL), //@sic R5-103829r2 sic@

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


Change 5

	Testcase name
	8.3.1.6

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_6_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.6, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_6_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

 ….

….                                                                                

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2, //@sic R5-106622, R5s110354 sic@

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	//------------------------------------------------

  //8.3.1.6, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_6_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

 ….

….                                                                                

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2, //@sic R5-106622, R5s110354 sic@

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 6

	Testcase name
	8.3.1.9

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_9_Step1_pc25

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.9, Step1, condition pc_25

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_9_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                      ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                      

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	  //------------------------------------------------

  //8.3.1.9, Step1, condition pc_25

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_9_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                      ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                      

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 7

	Testcase name
	8.3.1.11

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.11, Step1, condition pc_25

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

   ….

….                                                                                    

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	  //------------------------------------------------

  //8.3.1.11, Step1, condition pc_25

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_11_Step1_pc25(RRC_TransactionIdentifier p_RRC_TI,

                                                                                       ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

   ….

….                                                                                    

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 8

	Testcase name
	8.3.1.12

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_12_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

 ….

….                                                                                 

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

 ….

….                                                                                 

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 9

	Testcase name
	8.3.1.12a

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_12a_Step8b4

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

  ….

…..                                                                                   

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, 1,

                                                                                                   2, tsc_IdMeasObject_f1, 2),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_12a_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_6,

  ….

…..                                                                                   

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, 1,

                                                                                                   2, tsc_IdMeasObject_f1, 2),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


Change 10

	Testcase name
	8.3.1.13

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_13_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.13 Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1)); //@sic R5s120725 sic@


After:
	  //------------------------------------------------

  //8.3.1.13 Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1)); //@sic R5s120725 sic@


Change 11

	Testcase name
	8.3.1.13a

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_13a_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.13a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After:
	  //------------------------------------------------

  //8.3.1.13a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


Change 12

	Testcase name
	8.3.1.13a

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_13a_Step15

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.13a, Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13a_Step15(RRC_TransactionIdentifier p_RRC_TI,

                                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_5,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After:
	//------------------------------------------------

  //8.3.1.13a, Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_13a_Step15(RRC_TransactionIdentifier p_RRC_TI,

                                                                                    ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_5,

….

….                                                                                  

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f5, tsc_IdReportConfigEUTRA_PERIODICAL,

                                                                                                   2, tsc_IdMeasObject_f1, tsc_IdReportConfigEUTRA_PERIODICAL),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


Change 13

	Testcase name
	8.3.1.14

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_14_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.1.14, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_14_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….
                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	//------------------------------------------------

  //8.3.1.14, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_14_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….
                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


Change 14

	Testcase name
	8.3.1.14a

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_14a_Step1_and_Step8b4

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //8.3.1.14a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_14a_Step1_and_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                               ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….
                                                                    cs_MeasIdToAddModList_2Entries(1, p_MeasObjectId_f1, tsc_IdReportConfig_A2,

                                                                                                   2, p_MeasObjectId_f6, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	  //8.3.1.14a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_14a_Step1_and_Step8b4(RRC_TransactionIdentifier p_RRC_TI,

                                                                                               ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….
                                                                    cs_MeasIdToAddModList_2Entries(1, p_MeasObjectId_f1, tsc_IdReportConfig_A2,

                                                                                                   2, p_MeasObjectId_f6, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 15

	Testcase name
	8.3.1.15

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_15_Step1_and_8_3_1_15a_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //------------------------------------------------

  //8.3.15 Step 1 and 8.3.1.15a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_15_Step1_and_8_3_1_15a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                                      ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));

  


After:
	  //------------------------------------------------

  //------------------------------------------------

  //8.3.15 Step 1 and 8.3.1.15a, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_15_Step1_and_8_3_1_15a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                                      ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));




Change 16

	Testcase name
	8.3.1.16

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_16_Step1_and_8_3_1_16a_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------------------

  //8_3_1_16 Step1 and 8_3_1_16a step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16_Step1_and_8_3_1_16a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                                      ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


After:
	//------------------------------------------------------------

  //8_3_1_16 Step1 and 8_3_1_16a step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16_Step1_and_8_3_1_16a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                                      ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1));


Change 17

	Testcase name
	8.3.1.26

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_26_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_26_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A5,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A5),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));


After:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_26_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A5,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A5),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));


Change 18

	Testcase name
	8.3.1.27

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_1_27_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_27_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….
….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A5,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A5),

                                                                    omit, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));

  


After:
	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_27_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A5,

                                                                                                   2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A5),

                                                                    -, //@sic R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1,

                                                                    omit,

                                                                    omit,

                                                                    omit));




Change 19

	Testcase name
	8.3.4.1

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_4_1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //8.3.4.1, Step5, Step10 and Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_1(RRC_TransactionIdentifier p_RRC_TI,

                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                           AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                           PhysCellId p_PhysCellId) :=

….

….

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f1, tsc_ReportConfigId_CGI),

                                                         omit, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);

  


After:
	//8.3.4.1, Step5, Step10 and Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_1(RRC_TransactionIdentifier p_RRC_TI,

                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                           AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                           PhysCellId p_PhysCellId) :=

….

….

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f1, tsc_ReportConfigId_CGI),

                                                         -, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);




Change 20
	Testcase name
	8.3.4.2

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_8_3_4_2_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.4.2, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_2_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                         omit, //@sic R5-134645 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_TA_Infinitive),

                                           omit);

  //------------------------------------------------

  //8.3.4.2, Step5

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_2_Step5(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                                 PhysCellId p_PhysCellId) :=

….

….
                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f2, tsc_ReportConfigId_CGI),

                                                         omit, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);

  


After:
	  //------------------------------------------------

  //8.3.4.2, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_2_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….

                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                         -, //@sic R5-134645 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_TA_Infinitive),

                                           omit);

  //------------------------------------------------

  //8.3.4.2, Step5

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_2_Step5(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                                 PhysCellId p_PhysCellId) :=

….

….
                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f2, tsc_ReportConfigId_CGI),

                                                         -, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);

  


Change 21

	Testcase name
	8.3.4.3

	Protocol
	RRC

	Function Name
	Templaye cs_RRCConnectionReconfiguration_8_3_4_3_Step1

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn


Before:
	  //------------------------------------------------

  //8.3.4.3, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_3_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….
                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                         omit, //@sic R5-134645 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_TA_Infinitive),

                                           omit);

  //------------------------------------------------

  //8.3.4.3, Step5

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_3_Step5(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                                 PhysCellId p_PhysCellId) :=

….

….
                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f2, tsc_ReportConfigId_CGI),

                                                         omit, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);

  


After:
	  //------------------------------------------------

  //8.3.4.3, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_3_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA     p_EUTRA_DL_CarrierFreq_1,

….

….
                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3),

                                                         -, //@sic R5-134645 sic@

                                                         cs_508_MeasGapConfig_GP1),

                                           omit,

                                           cs_RadioResourceConfigDedicated_MacPhy(cs_MAC_MainConfig_TA_Infinitive),

                                           omit);

  //------------------------------------------------

  //8.3.4.3, Step5

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_3_Step5(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                                 PhysCellId p_PhysCellId) :=

….

….
                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f2, tsc_ReportConfigId_CGI),

                                                        -, //@sic R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);

  


Change 22

	Testcase name
	13.2.1

	Protocol
	RRC

	Function Name
	Template cs_RRCConnectionReconfiguration_13_2_1_Step3

	Reason for change
	Same as Change 1



	Summary of change
	Same as Change 1



	Source of change
	MultiLayer_Procedures.ttcn


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_13_2_1_Step3(RRC_TransactionIdentifier p_RRC_TI,

                                                                                ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                                AllowedMeasBandwidth p_MeasurementBandwidth1) :=

….

….
                                                                      cs_MeasIdToAddModList_1Entry (1, tsc_IdMeasObject_f1, 1),

                                                                      omit, //@sic R5-134645 sic@

                                                                      omit, //@sic R5s100288 sic@

                                                                      omit,

                                                                      omit,

                                                                      omit));


After:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_13_2_1_Step3(RRC_TransactionIdentifier p_RRC_TI,

                                                                                ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,

                                                                                AllowedMeasBandwidth p_MeasurementBandwidth1) :=

….

….
                                                                      cs_MeasIdToAddModList_1Entry (1, tsc_IdMeasObject_f1, 1),

                                                                      -, //@sic R5-134645 sic@

                                                                      omit, //@sic R5s100288 sic@

                                                                      omit,

                                                                      omit,

                                                                      omit));
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