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	Reason for change:
	Current TTCN implementation will cause MCC for utran_Cell9 to be incorrect, when this testcase is running in UTRAN band VI.  The correct MCC is set during the f_UTRAN_init  function but later is replaced by {mcc := {0,0,1}, mnc := {0,2} when the function f_UTRAN_CellInfo_SetPLMNIdentity is called.

	
	

	Summary of change:
	Add if statement to handle the v_PLMN when px_FDD_OperationBand = 6.

	
	

	Consequences if not approved:
	Conformant UE may not pass the testcase.
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Change 1
	Function name
	f_TC_9_2_3_2_14_UTRAN

	Reason for change
	Current TTCN implementation will cause MCC for utran_Cell9 to be incorrect, when this testcase is running in UTRAN band VI.  The correct MCC is set during the f_UTRAN_init  function but later is replaced by {mcc := {0,0,1}, mnc := {0,2} when the function f_UTRAN_CellInfo_SetPLMNIdentity is called.

	Summary of change
	Add if statement to handle the v_PLMN when px_FDD_OperationBand = 6.

	TTCN module
	\9_2\NAS_TrackingArea_UG_UTRAN.ttcn


Before change

    function f_TC_9_2_3_2_14_UTRAN () runs on UTRAN_PTC

  {

    var START_Value v_START_Value := '00000000000000000000'B;

    var RRC_DATA_IND v_RRC_DataInd;

    var PLMN_Identity v_PLMN := {mcc := {0,0,1}, mnc := {0,2}}; // @sic R5-123645 sic@
    f_UTRAN_Init(EUTRA_UTRAN); // This is still only a 2 PTC test

    f_UTRAN_CellInfo_SetPLMNIdentity (utran_Cell9, v_PLMN); // @sic R5-123079 sic@
    f_UTRAN_SS_CreateCellDCH(utran_Cell9);

    f_UTRAN_SendDefSysInfo (utran_Cell9);

    f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

After change

    function f_TC_9_2_3_2_14_UTRAN () runs on UTRAN_PTC

  {

    var START_Value v_START_Value := '00000000000000000000'B;

    var RRC_DATA_IND v_RRC_DataInd;

    var PLMN_Identity v_PLMN;

    if (px_FDD_OperationBand == 6) {  


      v_PLMN := {mcc := f_UTRAN_ConvertMCC_Nas2Asn(px_eJapanMCC_Band6), mnc := {0,2}}; // @sic R5-123645 sic@

    } else {

        v_PLMN := {mcc := {0,0,1}, mnc := {0,2}}; // @sic R5-123645 sic@

    }
    f_UTRAN_Init(EUTRA_UTRAN); // This is still only a 2 PTC test

    f_UTRAN_CellInfo_SetPLMNIdentity (utran_Cell9, v_PLMN); // @sic R5-123079 sic@

    f_UTRAN_SS_CreateCellDCH(utran_Cell9);

    f_UTRAN_SendDefSysInfo (utran_Cell9);

    f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params
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