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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.7
	E-UTRAN FDD – FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.8
	E-UTRAN TDD – TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.4
	E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth
	Rel-8
	C53
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD
	
	

	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.3
	E-UTRAN TDD - UTRAN FDD cell re-selection
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.4.3
	EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.4.1
	E-UTRAN FDD - GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM 
	
	

	4.4.2
	E-UTRAN TDD - GSM cell re-selection
	Rel-8
	C09
	UE supporting E-UTRA TDD and GSM
	
	

	4.5.1.1
	E-UTRAN FDD - HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	
	

	4.5.2.1
	E-UTRAN TDD - HRPD Cell Reselection: HRPD is of Lower Priority
	Rel-9
	C34
	UE supporting E-UTRA TDD and cdma2000 HRPD
	
	

	4.6.1.1
	E-UTRAN FDD - cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT 
	
	

	4.6.2.1
	E-UTRAN TDD-cdma2000 1X Cell Reselection: cdma2000 1X is of Lower Priority
	Rel-9
	C35
	UE supporting E-UTRA TDD and cdma2000 1xRTT 
	
	

	E-UTRAN RRC_CONNECTED State Mobility

	5.1.1
	E-UTRAN FDD - FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	5.1.2
	E-UTRAN TDD - TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	5.1.3
	E-UTRAN FDD - FDD Handover inter frequency case
	Rel-8
	C01d
	UE supporting E-UTRA FDD and Feature Group Indicators 5, 13 and 25
	
	

	5.1.4
	E-UTRAN TDD - TDD Handover inter frequency case
	Rel-8
	C02d
	UE supporting E-UTRA TDD and Feature Group Indicators 5, 13 and 25
	
	

	5.1.5
	E-UTRAN FDD - FDD inter frequency handover: unknown target cell
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicators 13 and 25
	
	

	5.1.6
	E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicators 13 and 25
	
	

	5.1.7
	E-UTRAN FDD – TDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	

	5.1.8
	E-UTRAN TDD – FDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	

	5.1.9
	E-UTRAN FDD-FDD Intra frequency handover for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08e
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9, 15 and 23
	
	

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover
	Rel-8
	C06a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.6
	E-UTRA TDD - GSM handover
	Rel-8
	C09f
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9, 15 and 23
	
	

	5.2.7
	E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.8
	E-UTRAN FDD - GSM handover: unknown target cell
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9 and 23
	
	

	5.2.9
	E-UTRAN TDD - GSM handover: unknown target cell
	Rel-8
	C09b
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 9 and 23
	
	

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell
	Rel-8
	C05a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.11
	E-UTRAN FDD - UTRAN FDD handover for 5MHz Bandwidth
	Rel-8
	C54
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.3.1
	E-UTRAN FDD - HRPD Handover
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	

	5.3.2
	E-UTRAN FDD - cdma2000 1xRTT handover
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	

	5.3.3
	E-UTRAN FDD - HRPD handover: unknown target cell
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	

	5.3.4
	E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	

	5.3.5
	E-UTRAN TDD-HRPD Handover
	Rel-9
	C10a
	UE supporting E-UTRA FDD and HRPD and Feature Group Indicators 12 and 26.
	
	

	5.3.6
	E-UTRAN TDD-cdma2000 1X Handover
	Rel-9
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24.
	
	

	RRC Connection Mobility Control

	6.1.1
	E-UTRAN FDD Intra-frequency RRC Re-establishment
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.1.2
	E-UTRAN FDD Inter-frequency RRC Re-establishment
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	

	6.1.3
	E-UTRAN TDD Intra-frequency RRC Re-establishment
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.1.4
	E-UTRAN TDD Inter-frequency RRC Re-establishment
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	

	6.1.5
	E-UTRAN FDD Intra-frequency RRC Re-establishment for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.2.5
	E-UTRAN FDD - Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.2.6
	E-UTRAN FDD - Non-Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.3.1
	Redirection from E-UTRAN FDD to UTRAN FDD
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	6.3.2
	Redirection from E-UTRAN TDD to UTRAN FDD
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	6.3.3
	Redirection from E-UTRAN FDD to GERAN when System Information is provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	

	6.3.4
	Redirection from E-UTRAN TDD to GERAN when System Information is provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	

	6.3.5
	E-UTRA TDD RRC connection release redirection to UTRA TDD
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	

	6.3.6
	E-UTRA FDD RRC connection release redirection to UTRA TDD
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	

	6.3.7
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	

	6.3.8
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	

	6.3.9 
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	6.3.10 
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	

	6.3.11 
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	

	6.3.12
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	Timing and Signalling Characteristics

	7.1.1
	E-UTRAN FDD - UE Transmit Timing Accuracy
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.1.1_1
	E-UTRAN FDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C23
	UE supporting E-UTRA FDD but not supporting Feature Group Indicator 5
	
	

	7.1.2
	E-UTRAN TDD - UE Transmit Timing Accuracy
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.1.2_1
	E-UTRAN TDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C24
	UE supporting E-UTRA TDD but not supporting Feature Group Indicator 5
	
	

	7.1.3
	E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C57
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	

	7.1.4
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C58
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	

	7.1.5
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	7.2.1
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.2.2
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.2.3
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.3.1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.3.2
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.3.3
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.3.4
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.3.5
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.3.6
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.3.7
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.3.8
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.3.9
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	
	

	7.3.10
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA  TDD and Feature Group Indicator 115
	
	

	7.3.11
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	
	

	7.3.12
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA  TDD and Feature Group Indicator 115
	
	

	7.3.13
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.14
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.15
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.16
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.23
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.3.24
	E-UTRAN FDD Radio Link Monitoring Test for In-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.3.25
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	UE Measurements Procedures

	8.1.1
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	8.1.2
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.3
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.4
	Void
	
	
	
	
	

	8.1.5
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.6
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.7
	E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	
	

	8.1.9
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	8.1.10
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for 5MHz bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	8.2.1
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.2
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.3
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO.
	
	

	8.2.4
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.2.5
	E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA  TDD and Feature Group Indicator 115
	
	

	8.3.1
	E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.1 case is executed.
	

	8.3.2
	E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.3
	E-UTRAN FDD-FDD inter frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.4
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO
	
	

	8.3.5
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.3.6
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting without measurement gaps under AWGN propagation conditions in asynchronous cells
	Rel-10
	C47
	UE supporting E-UTRA FDD and Feature Group Indicator 25 and Measurement without gaps
	
	

	8.4.1
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.2 case is executed.
	

	8.4.2
	E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.3
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions in synchronous cells with DRX when L3 filtering is used
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.4
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.4.5
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.5.1
	E-UTRAN FDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04g
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.3 case is executed.
	

	8.5.2
	E-UTRAN FDD-UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C04f
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 19 and 22
	
	

	8.5.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Rel-8
	C04d
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 15 and 22
	
	

	8.5.4
	E-UTRAN FDD - UTRAN FDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C29
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15
	
	

	8.5.6
	E-UTRAN FDD - UTRAN FDD event triggered reporting without measurement gaps under AWGN propagation conditions
	Rel-10
	C48
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15 and 22 and Measurement without gaps
	
	

	8.5.7
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth
	Rel-8
	C55
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.6.1
	E-UTRAN TDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C07b
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.7.1
	E-UTRAN TDD-UTRAN TDD cell search under fading propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.4 case is executed.
	

	8.7.2
	E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions
	Rel-8
	C05d
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 5, 15 and 22
	
	Rel-9 UTRA TDD

	8.7.3
	E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 22
	
	Rel-9 UTRA TDD

	8.7.4
	E-UTRAN TDD - UTRAN TDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C31
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 15
	
	

	8.8.1
	E-UTRAN FDD-GSM event triggered reporting in AWGN
	Rel-8
	C08f
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator s 15 and 23
	
	

	8.8.2
	E-UTRAN FDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C08d
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 5, 15 and 23
	
	

	8.9.1
	E-UTRAN FDD-UTRAN TDD event triggered reporting in fading propagation conditions
	Rel-8
	C06b
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 15 and 22
	
	Rel-9 UTRA TDD

	8.9.2
	E-UTRAN FDD - UTRAN TDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C30
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 15
	
	

	8.10.1
	E-UTRAN TDD-GSM event triggered reporting in AWGN
	Rel-8
	C09g
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 15 and 23
	
	

	8.10.2
	E-UTRAN TDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C09e
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 5, 15 and 23
	
	

	8.11.1
	Multiple E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	

	8.11.2
	E-UTRAN TDD - E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	

	8.11.3
	E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04e
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 22 and 25
	
	

	8.11.4
	InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search
	Rel-8
	C05e
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 22 and 25
	
	

	8.11.5
	Combined E-UTRAN FDD - E-UTRA FDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C08b
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 23 and 25
	
	

	8.11.6
	Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C09a
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 23 and 25
	
	

	8.12.1
	Void
	
	
	
	
	

	8.13.1
	Void
	
	
	
	
	

	8.14.1
	E-UTRAN TDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-9
	C22
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	

	8.14.2
	E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-9
	C38
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 4 and 25
	
	

	8.14.3
	E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C39
	UE supporting E-UTRA FDD and E-UTRA TDD, CSG and inter-frequency SI acquisition for HO and Feature Group Indicator 25
	
	

	8.15.1
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-9
	C22
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	

	8.15.2
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-9
	C38
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 4 and 25
	
	

	8.15.3
	E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C39
	UE supporting E-UTRA FDD and E-UTRA TDD, CSG and inter-frequency SI acquisition for HO and Feature Group Indicator 25
	
	

	8.16.1
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	
	

	8.16.2
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	
	

	8.16.3
	E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	
	

	8.16.4
	E-UTRANTDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	
	

	8.16.5
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	
	

	8.16.6
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	
	

	8.18.1
	E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	Rel-9
	C40
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicator 15
	
	

	8.19.1
	E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	Rel-9
	C41
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicator 15
	
	

	8.20.1
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	8.20.2
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	8.20.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-10
	C43
	UE supporting E-UTRA FDD, CA and UTRA FDD and Feature Group Indicator 15
	
	

	8.20.4
	E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions
	Rel-10
	C44
	UE supporting E-UTRA TDD, CA and UTRA TDD and Feature Group Indicator 15
	
	

	Measurement Performance Requirements

	9.1.1.1
	FDD Intra Frequency Absolute RSRP Accuracy
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.1.1.2
	FDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.1.2.1
	TDD Intra Frequency Absolute RSRP Accuracy
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.1.2.2
	TDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.1.3.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.1.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.1.4.1
	TDD - TDD Inter Frequency Absolute RSRP Accuracy
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.4.2
	TDD - TDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.5.1
	FDD - TDD Inter Frequency Absolute RSRP Accuracy
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.5.2
	FDD - TDD Inter Frequency Relative Accuracy of RSRP
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.6.1
	FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	9.1.6.2
	FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	9.1.7.1
	TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.1.7.2
	TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.1.8.1
	FDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.8.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.9.1
	TDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.9.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.10.1
	FDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.10.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.11.1
	TDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.11.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.13.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.1.13.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.1.16.1
	FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.16.2
	FDD Intra Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.17.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.17.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.1.1
	FDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.2.2.1
	TDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.2.7.1
	FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS
(eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.8.1
	TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS
(eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.9.1
	FDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.10.1
	TDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.3.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.1
	TDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.2
	TDD -TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.1
	FDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.2
	FDD - TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.5.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	9.2.5.2
	FDD Relative RSRQ Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	9.2.6.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.2.6.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.2.12.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.2.12.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.2.17.1
	FDD Intra Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.2.18.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.18.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.19.1
	FDD-FDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C01h
	UE supporting E-UTRA FDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.2.20.1
	TDD-TDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C02h
	UE supporting E-UTRA TDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.3.1
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.3.2
	E-UTRAN TDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.3.3
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.4.1
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.4.2
	E-UTRAN TDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.4.3
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.6.1
	GSM RSSI accuracy for E-UTRAN FDD
	Rel-9
	C08g
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 16 and 23
	
	

	9.6.2
	GSM RSSI accuracy for E-UTRAN TDD
	Rel-9
	C09h
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 16 and 23
	
	


<< End of changes >>
