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7.3.11
E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)


· 
· 
< Unchanged sections omitted >

7.3.11.5
Test requirements

Table 7.3.11.5-1: Cell specific test requirement parameters for E-UTRAN FDD for in-sync radio link monitoring under time domain measurement resource restriction (eICIC)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	PCFICH/PDCCH/PHICH parameters
	
	R.9 FDD
	R.9 FDD

	Number of Control OFDM symbols
	
	3
	3

	OCNG Pattern defined D.1.6 (FDD) 
	
	OP.6 FDD
	OP.6 FDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.2-2.

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	-3
	

	PBCH_RA
	dB
	-3
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-0.4
	-4.5
	-13.3
	-8.2
	-0.4
	4.8
	4.8
	5.2
	5.2
	4.8
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N


	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30 
	ETU30

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2, T3, T4 and T5 of the active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure 7.3.11.4-1.


The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During the period from time point A to time point F (420 ms after the start of time duration T5) the UE shall transmit uplink signal at least in all subframes configured for CQI transmission according to the configured CQI reporting mode (PUCCH 1-0).

The uplink signal is verified on the basis of the UE output power: 

-
UE output power equal to or higher than Transmit minimum power -39 dBm (as defined in TS 36.521-1 [10] clause 6.3.2.5) means uplink signal.

The rate of correct events observed during repeated tests shall be at least 90%.

7.3.12
E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)


· 
· 
< Unchanged sections omitted >

7.3.12.5
Test requirements

Table 7.3.12.5-1: Cell specific test requirement parameters for E-UTRAN TDD for in-sync radio link monitoring under time domain measurement resource restriction (eICIC)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	PCFICH/PDCCH/PHICH parameters
	
	R.9 TDD
	R.9 TDD

	Number of Control OFDM symbols
	
	3
	3

	OCNG Pattern defined in D.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.2-2.

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	-3
	

	PBCH_RA
	dB
	-3
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3 
	dB
	
	

	SNR Note 8
	dB
	-0.4
	-4.5
	-13.3
	-8.2
	-0.4
	
4.8
	4.8
	5.2
	5.2
	4.8
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N


	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30
	ETU30

	Note 1:
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:
The SNR in time periods T1, T2, T3, T4 and T5 of active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure 7.3.12.4-1.


< Unchanged sections omitted >

7.3.15
E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)


· 
< Unchanged sections omitted >

7.3.15.5
Test requirements

Table 7.3.15.5-1: Cell specific test requirement parameters for E-UTRAN FDD for in-sync radio link monitoring under time domain measurement resource restriction with MBSFN ABS (eICIC)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	OCNG Pattern defined in D.1.6 (FDD) and D.1.9 (FDD)
	
	OP.6 FDD
	OP.9 FDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in

Table C.3.1.2.2-2.

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	-3
	

	PBCH_RA
	dB
	-3
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-0.4
	-4.5
	-13.3
	-8.2
	-0.4
	
4.8
	4.8
	5.2
	5.2
	4.8
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30 
	ETU30

	Note 1:
OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2, T3, T4 and T5 of the active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure 7.3.15.4-1.


The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During the period from time point A to time point F (420 ms after the start of time duration T5) the UE shall transmit uplink signal at least in all subframes configured for CQI transmission according to the configured CQI reporting mode (PUCCH 1-0).

The uplink signal is verified on the basis of the UE output power:

-
UE output power equal to or higher than Transmit minimum power -39 dBm (as defined in TS 36.521-1 [10] clause 6.3.2.5) means uplink signal.

The rate of correct events observed during repeated tests shall be at least 90%.

7.3.16
E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
Editor’s notes: This test is incomplete. The following aspects are either missing or not yet determined:

· 
· Message contents are undefined.

· 
< Unchanged sections omitted >

7.3.16.5
Test requirements

Table 7.3.16.5-1: Cell specific test parameters for E-UTRAN TDD for in-sync radio link monitoring under time domain measurement resource restriction with MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	2x2 Low

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in D.2.2 (TDD) and D.2.6 (TDD)
	
	OP.2 TDD
	OP.6 TDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table C.3.1.2.2-2.

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	-3
	

	PBCH_RA
	dB
	-3
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 8
	dB
	-0.4
	-4.5
	-13.3
	-8.2
	-0.4
	
4.8
	4.8
	5.2
	5.2
	4.8

	
[image: image4.wmf]oc

N


	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30 
	ETU30

	Note 1:
For the special subframe configuration see table 4.2-1 in TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in TS 36.211.

Note 3:
OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:
The SNR in time periods T1, T2, T3, T4 and T5 of the active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure 7.3.16.4-1.


The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During the period from time point A to time point F (420 ms after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink subframes configured for CQI transmission according to the configured CQI mode (PUCCH 1-0).

The uplink signal is verified on the basis of the UE output power:

-
UE output power equal to or higher than Transmit minimum power -39 dBm (as defined in TS 36.521-1 [10] clause 6.3.2.5) means uplink signal.

The rate of correct events observed during repeated tests shall be at least 90%.

< Unchanged sections omitted >

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	<Unchanged Items Skipped>

	7.3.8 E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	± 0.6dB (AWGN conditions)
	See 7.3.1, subtest 1

	7.3.11 E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Cell 1: Ês1/Noc ± 0.9 dB
Cell 2: Ês2/Noc ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
For Ês/Noc uncertainty AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

For Ês2/Ês1 uncertainty AWGN flatness effect has been excluded, because it would cancel out for the ratio Es2/Es1.

Ês1/Noc or Ês2/Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for 2 Tx

AWGN flatness and signal flatness ±2.0 dB

	7.3.12 E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11

	7.3.15 E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11

	7.3.16 E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11


< Unchanged sections omitted >

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	<Unchanged Items Skipped>

	7.3.8 E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	SNRs as specified
	0.6dB
	Same as 7.3.2

	7.3.11 E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	SNRs as specified
	0.9dB  for cell 1 (TT1)
0.2dB for cell  2(TT2)
	During T1:

Cell 1 Formula: SNR + TT1
Cell 2 Formula: SNR - TT2
During T2:

Cell 1 Formula: SNR + TT1
Cell 2 Formula: SNR - TT2
During T3:

Cell 1 Formula: SNR - TT1
Cell 2 Formula: SNR + TT2
During T4:

Cell 1 Formula: SNR - TT1
Cell 2 Formula: SNR + TT2

During T5:

Cell 1 Formula: SNR + TT1
Cell 2 Formula: SNR - TT2
Formuale for Test Tolerance values:

TT1: Ês1/Noc uncertainty

TT2: (Ês2/Ês1 uncertainty - Ês1/Noc uncertainty)

	7.3.12 E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11
	Same as 7.3.11

	7.3.15 E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11
	Same as 7.3.11

	7.3.16 E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Same as 7.3.11
	Same as 7.3.11
	Same as 7.3.11


< End of changes >

