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	Reason for change:
	TS 36.133 CR R4-142254 was agreed at RAN4#70 bis, which changes the conditions for eICIC 9.x test cases to ensure that Cell 2 SCH Es/Iot conditions are met. The Test Tolerance analysis therefore requires an update.


	
	

	Summary of change:
	In analysis .xls:

· New rows are added for SCH power relative to CRS (PSS_RA, SSS_RA)
· SCH Es/Iot is separately calculated, along with its sensitivity to uncertainty
· SCH_RP is separately calculated, along with its sensitivity to uncertainty

· Test Tolerances are increased to ensure the SCH Es/Iot condition is met

· The analysis shows that the reported RSRP value limits are unchanged

In analysis .doc:

· The extracts from 36.133 are updated, including core requirements
· The explanation of how the parameters are offset is updated
· A new section is added in Annex A to explain calculation of SCH Es/Iot
Remove the existing zip files “9.2.9.1+9.2.10.1 TT” from TS 36.903, and replace with the zip file “9.2.9.1+9.2.10.1 TT v2”.



	
	

	Consequences if not approved:
	A UE compliant to all eICIC core requirements may be unable to identify the target cell in eICIC measurement accuracy tests, and could fail the test. 

The analysis to derive the Test Tolerances for TS 36.521-3 Test cases 9.2.9.1+9.2.10.1 would not be aligned with the core requirements, and there would be no clear technical basis for the values used in TS 36.521-3.



	
	

	Clauses affected:
	The analysis zip file is updated in TR 36.903.
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	Other comments:
	The corresponding TS 36.521-3 CR for Test cases 9.2.9.1+9.2.10.1 is R5-14abcf


<< Unchanged sections omitted >>
Add the following attached .zip file to TR 36.903:

“9.2.9.1+9.2.10.1 TT v2”
Please remove the existing zip file “9.2.9.1+9.2.10.1 TT”
<< End of changes >>
