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	Reason for change:
	The latest CA R12 WP R5-140052 includes the WI for CA_39C. The definition of requirements for CA_39C has already been completed in RAN4. RAN5 can now start the definition of corresponding TCs. 

The bandwidth combination sets for CA_39C have been updated in RAN4 (R4-143086)
The test frequency for CA band 39 is absent needs to be defined. 

	
	

	Summary of change:
	  Added the test frequency for CA_39C
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	Other comments:
	Revision 1:
Correct some test frequencies.

Revision 2:

Added the updated bandwidth combination information from RAN4.
This is the outcome of R5-142564 and changes above.


4.3.1.2.7
TDD reference test frequencies for Operating Band 39
Table 4.3.1.2.7-1: Test frequencies for E-UTRA channel bandwidth for operating band 39

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	38275
	1882.5

	
	10
	38300
	1885

	
	15
	38325
	1887.5

	
	20
	38350
	1890

	Mid Range
	5/10/15/20
	38450
	1900

	High Range
	5
	38625
	1917.5

	
	10
	38600
	1915

	
	15
	38575
	1912.5

	
	20
	38550
	1910


4.3.1.2.7A
TDD reference test frequencies for CA in Operating Band 39
Table 4.3.1.2.7A-1: Test frequencies for CA_39C
	Test Frequency ID
	CC Combination / NRB_agg
	CC NRB
	EARFCN
	Frequency (UL and DL) [MHz]

	Low Range
	100 + 25
	PCC 100
	38350
	1890

	
	
	SCC 25
	38467
	1901.7

	
	25 + 100
	PCC 25
	38275
	1882.5

	
	
	SCC 100
	38392
	1894.2

	
	100 + 50
	PCC 100
	38350
	1890

	
	
	SCC 50
	38494
	1904.4

	
	50 + 100
	PCC 50
	38300
	1885

	
	
	SCC 100
	38444
	1899.4

	
	100 + 75
	PCC 100
	38350
	1890

	
	
	SCC 75
	38521
	1907.1

	
	75 + 100
	PCC 75
	38325
	1887.5

	
	
	SCC 100
	38496
	1904.6

	Mid Range
	100 + 25
	PCC 100
	38429
	1897.9

	
	
	SCC 25
	38546
	1909.6

	
	25 + 100
	PCC 25
	38354
	1890.4

	
	
	SCC 100
	38471
	1902.1

	
	100 + 50
	PCC 100
	38403
	1895.3

	
	
	SCC 50
	38547
	1909.7

	
	50 + 100
	PCC 50
	38353
	1890.3

	
	
	SCC 100
	38497
	1904.7

	
	100 + 75
	PCC 100
	38377
	1892.7

	
	
	SCC 75
	38548
	1909.8

	
	75 + 100
	PCC 75
	38352
	1890.2

	
	
	SCC 100
	38523
	1907.3

	High Range
	100 + 25
	PCC 100
	38508
	1905.8

	
	
	SCC 25
	38625
	1917.5

	
	25 + 100
	PCC 25
	38433
	1898.3

	
	
	SCC 100
	38550
	1910

	
	100 + 50
	PCC 100
	38456
	1900.6

	
	
	SCC 50
	38600
	1915

	
	50 + 100
	PCC 50
	38406
	1895.6

	
	
	SCC 100
	38550
	1910

	
	100 + 75
	PCC 100
	38404
	1895.4

	
	
	SCC 75
	38575
	1912.5

	
	75 + 100
	PCC 75
	38379
	1892.9

	
	
	SCC 100
	38550
	1910


4.3.1.2.8
TDD reference test frequencies for Operating Band 40

Table 4.3.1.2.8-1: Test frequencies for E-UTRA channel bandwidth for operating band 40

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	38675
	2302.5

	
	10
	38700
	2305

	
	15
	38725
	2307.5

	
	20
	38750
	2310

	Mid Range
	5/10/15/20
	39150
	2350

	High Range
	5
	39625
	2397.5

	
	10
	39600
	2395

	
	15
	39575
	2392.5

	
	20
	39550
	2390


