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1. Overall Description:

RAN4 has discussed the topic of UE measuring RSSI for RSRQ in all OFDM symbols in the sub-frame (similar to the RSRQ definition used when restricted measurement subset is signaled) and not only the OFDM symbols carrying CRS. RAN4 sees it beneficial to introduce network control of the use of RSRQ measurement, i.e. to allow network to indicate to UE that it shall use this RSRQ measurement method where RSSI is measured over all OFDM symbols, when indicated, this RSRQ measurement method is applicable on all E-UTRA carriers the UE is configured to measure. 
The RSRQ measurement definition where RSSI is measured in all OFDM symbols in any measured subframe is applicable in the following RRC states and measurement scenarios:

· RRC_IDLE and RRC_CONNECTED mode for intra-frequency RSRQ and inter-frequency RSRQ

· Idle mode, CELL_PCH, URA_PCH, CELL_FACH and CELL_DCH states for inter-RAT RSRQ in UTRA.

· RRC_IDLE and RRC_CONNECTED mode for inter-RAT RSRQ in GERAN

Additionally, RAN4 propose RAN2 to discuss whether the support of the new RSRQ measurement is a UE capability.
2. Actions:
To TSG RAN WG2 
1) RAN4 respectfully requests RAN2 to introduce possibility for network to indicate to UE(s) in all UTRA and E-UTRA RRC states indicated above that whether the UE(s) shall utilize legacy RSRQ measurement method or the RSRQ measurement method where the RSSI computation is done over the all OFDM symbols in a subframe.
2) RAN4 propose RAN2 to discuss whether the support of the new RSRQ measurement is a UE capability.
To TSG GERAN2
1) RAN4 respectfully requests GERAN to introduce possibility for network to indicate to UE(s) in all GERAN RRC states indicated above that whether the UE(s) shall utilize legacy RSRQ measurement method or the RSRQ measurement method where the RSSI computation is done over the all OFDM symbols in a subframe.

2) RAN4 propose GERAN2 to discuss whether the support of the new RSRQ measurement is a UE capability.
3. Date of Next TSG-RAN WG4 Meeting:
3GPPRAN4#72

18 - 22 August 2014     
Dresden   Germany   
3GPPRAN4#72bis
6 - 10 October 2014     
Singapore   Singapore   
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