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<< Start of changes >>
Annex B (normative):
Common Requirements
B.1
Purpose of annex

The purpose of Annex B is to group the requirements that are common for several bands or CA configurations in this specification and use the common tables as references.

B.2
Common RRM requirements

B.2.1
Common RRM requirements for a band independent of release

The requirements and test cases listed in Table B.2.1-1 are specified in [11].

Table B.2.1-1: Common RRM requirements for a band independent of release
	Section / Clause
	Description

	4
	E-UTRAN RRC_IDLE state mobility

	5
	E-UTRAN RRC_CONNECTED state mobility

	6 Note 1
	RRC Connection Mobility Control

	7 Note 2
	Timing and signalling characteristics

	8 Note 3
	UE Measurements Procedures in RRC_CONNECTED State

	9 Note 4
	Measurements performance requirements for UE

	A.4
	E-UTRAN RRC_IDLE state

	A.5
	E-UTRAN RRC CONNECTED Mode Mobility

	A.6 Note 1
	RRC Connection Control

	A.7 Note 2
	Timing and Signalling Characteristics

	A.8 Note 3
	UE Measurements Procedures

	A.9 Note 4
	Measurement Performance Requirements

	NOTE 1:
All requirements and the corresponding test cases shall apply, except:

-
for supporting the corresponding band in Rel-8: clauses 6.3 (RRC Connection Release with Redirection), 6.4 (CSG Proximity Indication for E-UTRAN and UTRAN).

NOTE 2:
All requirements and corresponding test cases shall apply, except those defined in sections 7.4 and 7.5.

NOTE 3:
All requirements and corresponding test cases shall apply, except:

-
for supporting the corresponding band in Rel-8: clauses 8.1.2.5 (E-UTRAN OTDOA Intra-Frequency RSTD Measurements), 8.1.2.6 (E-UTRAN Inter-Frequency OTDOA Measurements), 8.1.2.7 (E-UTRAN E-CID Measurements).

NOTE 4:
All requirements and corresponding test cases shall apply, except:

-
for supporting the corresponding band in Rel-8: clauses 9.1.9 (UE Rx–Tx time difference), 9.1.10 (Reference Signal Time Difference).


B.3
Common UE performance requirements

B.3.1
Void

Table B.3.1-1: Void
	
	

	
	

	
	

	
	

	
	

	
	


<< End of changes >>
<< End of changes >>
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