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<< Unchanged sections omitted >>
10.2.4.3
Message contents


Message contents are according to TS 36.508 [7] clauses 4.4, 4.6 and 4.7A with following exceptions:
Table 10.2.4.3-1: SystemInformationBlockType2: Additional TDD MBMS performance (Fixed Reference Channel)

	Derivation Path: 36.508 table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfigList SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE{
	
	
	

	      oneFrame
	'111110' B
	The last bit is not used
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 10.2.4.3-2: MBSFNAreaConfiguration message: Additional TDD MBMS performance (Fixed Reference Channel)

	Derivation Path: 36.508, Table 4.6.1-4A

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n1
	
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	'111110' B
	The last bit is not used
	

	    }
	
	
	

	}
	
	
	

	  commonSF-AllocPeriod-r9
	rf8
	
	

	  pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	    pmch-Config-r9 SEQUENCE {
	
	
	

	      sf-AllocEnd-r9
	39
	40 active subframes in 8 Radio-frames
	

	      dataMCS-r9
	4
	Test number 1 and 4
	R.37 TDD

R.40 TDD

	
	12
	Test number 2
	R.38 TDD

	
	20
	Test number 3
	R.39 TDD

R.39-1 TDD

	      mch-SchedulingPeriod-r9
	rf8
	
	

	    }
	
	
	

	}
	
	
	


Table 10.2.4.3-3: ACTIVATE TEST MODE: Additional TDD MBMS performance (Fixed Reference Channel)

	Derivation Path: 36.508, Table 4.7A-1, condition UE TEST LOOP MODE C


Table 10.2.4.3-4: CLOSE UE TEST LOOP: Additional TDD MBMS performance (Fixed Reference Channel)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE C


Table 10.2.4.3-5: SystemInformationBlockType13: Additional TDD MBMS performance (Fixed Reference Channel)

	Derivation Path: 36.508 table 4.4.3.3-13

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType13 ::= SEQUENCE {
	
	
	

	  mbsfn-AreaInfoList-r9 SEQUENCE (SIZE(1..maxMBSFN-Area)) OF SEQUENCE {
	
	
	

	    mcch-Config-r9 SEQUENCE {
	
	
	

	      mcch-RepetitionPeriod-r9
	rf32
	
	

	      mcch-Offset-r9
	0
	
	

	      mcch-ModificationPeriod-r9
	rf512
	
	

	      sf-AllocInfo-r9
	‘100000’ B
	
	

	      signallingMCS-r9
	n7
	Test number 1 and 4
	QPSK

	
	n13
	Test number 2
	16QAM

	
	n19
	Test number 3
	64QAM

	    }
	
	
	

	  }
	
	
	

	  notificationConfig-r9 SEQUENCE {
	
	
	

	    notificationRepetitionCoeff-r9
	n4 
	
	

	    notificationOffset-r9
	0
	
	

	    notificationSF-Index-r9
	1
	Subframe #3
	

	  }
	
	
	

	}
	
	
	


Table 10.2.4.3-6: TDD-Config-DEFAULT: Additional TDD MBMS performance (Fixed Reference Channel)
	Derivation Path: TS 36.508 Table 5.3.1-1

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa5
	
	

	}
	
	
	


Table 10.2.4.3-7: PUCCH-ConfigDedicated-DEFAULT: Additional TDD MBMS performance (Fixed Reference Channel)
	Derivation Path: 36.508 Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  tddAckNackFeedbackMode
	bundling
	
	

	}
	
	
	


<< End of changes >>
