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10.1.4.3
Message contents

Table 10.1.4.3-1: RESET UE POSITIONING STORED INFORMATION
	Derivation Path: 36.509 clause 6.9

	Information Element
	Value/remark
	Comment
	Condition

	UE Positioning Technology
	0 0 0 0 0 0 0 1
	OTDOA
	


Table 10.1.4.3-2: MAC-MainConfig-RBC: FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Derivation Path: TS 36.508 [18] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	sf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf320
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	


Table 10.1.4.3-2a: LPP Request Capabilities
	Information Element
	Value/remark

	otdoa‑RequestCapabilities
	TRUE


Table 10.1.4.3-3: LPP RequestLocationInformation

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  Initiator
	locationServer
	
	

	  transactionNumber
	1
	
	

	 }
	
	
	

	 endTransaction
	FALSE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    requestLocationInformation SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          requestLocationInformation-r9 SEQUENCE {
	
	
	

	            commonIEsRequestLocationInformation

            SEQUENCE {
	
	
	

	              locationInformationType
	locationMeasurementsRequired
	
	

	              triggeredReporting
	Not present
	
	

	              periodicalReporting
	Not present
	
	

	              additionalInformation
	onlyReturnInformationRequested
	
	

	              qos SEQUENCE {
	
	
	

	                 horizontalAccuracy
	Not present
	
	

	                 verticalCoordinateRequest
	FALSE
	
	

	                 verticalAccuracy
	Not present
	
	

	                 responseTime
	Test 1: 3

Test 2: 6
	See clause 10.1.5
	

	                 velocityRequest
	FALSE
	
	

	              }
	
	
	

	              environment
	Not present
	
	

	              locationCoordinateTypes
	Not present
	
	

	              velocityTypes
	Not present
	
	

	            }
	
	
	

	            a-gnss-RequestLocationInformation 
	Not present
	
	

	            otdoa-RequestLocationInformation
            SEQUENCE {
	
	
	

	                 assistanceAvailability
	FALSE
	
	

	            }
	
	
	

	            ecid-RequestLocationInformation
	Not present
	
	

	            epdu-RequestLocationInformation
	Not Present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 10.1.4.3-4: LPP ProvideAssistanceData

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  Initiator
	locationServer
	
	

	  transactionNumber
	(0..255)
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present 
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    provideAssistanceData SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          provideAssistanceData-r9 SEQUENCE {
	
	
	

	            commonIEsProvideAssistanceData
	Not present
	
	

	            a-gnss-ProvideAssistanceData 
	Not present
	
	

	            otdoa-ProvideAssistanceData SEQUENCE {
	
	
	

	                 otdoa-ReferenceCellInfo
	As defined in TS 37.571‑5 [20], clause 7.3.2.
	
	

	                 otdoa-NeighbourCellInfo
	As defined in TS 37.571‑5 [20], clause 7.3.2.
	
	

	                 otdoa-Error
	Not present
	
	

	            }
	
	
	

	            epdu-ProvideAssistanceData
	Not present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 10.1.4.3-5: LPP ProvideLocation Information

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	      Initiator
	locationServer
	
	

	      transactionNumber
	1
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	(0..255)
	
	

	 acknowledgement
	
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	   provideLocationInformation SEQUENCE {
	
	
	

	     criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	             provideLocationInformation-r9 SEQUENCE {
	
	
	

	               commonIEsProvideLocationInformation
	Not present.
	
	

	               a-gnss-ProvideLocationInformation
	Not present
	
	

	               otdoa-ProvideLocationInformation
                                                           SEQUENCE {
	
	
	

	                   otdoaSignalMeasurementInformation
                                                           SEQUENCE {
	
	
	

	                       systemFrameNumber
	
	
	

	                       physCellIdRef
	Cell 2
	
	

	                       cellGlobalIdRef
	
	
	

	                       earfcnRef
	
	
	

	                       referenceQuality
	
	
	

	                       neighbourMeasurementList

                                         SEQUENCE (SIZE(n)) {
	
	
	

	                             physCellIdNeighbour
	Cell 3
	
	

	                             cellGlobalIdNeighbour
	
	
	

	                             earfcnNeighbour
	
	
	

	                             rstd
	Present
	With respect to Cell 2
	

	                             rstd-Quality
	
	
	

	                             }
	
	
	

	                       neighbourMeasurementList

                                         SEQUENCE (SIZE(n)) {
	
	
	

	                             physCellIdNeighbour
	Cell 1
	Test 2 only
	

	                             cellGlobalIdNeighbour
	
	
	

	                             earfcnNeighbour
	
	
	

	                             rstd
	Present
	Test 2 only
With respect to Cell 2 or Cell 3
	

	                             rstd-Quality
	
	
	

	                             }
	
	
	

	                   }
	
	
	

	                   otdoa-Error
	May be present with error reason ‘undefined’ or ‘attemptedButUnableToMeasureSomeNeighbourCells’
	
	

	               }
	
	
	

	               ecid-ProvideLocationInformation
	Not present
	
	

	               epdu-ProvideLocationInformation
	Not present
	
	

	             }
	
	
	

	      }
	
	
	

	   }
	
	
	

	 }
	
	
	

	 }
	
	
	

	}
	
	
	


--------------------------- NEXT CHANGED SECTION --------------------------------------
10.2.4.3
Message contents

Table 10.2.4.3-1: RESET UE POSITIONING STORED INFORMATION
	Derivation Path: 36.509 clause 6.9

	Information Element
	Value/remark
	Comment
	Condition

	UE Positioning Technology
	0 0 0 0 0 0 0 1
	OTDOA
	


Table 10.2.4.3-2: MAC-MainConfig-RBC: TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Derivation Path: TS 36.508 [18] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	sf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf320
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	


Table 10.2.4.3-2a: LPP Request Capabilities
	Information Element
	Value/remark

	otdoa‑RequestCapabilities
	TRUE


Table 10.2.4.3-3: LPP RequestLocationInformation

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  Initiator
	locationServer
	
	

	  transactionNumber
	1
	
	

	 }
	
	
	

	 endTransaction
	FALSE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    requestLocationInformation SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          requestLocationInformation-r9 SEQUENCE {
	
	
	

	            commonIEsRequestLocationInformation

            SEQUENCE {
	
	
	

	              locationInformationType
	locationMeasurementsRequired
	
	

	              triggeredReporting
	Not present
	
	

	              periodicalReporting
	Not present
	
	

	              additionalInformation
	onlyReturnInformationRequested
	
	

	              qos SEQUENCE {
	
	
	

	                 horizontalAccuracy
	Not present
	
	

	                 verticalCoordinateRequest
	FALSE
	
	

	                 verticalAccuracy
	Not present
	
	

	                 responseTime
	Test 1: 3

Test 2: 6
	See clause 10.2.5
	

	                 velocityRequest
	FALSE
	
	

	              }
	
	
	

	              Environment
	Not present
	
	

	              locationCoordinateTypes
	Not present
	
	

	              velocityTypes
	Not present
	
	

	            }
	
	
	

	            a-gnss-RequestLocationInformation
	Not present
	
	

	            otdoa-RequestLocationInformation
                                                           SEQUENCE {
	
	
	

	                 assistanceAvailability
	FALSE
	
	

	            }
	
	
	

	            ecid-RequestLocationInformation
	Not present
	
	

	            epdu-RequestLocationInformation
	Not Present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 10.2.4.3-4: LPP ProvideAssistanceData

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	  Initiator
	locationServer
	
	

	  transactionNumber
	(0..255)
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	Not present
	
	

	 acknowledgement 
	Not present 
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	    provideAssistanceData SEQUENCE {
	
	
	

	      criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	          provideAssistanceData-r9 SEQUENCE {
	
	
	

	            commonIEsProvideAssistanceData
	Not present
	
	

	            a-gnss-ProvideAssistanceData 
	Not present
	
	

	            otdoa-ProvideAssistanceData SEQUENCE {
	
	
	

	                 otdoa-ReferenceCellInfo
	As defined in TS 37.571‑5 [20], clause 7.3.2.
	
	

	                 otdoa-NeighbourCellInfo
	As defined in TS 37.571‑5 [20], clause 7.3.2.
	
	

	                 otdoa-Error
	Not present
	
	

	            }  
	
	
	

	            epdu-ProvideAssistanceData
	Not present
	
	

	          }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 10.2.4.3-5: LPP ProvideLocation Information

	Derivation Path: 36.355 clause 6.2

	Information Element
	Value/remark
	Comment
	Condition

	LPP-Message ::= SEQUENCE {
	
	
	

	 transactionID SEQUENCE {
	
	
	

	      Initiator
	locationServer
	
	

	      transactionNumber
	1
	
	

	 }
	
	
	

	 endTransaction
	TRUE
	
	

	 sequenceNumber
	(0..255)
	
	

	 acknowledgement 
	
	
	

	 lpp-MessageBody CHOICE {
	
	
	

	  c1 CHOICE {
	
	
	

	   provideLocationInformation SEQUENCE {
	
	
	

	     criticalExtensions CHOICE {
	
	
	

	        c1 CHOICE {
	
	
	

	             provideLocationInformation-r9 SEQUENCE {
	
	
	

	               commonIEsProvideLocationInformation
	Not present.
	
	

	               a-gnss-ProvideLocationInformation
	Not present
	
	

	               otdoa-ProvideLocationInformation
                                                           SEQUENCE {
	
	
	

	                   otdoaSignalMeasurementInformation
                                                           SEQUENCE {
	
	
	

	                       systemFrameNumber
	
	
	

	                       physCellIdRef
	Cell 2
	
	

	                       cellGlobalIdRef
	
	
	

	                       earfcnRef
	
	
	

	                       referenceQuality
	
	
	

	                       neighbourMeasurementList

                                         SEQUENCE (SIZE(n)) {
	
	
	

	                             physCellIdNeighbour
	Cell 3
	
	

	                             cellGlobalIdNeighbour
	
	
	

	                             earfcnNeighbour
	
	
	

	                             rstd
	Present
	With respect to Cell 2
	

	                             rstd-Quality
	
	
	

	                             }
	
	
	

	                       neighbourMeasurementList

                                         SEQUENCE (SIZE(n)) {
	
	
	

	                             physCellIdNeighbour
	Cell 1
	Test 2 only
	

	                             cellGlobalIdNeighbour
	
	
	

	                             earfcnNeighbour
	
	
	

	                             rstd
	Present
	Test 2 only
With respect to Cell 2 or Cell 3
	

	                             rstd-Quality
	
	
	

	                             }
	
	
	

	                   }
	
	
	

	                   otdoa-Error
	May be present with error reason ‘undefined’ or ‘attemptedButUnableToMeasureSomeNeighbourCells’
	
	

	               }
	
	
	

	               ecid-ProvideLocationInformation
	Not present
	
	

	               epdu-ProvideLocationInformation
	Not present
	
	

	             }
	
	
	

	      }
	
	
	

	   }
	
	
	

	 }
	
	
	

	 }
	
	
	

	}
	
	
	


