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	Reason for change:
	IPCAN procedure for MT speech call is not started for test cases 16.3 and 16.4 

	
	

	Summary of change:
	Start MT speech call procedure at IPCAN before starting test case body

	
	

	Consequences if not approved:
	Test cases 16.3 and 16.4 will not execute correctly.
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Change 2
	Function name
	f_TC_16_3_IMS()

	Reason for change
	MT speech call procedure not started at IPCAN

	Summary of change
	Start MT speech call procedure at IPCAN before starting test case body

	TTCN module
	IMS_CC_CodecSelecting.tttcn


Before change

  function f_TC_16_3_IMS() runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation sic@ */

    var template (value)   SDP_Message v_SDP_Message_Invite;

    var template (present) SDP_Message v_SDP_Message_183;

    var template (present) SDP_Message v_SDP_Message_180or200;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_TestBody_Set(true);

    v_SDP_Message_Invite   := fl_IMS_BuildSDP_16_3and4_Step1();

    v_SDP_Message_183      := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, -, (c_none, c_sendrecv));

    v_SDP_Message_180or200 := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, -, c_sendrecv);

    fl_TC_16_X_CommonProcedure(v_SDP_Message_Invite, v_SDP_Message_183, v_SDP_Message_180or200);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MT_SpeechCall);

  }
After change

  function f_TC_16_3_IMS() runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation sic@ */

    var template (value)   SDP_Message v_SDP_Message_Invite;

    var template (present) SDP_Message v_SDP_Message_183;

    var template (present) SDP_Message v_SDP_Message_180or200;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_TestBody_Set(true);

    f_IMS_CC_StartCall(IPCAN_MT_SpeechCall);
    v_SDP_Message_Invite   := fl_IMS_BuildSDP_16_3and4_Step1();

    v_SDP_Message_183      := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, -, (c_none, c_sendrecv));

    v_SDP_Message_180or200 := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, -, c_sendrecv);

    fl_TC_16_X_CommonProcedure(v_SDP_Message_Invite, v_SDP_Message_183, v_SDP_Message_180or200);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MT_SpeechCall);

  }
Change 3
	Function name
	f_TC_16_4_IMS()

	Reason for change
	MT speech call procedure not started at IPCAN

	Summary of change
	Start MT speech call procedure at IPCAN before starting test case body

	TTCN module
	IMS_CC_CodecSelecting.tttcn


Before change

  function f_TC_16_4_IMS() runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation sic@ */

    var boolean v_ConnectionInSessionDesc := false;

    var charstring v_ModeSet1 := "0,1,2";     /* @sic R5-140917: mode-set changed from "0,2,5,7,8" to "0,1,2" sic@ */

    var charstring v_ModeSet2 := "0,2,4,7";   /* @sic R5-140917: mode-set changed from "0,2,5,7" to "0,2,4,7" sic@ */

    var template (value) SemicolonParam_List v_SemicolonParam_List_ModeSet1 := {cs_Fmtp_ModesetParam(v_ModeSet1)};

    var template (value) SemicolonParam_List v_SemicolonParam_List_ModeSet2 := {cs_Fmtp_ModesetParam(v_ModeSet2)};

    var template (present) SemicolonParam_List v_MediaFormatParametersRX    := {cr_Fmtp_ModesetParam(v_ModeSet1), *};

    var template (value)   SDP_Message v_SDP_Message_Invite;

    var template (present) SDP_Message v_SDP_Message_183;

    var template (present) SDP_Message v_SDP_Message_180or200;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_TestBody_Set(true);

    v_SDP_Message_Invite   := fl_IMS_BuildSDP_16_3and4_Step1(v_SemicolonParam_List_ModeSet1, v_SemicolonParam_List_ModeSet2, v_ConnectionInSessionDesc);

    v_SDP_Message_183      := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, v_MediaFormatParametersRX, (c_none, c_sendrecv));

    v_SDP_Message_180or200 := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, v_MediaFormatParametersRX, c_sendrecv);

    fl_TC_16_X_CommonProcedure(v_SDP_Message_Invite, v_SDP_Message_183, v_SDP_Message_180or200);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MT_SpeechCall);

  }
After change

  function f_TC_16_4_IMS() runs on IMS_PTC

  { /* @sic R5-142994: Reimplementation sic@ */

    var boolean v_ConnectionInSessionDesc := false;

    var charstring v_ModeSet1 := "0,1,2";     /* @sic R5-140917: mode-set changed from "0,2,5,7,8" to "0,1,2" sic@ */

    var charstring v_ModeSet2 := "0,2,4,7";   /* @sic R5-140917: mode-set changed from "0,2,5,7" to "0,2,4,7" sic@ */

    var template (value) SemicolonParam_List v_SemicolonParam_List_ModeSet1 := {cs_Fmtp_ModesetParam(v_ModeSet1)};

    var template (value) SemicolonParam_List v_SemicolonParam_List_ModeSet2 := {cs_Fmtp_ModesetParam(v_ModeSet2)};

    var template (present) SemicolonParam_List v_MediaFormatParametersRX    := {cr_Fmtp_ModesetParam(v_ModeSet1), *};

    var template (value)   SDP_Message v_SDP_Message_Invite;

    var template (present) SDP_Message v_SDP_Message_183;

    var template (present) SDP_Message v_SDP_Message_180or200;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_TestBody_Set(true);

    f_IMS_CC_StartCall(IPCAN_MT_SpeechCall);
    v_SDP_Message_Invite   := fl_IMS_BuildSDP_16_3and4_Step1(v_SemicolonParam_List_ModeSet1, v_SemicolonParam_List_ModeSet2, v_ConnectionInSessionDesc);

    v_SDP_Message_183      := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, v_MediaFormatParametersRX, (c_none, c_sendrecv));

    v_SDP_Message_180or200 := f_IMS_BuildSDP_16_X_RX(cr_RTPMAP_AMR_16000, v_MediaFormatParametersRX, c_sendrecv);

    fl_TC_16_X_CommonProcedure(v_SDP_Message_Invite, v_SDP_Message_183, v_SDP_Message_180or200);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MT_SpeechCall);
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