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	Other comments:
	


Change 1
	Function name
	f_TC_8_6_7_1_EUTRA

	Reason for change
	As per Table 8.6.7.1.3.3-14, utra-RSCP in measResultListUTRA-r9 is optional but as per TTCN it is mandatory

	Summary of change
	Made check for utra-RSCP optional

	TTCN module
	RRC_LoggedHOfailure.ttcn


Before change

	  function f_TC_8_6_7_1_EUTRA() runs on EUTRA_PTC

  { /* Handover Failure logging / Reporting of UTRAN Inter-RAT measurements */
….

….

//@siclog "Step 15" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 2?

    if (v_UTRAN_FDD_TDD == UTRAN_FDD) {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_FDD(v_UTRAN_PhysChId_Cell5);

    } else {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_TDD(v_UTRAN_PhysChId_Cell5);

    }

    v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f8, v_MeasResultUTRA_PhysCellId, omit, ?, omit);

….

….

}


After change

	  function f_TC_8_6_7_1_EUTRA() runs on EUTRA_PTC

  { /* Handover Failure logging / Reporting of UTRAN Inter-RAT measurements */

….

….

//@siclog "Step 15" siclog@

    //Check: Does the UE transmit a UEInformationResponse message on Cell 2?

    if (v_UTRAN_FDD_TDD == UTRAN_FDD) {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_FDD(v_UTRAN_PhysChId_Cell5);

    } else {

      v_MeasResultUTRA_PhysCellId := cr_MeasResultUTRA_PhysCellId_TDD(v_UTRAN_PhysChId_Cell5);

    }

    v_MeasResList2UTRA_r9 := cr_MeasResultList2UTRA_r9_1Entry(v_UTRAN_ARFCN_f8, v_MeasResultUTRA_PhysCellId, omit, *, omit);

….

….

}
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