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	Reason for change:
	1) As per prose 36.508 and 4.5A.5.3-1, DEDICATED EPS BEARER CONTEXT REQUEST sent with EPS bearer context with #4 instead of 1

2) UE sends RRC restablishtement request with Handoverfailure
3) UTRAN PTC needs to send co-ordination signal as EUTRA awaits for the co-ordination signal
4) As described in change 4, co-ordination signal needs to be sent after reception of ‘183 session progress’ so that EPS dedicated bearer would be setup
5) IMS session released needs to be released



	
	

	Summary of change:
	1) Set EPS bearer context to #4
2) Received RRC restablishment request with Handover failure
3) Sent coordination for using f_IMS_IPCAN_SendCoOrdMsg()
4) Co-ordination signal sent using f_IMS_IPCAN_SendCoOrdMsg()
5) IMS session released using f_IMS_CallReleaseMO()
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	Other comments:
	


Change 1
	Test case
	13.4.3.9

	Reason for change
	1) As per prose 36.508 and 4.5A.5.3-1, DEDICATED EPS BEARER CONTEXT REQUEST sent with EPS bearer context with #4 instead of 1
2) UE sends RRC restablishtement request with Handoverfailure 

#draft proseCR would be raised for next RAN5 meeting

	Summary of change
	1) Set EPS bearer context to #4
2)Received RRC restablishment request with Handover failure

	Source of change
	LTE_A\13\ASRVCC_EUTRA.ttcn


Before change:

	function fl_TC_13_4_3_9_Body() runs on EUTRA_PTC

  {
…..

    //@siclog "Step 14" siclog@

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig(eutra_Cell1,

                                                                 tsc_RRC_TI_Def,

                                                                 {tsc_DRB2},

                                                                 {cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                 cs_508_ActDedicatedEPSBearerCxtReq(tsc_EpsDedicatedBearerId,

                                                                                                                    tsc_PTI_Unassigned,

                                                                                                                    cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                                                                                                    cs_508_EPS_QoS_Dedicated_1,

                                                                                                                    f_EUTRA_Get_508_TrafficFlowTemplate(1, tsc_EpsDedicatedBearerId)))},
                                                                 UM_Mode);

    //@siclog "Step 15" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    //Wait for completion of IMS signalling

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
……

//@siclog "Step 24" siclog@

    /* Check: Does the UE initiate an RRC connection re-establisment procedure and transmit an RRCConnectionReestablishmentRequest message on Cell 2?  */

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_OtherFailure,
                                                                               v_ShortMAC_I))); // @sic R5s140370 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 24");

    // Activate RRC security at SS target cell for SRB 1, 2 and 1 AM DRB

    v_AuthParams := f_EUTRA_SS_AS_ActivateSecurity_HO_Reest(eutra_Cell1, f_EUTRA_Security_Get(), v_NextHopChainingCount); //@sic R5100744 sic@

    f_EUTRA_Security_Set(v_AuthParams);
……..




After change :

	function fl_TC_13_4_3_9_Body() runs on EUTRA_PTC

  {
......

  f_EUTRA_GenericIMS_MO_SpeechCallInitiation(eutra_Cell1);

    //@siclog "Step 14" siclog@

    f_EUTRA_RRCConnectionReconfigurationWithPiggyNAS_DrbReconfig(eutra_Cell1,

                                                                 tsc_RRC_TI_Def,

                                                                 {tsc_DRB2},

                                                                 {cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                 cs_508_ActDedicatedEPSBearerCxtReq(tsc_EpsDedicatedBearerId,

                                                                                                                    tsc_PTI_Unassigned,

                                                                                                                    cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                                                                                                    cs_508_EPS_QoS_Dedicated_1,

                                                                                                                    f_EUTRA_Get_508_TrafficFlowTemplate(4, tsc_EpsDedicatedBearerId)))}, //13439 

                                                                 UM_Mode);

    //@siclog "Step 15" siclog@

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(tsc_EpsDedicatedBearerId))));

    //Wait for completion of IMS signalling

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);
.....

   //@siclog "Step 24" siclog@

    /* Check: Does the UE initiate an RRC connection re-establisment procedure and transmit an RRCConnectionReestablishmentRequest message on Cell 2?  */

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_OtherFailure,

                                                                               v_ShortMAC_I))); // @sic R5s140370 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 24");

    // Activate RRC security at SS target cell for SRB 1, 2 and 1 AM DRB

    v_AuthParams := f_EUTRA_SS_AS_ActivateSecurity_HO_Reest(eutra_Cell1, f_EUTRA_Security_Get(), v_NextHopChainingCount); //@sic R5100744 sic@

    f_EUTRA_Security_Set(v_AuthParams);
.....

  //@siclog "Step 24" siclog@

    /* Check: Does the UE initiate an RRC connection re-establisment procedure and transmit an RRCConnectionReestablishmentRequest message on Cell 2?  */

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_HandoverFailure, //13439 NK

                                                                               v_ShortMAC_I))); // @sic R5s140370 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 24");

    // Activate RRC security at SS target cell for SRB 1, 2 and 1 AM DRB

    v_AuthParams := f_EUTRA_SS_AS_ActivateSecurity_HO_Reest(eutra_Cell1, f_EUTRA_Security_Get(), v_NextHopChainingCount); //@sic R5100744 sic@

    f_EUTRA_Security_Set(v_AuthParams);

.........


Change 2
	Test case
	13.4.3.9

	Reason for change
	UTRAN PTC needs to send co-ordination signal as EUTRA awaits for the co-ordination signal

	Summary of change
	Sent coordination for using f_IMS_IPCAN_SendCoOrdMsg()

	Source of change
	LTE_A\13\ASRVCC_EUTRA_UTRAN.ttcn


	function f_TC_13_4_3_9_UTRAN() runs on UTRAN_PTC

  { // E-UTRA voice to UTRA CS voice / aSRVCC / MO call/ SRVCC HO failure

    var integer v_T0_CPICH_Cell5 := -88;

    var integer v_T1_CPICH_Cell5 := -64;

    var integer v_T0_PCCPCH_Cell5 := -88;

    var integer v_T1_PCCPCH_Cell5 := -64;
…… 
   f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 20" siclog@

    // Set Cell Power level as per T2 - Cell Off

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);

    f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));

  } // f_TC_13_4_3_9_UTRAN




After change :

	function f_TC_13_4_3_9_UTRAN() runs on UTRAN_PTC

  { // E-UTRA voice to UTRA CS voice / aSRVCC / MO call/ SRVCC HO failure

    var integer v_T0_CPICH_Cell5 := -88;

    var integer v_T1_CPICH_Cell5 := -64;

    var integer v_T0_PCCPCH_Cell5 := -88;

    var integer v_T1_PCCPCH_Cell5 := -64;
......

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 20" siclog@

    // Set Cell Power level as per T2 - Cell Off

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); //13439 NK EUTRA waiting for co-ordination signal after T2

    f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));

  } // f_TC_13_4_3_9_UTRAN


Change 3

	Test case
	13.4.3.9

	Reason for change
	1) As described in change 4, co-ordination signal needs to be sent after reception of ‘183 session progress’ so that EPS dedicated bearer would be setup.

2) IMS session needs to be released

#draft prose CR would be rasied for the next RAN5 meeting

	Summary of change
	1) Co-ordination signal sent using f_IMS_IPCAN_SendCoOrdMsg()

2) IMS session released using f_IMS_CallReleaseMO()

	Source of change
	LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	function f_TC_13_4_3_9_IMS1() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134290 sic@

    /* Table 13.4.3.9.3.2-3: Parallel behaviour

       Steps 5-11 expected sequence defined in annex C.21 of TS 34.229-1 [35].

       NOTE: IMS MO speech call is in alerting phase.

    */

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Parallel behaviour Table 13.4.3.9.3.2-4

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite, v_MessageHeader_Response183);

    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1

    f_IMS_MOCallSetup_AnnexC21C25_Step12_13(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  }


After change :

	function f_TC_13_4_3_9_IMS1() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134290 sic@

    /* Table 13.4.3.9.3.2-3: Parallel behaviour

       Steps 5-11 expected sequence defined in annex C.21 of TS 34.229-1 [35].

       NOTE: IMS MO speech call is in alerting phase.

    */

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
   fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // Parallel behaviour Table 13.4.3.9.3.2-4

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite, v_MessageHeader_Response183);

    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1

    f_IMS_MOCallSetup_AnnexC21C25_Step12_13(v_InviteRequestWithSdp);

    //13439 
    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  }


Change 4

Change2 of R5s140572 is required for this testcase
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