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	Reason for change:
	1) Co-ordination signal need to be sent for IMS deregistration. Refer change 3.
2) As IMS session need to be terminated otherwise UE will release the IMS session during the IMS deregistration as per 24.229 and section 5.1.1.6.1. Hence, IMS session released as per C.33. After release of IMS session, dedicated EPS bearer needs to be deactivated.

#draft ProseCR will be raised for next RAN5 meeting

3) UE can optionally perform IMS deregistration
4) IdMeasObject-f11 needs to be used in measconfig instead IdMeasObject-f8 as IdMeasObject-f11 is defined for GERAN and IdMeasObject-f8 is not defined.

#draft proseCR would be raised for next RAN5 meeting

ReportConfigId is ‘1’ and hence, same needs to be used in the configuration

	
	

	Summary of change:
	1) Co-ordination signal sent using f_IMS_IPCAN_SendCoOrdMsg()
2) Dedicated EPS bearer release using f_EUTRA_DeactivateEPS_BearerContext
3) IMS deregistration performed using f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC()
4) IdMeasObject-f11 is used and reportConfigID  ‘1’ is configured

	
	

	Consequences if not approved:
	A comformant UE can fail the TC.
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Change 1
	Test case
	13.4.3.5

	Reason for change
	Co-ordination signal need to be sent for IMS deregistration. Refer change 3.

	Summary of change
	Co-ordination signal sent using f_IMS_IPCAN_SendCoOrdMsg()

	Source of change
	LTE_IRAT\source\LTE_IRAT\13\SRVCC_EUTRA.ttcn


Before change:

	function f_TC_13_4_3_5_EUTRA() runs on EUTRA_PTC

  { /* 13.4.3.5  Inter-system mobility / E-UTRA voice to GSM CS voice / Unsuccessful case / Retry on old cell / SRVCC */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c5);

    f_EUTRA_CellConfig_DefPlusUM_RoHC(eutra_Cell1);

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE); // @sic R5s140074 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_13_4_3_5_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); // @sic R5s140043 sic@

    // Switch off and release cells

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }
    


After change :

	function f_TC_13_4_3_5_EUTRA() runs on EUTRA_PTC

  { /* 13.4.3.5  Inter-system mobility / E-UTRA voice to GSM CS voice / Unsuccessful case / Retry on old cell / SRVCC */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c5);

    f_EUTRA_CellConfig_DefPlusUM_RoHC(eutra_Cell1);

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE); // @sic R5s140074 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_13_4_3_5_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger); // @sic R5s140043 sic@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);// Send co-ordination message to receive any De Register message 
    // Switch off and release cells

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  }


Change 2
	Test case
	13.4.3.5

	Reason for change
	As IMS session need to be terminated otherwise UE will release the IMS session during the IMS deregistration as per 24.229 and section 5.1.1.6.1. Hence, IMS session released as per C.33. After release of IMS session, dedicated EPS bearer needs to be deactivated.

#draft ProseCR will be raised for next RAN5 meeting

	Summary of change
	Dedicated EPS bearer release using f_EUTRA_DeactivateEPS_BearerContext

	Source of change
	LTE_IRAT\13\SRVCC_EUTRA_UTRAN.ttcn


	    function fl_TC_13_4_3_5_Body() runs on EUTRA_PTC

  {

    var AbsoluteCellPower_Type v_T1_RS_EPRE_Cell1 := -100;

    var AbsoluteCellPower_Type v_T2_RS_EPRE_Cell1 := -85;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfof12;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfof13;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
......
/Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

  } // function fl_TC_13_4_3_5_Body



After change :

	  function fl_TC_13_4_3_5_Body() runs on EUTRA_PTC

  {

    var AbsoluteCellPower_Type v_T1_RS_EPRE_Cell1 := -100;

    var AbsoluteCellPower_Type v_T2_RS_EPRE_Cell1 := -85;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfof12;

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfof13;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
......

  //Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    //13435 NK

     f_EUTRA_DeactivateEPS_BearerContext (eutra_Cell1, tsc_EpsDedicatedBearerId);
    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState(eutra_Cell1);

  } // function fl_TC_13_4_3_5_Body



Change 3

	Test case
	13.4.3.5

	Reason for change
	UE can optionally perform IMS deregistration

	Summary of change
	IMS deregistration performed using f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC()

	Source of change
	LTE_IRAT\source\LTE_IRAT\13\SRVCC_EUTRA.ttcn


Before change:

	function f_TC_13_4_3_5_IMS1() runs on IMS_PTC

  {

    f_IMS_Generic_Sequence_SRVCC(reInviteC31);

  }    


After change :

	function f_TC_13_4_3_5_IMS1() runs on IMS_PTC

  {

    f_IMS_Generic_Sequence_SRVCC(reInviteC31);

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC(IPCAN); 

  }



Change 4

	Test case
	13.4.3.5

	Reason for change
	IdMeasObject-f11 needs to be used in measconfig instead IdMeasObject-f8 as IdMeasObject-f11 is defined for GERAN and IdMeasObject-f8 is not defined.

#draft proseCR would be raised for next RAN5 meeting

ReportConfigId is ‘1’ and hence, same needs to be used in the configuration

	Summary of change
	IdMeasObject-f11 is used and reportConfigID  ‘1’ is configured

	Source of change
	LTE_IRAT\source\LTE_IRAT\13\SRVCC_EUTRA.ttcn


Before change:

	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1,

                                                                                                       cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-90,

                                                                                                                                                          -100, /* FFS */

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f8, tsc_IdReportConfig_B2_GERAN), // @sic R5s140158 sic@

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));



After change :

	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1,

                                                                                                       cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-90,

                                                                                                                                                          -100, /* FFS */

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f11, 1), // @sic R5s140158 sic@ //13435 NK , MeasIDobjec should be 11 instead of 8, prose correction

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));
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