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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-EUTRA-B2013-03_D14wk24’.
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3. Corrections

Change 1 – Correction to template cs_RRCConnectionReconfiguration_SRVCC_GERAN
	Function name
	cs_RRCConnectionReconfiguration_SRVCC_GERAN()

	Reason for change
	RRCConnectionReconfiguration message in step 27 incorrect:
The reportConfigId in reportConfigToAddModifyList and measIdToAddModifyList must have the same value (tsc_IdReportConfig_B2_GERAN). For reportConfigToAddModifyList it is hard coded to 1 in the template.

	Summary of change
	Template  cs_RRCConnectionReconfiguration_SRVCC_GERAN corrected: tsc_IdReportConfig_B2_GERAN applied in cs_ReportConfigToAddModList_1Entry. 
Note: Agreed CR R5s140620 is already foreseen in the TTCN code below

	TTCN module
	Common\EUTRA_Templates\ EUTRA_Measurement_Templates.ttcn

	MCC160 comments
	


Before:

	…
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1,
                                                                                                       cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-69, // R5s140620

                                                                                                                                                          -75, // R5s140620

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f11, tsc_IdReportConfig_B2_GERAN), // @sic R5s140158, R5s140620

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));

…


After:

	…
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_B2_GERAN,
                                                                                                       cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-69, // R5s140620

                                                                                                                                                          -75, // R5s140620

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f11, tsc_IdReportConfig_B2_GERAN), // @sic R5s140158, R5s140620

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));

…


