
3GPP TSG-RAN WG5 Testing 
(
 R5s140583
01 Jan – 31 Dec 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	    36.523-3
	CR
	2232
	rev
	-
	Current version:
	11.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction for GCF WI-167 EUTRA<>UTRA SRVCC Testcase 13.4.3.6

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2014-06-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	As IMS session need to be terminated otherwise UE will release the IMS session during the IMS deregistration as per 24.229 and section 5.1.1.6.1. Hence, IMS session released as per C.33. After release of IMS session, dedicated EPS bearer needs to be deactivated.

#draft ProseCR will be raised for next RAN5 meeting

	
	

	Summary of change:
	Dedicated EPS bearer release using f_EUTRA_DeactivateEPS_BearerContext
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	A comformant UE can fail the TC.
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Change 1
	Test case
	13.4.3.6

	Reason for change
	As IMS session need to be terminated otherwise UE will release the IMS session during the IMS deregistration as per 24.229 and section 5.1.1.6.1. Hence, IMS session released as per C.33. After release of IMS session, dedicated EPS bearer needs to be deactivated.

#draft ProseCR will be raised for next RAN5 meeting

	Summary of change
	Dedicated EPS bearer release using f_EUTRA_DeactivateEPS_BearerContext

	Source of change
	LTE_IRAT\source\LTE_IRAT\13\SRVCC_EUTRA.ttcn


Before change:

	  function fl_TC_13_4_3_6_Body() runs on EUTRA_PTC

  {
…………..

   SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId))));    // @sic R5s140020 sic@

    //   @siclog "Step 33" siclog@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    //Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

  }
    


After change :

	  function fl_TC_13_4_3_6_Body() runs on EUTRA_PTC

  {

..................
  //   @siclog "Step 32" siclog@

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId))));    // @sic R5s140020 sic@

    //   @siclog "Step 33" siclog@

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    //Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

     f_EUTRA_DeactivateEPS_BearerContext (eutra_Cell1, tsc_EpsDedicatedBearerId);
  }
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