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Change 1
	Test case
	13.4.3.11

	Reason for change
	UE sends RRC restablishtement request with Handoverfailure 

#draftProse CR would be raised for the next RAN5 meeting

	Summary of change
	Received RRC restablishment request with Handover failure

	Source of change
	LTE_A\13\ASRVCC_EUTRA.ttcn


Before change:

	function fl_TC_13_4_3_11_Body() runs on EUTRA_PTC

  {…..

SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                     cs_TimingInfo_Now,

                                     cs_MobilityFromEutraCommand_Handover(tsc_RRC_TI_Def, false, //@sic R5-142880 sic@

                                                                          utra, v_HandoverToUtranCommand, v_Nas_SecurityParamFromEUTRA, omit)));

    f_EUTRA_SS_SRBs_DRBs_Reset_StopULGrant_noPUCCHSync_PDCP_CountMaintian ( eutra_Cell1,-,-, 100 );  //

    v_ShortMAC_I := f_Calculate_ShortMAC(eutra_Cell1, eutra_Cell1);

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, tsc_C_RNTI_Def);

    //@siclog "Step 32" siclog@

    /* Check: Does the UE initiate an RRC connection re-establisment procedure and transmit an RRCConnectionReestablishmentRequest message on Cell 2?  */

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_OtherFailure,
                                                                               v_ShortMAC_I)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 32");……

……


After change :

	function fl_TC_13_4_3_11_Body() runs on EUTRA_PTC

  {
......

   SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                     cs_TimingInfo_Now,

                                     cs_MobilityFromEutraCommand_Handover(tsc_RRC_TI_Def, false, //@sic R5-142880 sic@

                                                                          utra, v_HandoverToUtranCommand, v_Nas_SecurityParamFromEUTRA, omit)));

    f_EUTRA_SS_SRBs_DRBs_Reset_StopULGrant_noPUCCHSync_PDCP_CountMaintian ( eutra_Cell1,-,-, 100 );  //

    v_ShortMAC_I := f_Calculate_ShortMAC(eutra_Cell1, eutra_Cell1);

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, tsc_C_RNTI_Def);

    //@siclog "Step 32" siclog@

    /* Check: Does the UE initiate an RRC connection re-establisment procedure and transmit an RRCConnectionReestablishmentRequest message on Cell 2?  */

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_HandoverFailure, 

                                                                               v_ShortMAC_I)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 32");
.....




Change 2
	Test case
	13.4.3.11

	Reason for change
	UTRAN PTC needs to send co-ordination signal as EUTRA awaits for the co-ordination signal

	Summary of change
	Sent coordination for using f_IMS_IPCAN_SendCoOrdMsg()

	Source of change
	LTE_A\13\ASRVCC_EUTRA_UTRAN.ttcn


	  function f_TC_13_4_3_11_UTRAN() runs on UTRAN_PTC

  {
….
f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 28" siclog@

    // Set Cell Power level as per T2 - Cell Off

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);

    f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));

  }


After change :

	  function f_TC_13_4_3_11_UTRAN() runs on UTRAN_PTC

  {
.....

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 28" siclog@

    // Set Cell Power level as per T2 - Cell Off

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); 

    f_UTRAN_ReleaseCell(utran_Cell5, f_UTRAN_CellInfo_GetConfigType(utran_Cell5));

  }


Change 3

	Test case
	13.4.3.11

	Reason for change
	1) As per prose R5-142282, call needs to be accepted
2) Call needs to be released as UE will try release the IMS session during the detach procedure
#draft proseCR would be raised for the next RAN5 meeting

	Summary of change
	1) Call needs to be accepted using f_UT_AnswerCall()
2) IMS session released using f_IMS_CallReleaseMT()

	Source of change
	LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	function f_TC_13_4_3_11_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var MessageHeader v_MessageHeader_Invite;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;

    var SipUrl v_ContactUrl;

    var template (value) MessageHeader v_MessageHeader_Ack;

    var InternetProtocol_Type v_Protocol;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE();

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183);

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IPCAN_WaitForTrigger(IPCAN); // Wait to complete the HO failure on EUTRA side

    // Table 13.4.3.11.3.2-3: Parallel behaviour - Update procedure, Annex C.28

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1 [35].

    v_Protocol := f_IMS_PTC_ImsInfo_GetTransportProtocol();

    v_MessageHeader_Invite := v_InviteRequestWithSdp.Invite.msgHeader;

    f_IMS_ReceiveResponse(v_MessageHeader_Invite, v_Protocol, cr_Response(c_statusLine200, f_IMS_OtherResponse_200_MessageHeaderRX(v_InviteRequestWithSdp.Invite.msgHeader)));

    v_MessageHeader_Ack := f_IMS_AckRequest_MessageHeaderTX(v_InviteRequestWithSdp.Invite);

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    IMS_Client.send(cas_IMS_Ack_Request(cs_IMS_RoutingInfo(v_Protocol), cs_ACK_Request(v_ContactUrl, v_MessageHeader_Ack)));

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  }

  


After change :

	  function f_TC_13_4_3_11_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var MessageHeader v_MessageHeader_Invite;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;

    var SipUrl v_ContactUrl;

    var template (value) MessageHeader v_MessageHeader_Ack;

    var InternetProtocol_Type v_Protocol;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE();

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183);

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IPCAN_WaitForTrigger(IPCAN); // Wait to complete the HO failure on EUTRA side

    // Table 13.4.3.11.3.2-3: Parallel behaviour - Update procedure, Annex C.28

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    //134311 NK need to accept the call as per prose R5-142282

    f_UT_AnswerCall(MMI);
    // Steps 12-13 expected sequence defined in annex C.21 of TS 34.229-1 [35].

    v_Protocol := f_IMS_PTC_ImsInfo_GetTransportProtocol();

    v_MessageHeader_Invite := v_InviteRequestWithSdp.Invite.msgHeader;

    f_IMS_ReceiveResponse(v_MessageHeader_Invite, v_Protocol, cr_Response(c_statusLine200, f_IMS_OtherResponse_200_MessageHeaderRX(v_InviteRequestWithSdp.Invite.msgHeader)));

    v_MessageHeader_Ack := f_IMS_AckRequest_MessageHeaderTX(v_InviteRequestWithSdp.Invite);

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    IMS_Client.send(cas_IMS_Ack_Request(cs_IMS_RoutingInfo(v_Protocol), cs_ACK_Request(v_ContactUrl, v_MessageHeader_Ack)));

    //134311 Need to release the call

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  }
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