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	Reason for change:
	As per the agreed GERAN3 CR GP-140286, the contents of PACKET MEASUREMENT ORDER at step 2 of test case 6.2.3.28 was modified to include the “GPRS E-UTRAN Measurement Parameters” IE. In the current TTCN implementation the IE is included but we are not setting the bit “gprsEutranMeasMask”accordingly, resulting in the message being encoded incorrectly.
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	Added handling of mask bit gprsEutranMeasMask at step 2

	
	

	Consequences if not approved:
	A conformant UE will fail the test case

	
	

	Clauses affected:
	6.2.3.28

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR … CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1

	Function name
	f_TC_6_2_3_28_GERAN

	Reason for change
	As per the agreed GERAN3 CR GP-140286, the contents of PACKET MEASUREMENT ORDER at step 2 was modified to include “GPRS E-UTRAN Measurement Parameters” IE. In the current TTCN implementation the IE is included but we are not setting the bit “gprsEutranMeasMask”accordingly, resulting in the message being encoded incorrectly.

	Summary of change
	Added new parameter inside template to cs_PacketMeasOrderLTE handle mask bit gprsEutranMeasMask and set it to 1.

	Source of change
	InterRat_CellReSelection_GtoE_GERAN.ttcn

	
	


Before change:

	  function f_TC_6_2_3_28_GERAN() runs on GERAN_PTC

  { /* Test case 6.2.3.28 Inter-RAT cell reselection from GPRS Packet_Transfer to E-UTRA (Network Assisted Cell Change) */

…..

…..
    //@siclog "Step 1" siclog@

    // The PDA is part of the Immediate Assignment

    f_GPRS_ConfigureDownlinkTBF(geran_Cell24, 1); // @sic R5140300 start the DL TBF sic@

    //@siclog "Step 2" siclog@

    G_RLC.send(cas_G_RLC_ControlMsg_REQ_PACCH(geran_Cell24,

                                              tsc_PhyCh1,

                                              0,

                                              tsc_DownlinkTFI,

                                              cs_PacketMeasOrderLTE(cs_GlobalTFIdl,

                                                                    cs_NC_MeasParamsNC2,

                                                                    '0'B,

                                                                    omit,

                                                                    v_RptdEUTRANNeighCells))); // @sic GP-140286 sic@

…..

…..
  }


After change :

	  function f_TC_6_2_3_28_GERAN() runs on GERAN_PTC

  { /* Test case 6.2.3.28 Inter-RAT cell reselection from GPRS Packet_Transfer to E-UTRA (Network Assisted Cell Change) */

….

….
    //@siclog "Step 1" siclog@

    // The PDA is part of the Immediate Assignment

    f_GPRS_ConfigureDownlinkTBF(geran_Cell24, 1); // @sic R5140300 start the DL TBF sic@

    //@siclog "Step 2" siclog@

    G_RLC.send(cas_G_RLC_ControlMsg_REQ_PACCH(geran_Cell24,

                                              tsc_PhyCh1,

                                              0,

                                              tsc_DownlinkTFI,

                                              cs_PacketMeasOrderLTE(cs_GlobalTFIdl,

                                                                    cs_NC_MeasParamsNC2,

                                                                    '0'B,

                                                                    omit,

                                                                    v_RptdEUTRANNeighCells,

                                                                    '1'B )));

…..

…..
  }


Change 2

	Function name
	Template cs_PacketMeasOrderLTE

	Reason for change
	As per the agreed GERAN3 CR GP-140286, the contents of PACKET MEASUREMENT ORDER at step 2 was modified to include “GPRS E-UTRAN Measurement Parameters” IE. In the current TTCN implementation the IE is included but we are not setting the bit “gprsEutranMeasMask”accordingly, resulting in the message being encoded incorrectly.

	Summary of change
	Added new parameter inside template cs_PacketMeasOrderLTE to handle mask bit gprsEutranMeasMask. Default value is set to 0.

	Source of change
	InterRat_CellReSelection_GtoE_GERAN.ttcn

	
	


Before change:

	  template (value) GRLCCntrlMsgReqType cs_PacketMeasOrderLTE(template (value) GlobalTFI p_TFI,

                                                             template (value) NC_MeasParams p_NCMeas,

                                                             B1_Type p_NCFreqMask,

                                                             template (omit) NC_FreqList p_NCFreq,

                                                             template (value) RptdEUTRANNeighCells p_RptdEUTRANNeighCells := cs_RptdEARFCNNeighCells_None) :=

  { /* @status    APPROVED (LTE_IRAT) */

    pktMeasOrder := {

….

….
      eutranMask := '1'B,

      eutran_CCN_Active := '1'B,

      eutranParam := cs_EUTRANParams (p_RptdEUTRANNeighCells),
      individualMask := '0'B,

      individualPrior := omit,

      csg_3GMask := '0'B,

      csg_3GDescr := omit,

      eutran_Csg_Mask := '0'B,

      eutran_Csg_Descr := omit,

      eutranMeasMask := '0'B,

      eutranMeasCtrlParams := omit,

      r9Mask := '0'B,

      enhancedMask := omit,

      enh_CellReselect := omit,

      csgCellRptMask := omit,

      csgCellRpt := omit

    }

  };


After change :

	  template (value) GRLCCntrlMsgReqType cs_PacketMeasOrderLTE(template (value) GlobalTFI p_TFI,

                                                             template (value) NC_MeasParams p_NCMeas,

                                                             B1_Type p_NCFreqMask,

                                                             template (omit) NC_FreqList p_NCFreq,

                                                             template (value) RptdEUTRANNeighCells p_RptdEUTRANNeighCells := cs_RptdEARFCNNeighCells_None,

                                                             B1_Type p_gprsmeasparam := '0'B) :=

  { /* @status    APPROVED (LTE_IRAT) */

    pktMeasOrder := {

….

….
      eutranParam := cs_EUTRANParams (p_RptdEUTRANNeighCells,p_gprsmeasparam),

      individualMask := '0'B,

      individualPrior := omit,

      csg_3GMask := '0'B,

      csg_3GDescr := omit,

      eutran_Csg_Mask := '0'B,

      eutran_Csg_Descr := omit,

      eutranMeasMask := '0'B,

      eutranMeasCtrlParams := omit,

      r9Mask := '0'B,

      enhancedMask := omit,

      enh_CellReselect := omit,

      csgCellRptMask := omit,

      csgCellRpt := omit

    }

  };


Change 3

	Function name
	Template cs_EUTRANParams

	Reason for change
	As per the agreed GERAN3 CR GP-140286, the contents of PACKET MEASUREMENT ORDER at step 2 was modified to include “GPRS E-UTRAN Measurement Parameters” IE. In the current TTCN implementation the IE is included but we are not setting the bit “gprsEutranMeasMask”accordingly, resulting in the message being encoded incorrectly.

	Summary of change
	Added new parameter inside template cs_EUTRANParams to handle mask bit gprsEutranMeasMask. Default value is set to 0.

	Source of change
	InterRat_CellReSelection_GtoE_GERAN.ttcn

	
	


Before change:

	  template (value) EUTRANParams cs_EUTRANParams (template (value) RptdEUTRANNeighCells p_RptdEUTRANNeighCells) :=

  { /* @status    APPROVED (LTE_IRAT) */

    gprsEutranMeasMask    := '0'B,
    gprsEutranMeasParams  := cs_GPRS_EUTRANMeasParams,

    neighbourCells    := p_RptdEUTRANNeighCells,

    notAllowedCells   := cs_EUTRANNotAllowedCellsNone,

    pcidToTA          := cs_TAMappingNone

  };


After Change:

	  template (value) EUTRANParams cs_EUTRANParams (template (value) RptdEUTRANNeighCells p_RptdEUTRANNeighCells,

                                                 B1_Type p_gprsmeasparam := '0'B) :=
  { /* @status    APPROVED (LTE_IRAT) */

    gprsEutranMeasMask    := p_gprsmeasparam,
    gprsEutranMeasParams  := cs_GPRS_EUTRANMeasParams,

    neighbourCells    := p_RptdEUTRANNeighCells,

    notAllowedCells   := cs_EUTRANNotAllowedCellsNone,

    pcidToTA          := cs_TAMappingNone

  };


