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	Reason for change:
	Since the band 29 is downlink only band, any uplink configuration (including configuration of grants and uplink channels) of the Scell which is on band 29 is not applicable.

	
	

	Summary of change:
	Configuration of UL SRS was removed in case of Scell is on band 29 in the test 8.2.2.3.2

	
	

	Consequences if not approved:
	Conformant UE may fail this testcase
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Change 1
	Function name
	Function f_TC_8_2_2_3_Common

	Reason for change
	Since the band 29 is downlink only band, any uplink configuration (including configuration of grants and uplink channels) of the Scell which is on band 29 is not applicable.

	Summary of change
	Section enclosed in condition (v_UL_CA), which is set to pc_UL_CA. Configuration of UL SRS was removed in case of secondary band is DL only band, then the Pics pc_UL_CA shall be set to false 

	TTCN module
	\LTE_A\8_2\RRC_ConnReconfig_CA.ttcn

	MCC160 Comment
	


Before change

       function f_TC_8_2_2_3_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

… 

 if (pc_FeatrGrp_113) {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    else {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

After change 
     function f_TC_8_2_2_3_Common(EUTRA_CellId_Type p_PCellId,

                               EUTRA_CellId_Type p_SCellId,

                               CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

…

   if (v_UL_CA)

 {
    if (pc_FeatrGrp_113) {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    else {

      f_EUTRA_SS_CommonCellConfig(p_SCellId, cas_CellConfig_ScellModSRS_AntennaInfo_REQ(p_SCellId, cs_TimingInfo_Now, f_EUTRA_CellInfo_GetSounding_ConfigCommon(p_SCellId)));

    }

    }
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