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	Reason for change:
	1. Change 2 of the agreed prose CR R5-142563 is only partially implemented in the week24 TTCN delivery. The cell1 power at time T1 is changed to -85 as per the prose CR, but the thresholds configured in “ReportConfigInterRAT-B2-GERAN” should be adjusted are still set to (-90, -100) which causes event B2 to not be triggered.
2. The IE “Mode of the first channel” is required in the GERAN HANDOVER COMMAND message

	
	

	Summary of change:
	1. Change the event B2 reporting thresholds to (-69, -75) as per change 2 of R5-142563.
2. Include parameter p_ChMode = cs_G_ChModeSpeechFROrHRV1 in the GERAN HANDOVER COMMAND
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Change 1
	Function name
	Template cs_RRCConnectionReconfiguration_SRVCC_GERAN

	Reason for change
	Change 2 of the agreed prose CR R5-142563 is only partially implemented in the week24 TTCN delivery. The cell1 power at time T1 is changed to -85 as per the prose CR but thresholds configured in “ReportConfigInterRAT-B2-GERAN” should be adjusted are still at (-90, -100) which causes event B2 to not be triggered.

	Summary of change
	Change the event B2 reporting thresholds to (-69, -75) as per change 2 of R5-142563.

	TTCN module
	EUTRA_MeasurementTemplates.ttcn


Before change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1,

                                                                                                                          cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-90,

                                                                                                                                                          -100, /* FFS */

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    //R5s140582 cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f8, tsc_IdReportConfig_B2_GERAN), // @sic R5s140158 sic@

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f11, 1), 

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));

After change

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_SRVCC_GERAN(RRC_TransactionIdentifier p_RRC_TI,

                                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq, //@sic CR R5-112614 sic@

                                                                                           AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth, //@sic CR R5-112614 sic@

                                                                                           ARFCN_ValueGERAN p_StartingARFCN,

                                                                                           BandIndicatorGERAN p_BandIndicator,

                                                                                           template (value) ExplicitListOfARFCNs p_ExplicitListOfARFCNs) :=

  /* @status    APPROVED (LTE_IRAT) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f11,

                                                                                                       cs_MeasObject_measObjectGERAN(p_StartingARFCN,

                                                                                                                                     p_BandIndicator,

                                                                                                                                     cs_FollowingARFCNs_explicitListOfARFCNs(p_ExplicitListOfARFCNs),

                                                                                                                                     0,

                                                                                                                                     omit,

                                                                                                                                     omit),

                                                                                                       tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth)),

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(1,

                                                                                                       cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN(-69,

                                                                                                                                                          -75, /* FFS */

                                                                                                                                                          0,

                                                                                                                                                          ms0,

                                                                                                                                                          6,

                                                                                                                                                          ms1024,

                                                                                                                                                          r1)),

                                                                    omit,

                                                                    //R5s140582 cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f8, tsc_IdReportConfig_B2_GERAN), // @sic R5s140158 sic@

                                                                    cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_f11, 1), 

                                                                    cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                      omit,

                                                                                      cs_QuantityConfigGERAN(rssi, fc0),

                                                                                      omit),

                                                                    cs_508_MeasGapConfig_GP2));

Change 2
	Function name
	F_G_EncodeHandoverToGERAN_FH_NonHopping()

	Reason for change
	The IE “Mode of the first channel” is required in the GERAN HANDOVER COMMAND

	Summary of change
	Include parameter p_ChMode = cs_G_ChModeSpeechFROrHRV1 in the GERAN HANDOVER COMMAND

	TTCN module
	GERAN_SRVCC.ttcn


Before change

  function f_G_EncodeHandoverToGERAN_FH_NonHopping (integer p_ARFCN,

                                                    integer p_TCH_ARFCN,

                                                    B3_Type p_NCC := '001'B,

                                                    B3_Type p_BCC := '101'B,

                                                    boolean p_IncludeCipherModeSetting := true) // @sic R5s140427 sic@

    return octetstring

  {

    var template (omit) CipherModeSetting v_CipherModeSetting := omit;

    var bitstring v_Bitstring;

    var octetstring v_Octetstring;

    if (p_IncludeCipherModeSetting) {

      v_CipherModeSetting := cs_CipherModeSettingGSM; // @sic R5-130560 sic@

    }

    v_Bitstring := encvalue(cs_G_HandoverCmdToGERAN_FH_NonHopping ( p_ARFCN, p_TCH_ARFCN, px_TSC,p_NCC, p_BCC, -, -, -, -, -, -, -, -, -, -, -, -, -, -, v_CipherModeSetting));

    v_Octetstring := bit2oct(f_OctetAlignedBitString(v_Bitstring)); /* Make bitstring aligned with octetstring (padding at the end) */

    return v_Octetstring;

  }

After change

  function f_G_EncodeHandoverToGERAN_FH_NonHopping (integer p_ARFCN,

                                                    integer p_TCH_ARFCN,

                                                    B3_Type p_NCC := '001'B,

                                                    B3_Type p_BCC := '101'B,

                                                    boolean p_IncludeCipherModeSetting := true) // @sic R5s140427 sic@

    return octetstring

  {

    var template (omit) CipherModeSetting v_CipherModeSetting := omit;

    var bitstring v_Bitstring;

    var octetstring v_Octetstring;

    if (p_IncludeCipherModeSetting) {

      v_CipherModeSetting := cs_CipherModeSettingGSM; // @sic R5-130560 sic@

    }

    v_Bitstring := encvalue(cs_G_HandoverCmdToGERAN_FH_NonHopping ( p_ARFCN, p_TCH_ARFCN, px_TSC,p_NCC, p_BCC, -, -, -, -, -, -, -, -, -, cs_G_ChModeSpeechFROrHRV1, -, -, -, -, v_CipherModeSetting));

    v_Octetstring := bit2oct(f_OctetAlignedBitString(v_Bitstring)); /* Make bitstring aligned with octetstring (padding at the end) */

    return v_Octetstring;

  }

}
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