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	Reason for change:
	At step 20 of test case 11.2.5, the IMS emergency call is released by the IMS PTC. During this procedure there is a 3 second delay following the BYE / 200 OK signalling, to allow the UE to close TCP connections. During this delay the UE may decide to send PDN DISCONNECT REQUEST to disconnect from the emergency PDN.

	
	

	Summary of change:
	Add handling for receving a PDN DISCONNECT REQUEST message following the IMS call release procedure. If this message is received the PTI value will be used for the following EPS bearer context deactivation procedure.
Note : a corresponding prose CR on 36.523-1 will be raised at RAN5#64.
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Change 1
	Function name
	fl_EUTRA_ReleaseEpsBearerAndRRCConnection()

	Reason for change
	At step 20 of test case 11.2.5, the IMS emergency call is released by the IMS PTC. During this procedure there is a 3 second delay following the BYE / 200 OK signalling, to allow the UE to close TCP connections. During this delay the UE may decide to send PDN DISCONNECT REQUEST to disconnect from the emergency PDN.


	Summary of change
	Add handling for receving a PDN DISCONNECT REQUEST message following the IMS call release procedure. If this message is received the PTI value will be used for the following EPS bearer context deactivation procedure.

Note : a corresponding prose CR on 36.523-1 will be raised at RAN5#64.

	TTCN module
	IMS_EmergencyCall.ttcn


Before change

  function fl_EUTRA_ReleaseEpsBearerAndRRCConnection(IMS_IPCAN_CO_ORD_PORT p_CoordPort,

                                                     EUTRA_CellId_Type p_CellId,

                                                     EPS_BearerIdentity p_EpsDefBearerId := tsc_EpsDefaultBearerId,

                                                     template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def) runs on EUTRA_PTC

  {

    //IMS call is to be released

    f_IMS_IPCAN_SendCoOrdMsg(p_CoordPort);

    //IMS call has been released.

    f_IMS_IPCAN_WaitForTrigger(p_CoordPort);
    //The SS deactivates the EPS bearer

    f_EUTRA_DeactivateEPS_BearerContext (p_CellId,

                                         p_EpsDefBearerId);

    //The SS releases the RRC Connection.

    f_EUTRA_RRC_ConnectionRelease(p_CellId, -, -, -, p_DrbConfigList);

  }
After change

  function fl_EUTRA_ReleaseEpsBearerAndRRCConnection(IMS_IPCAN_CO_ORD_PORT p_CoordPort,

                                                     EUTRA_CellId_Type p_CellId,

                                                     EPS_BearerIdentity p_EpsDefBearerId := tsc_EpsDefaultBearerId,

                                                     template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def) runs on EUTRA_PTC

  {
     var  ProcedureTransactionIdentifier v_PTId_UE := tsc_PTI_Unassigned;

     var SRB_COMMON_IND v_ReceivedAsp;
    //IMS call is to be released

    f_IMS_IPCAN_SendCoOrdMsg(p_CoordPort);
    //handle PDN DISCONNECT during the 3s delay in the IMS PTC

    alt {

        [] SRB.receive(car_SRB2_NasPdu_IND(p_CellId,

                                        cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                            cr_PDNDisconnectReq(?)))) -> value v_ReceivedAsp

        {     

           v_PTId_UE := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.pDN_DISCONNECT_REQUEST.procedureTransactionIdentifier;

           repeat;

        }

        []  p_CoordPort.receive(cmr_IMS_IPCAN_Trigger) {}

        //IMS call has been released

       }
    //The SS deactivates the EPS bearer

    f_EUTRA_DeactivateEPS_BearerContext (p_CellId,

                                         p_EpsDefBearerId,
                                         v_PTId_UE);

    //The SS releases the RRC Connection.

    f_EUTRA_RRC_ConnectionRelease(p_CellId, -, -, -, p_DrbConfigList);

  }
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