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	Reason for change:
	Change 1.3 of TTCN CR R5s140429 is accepted but not implemented in wk24 TTCN. 

From R5s140429: 

TTCN implementation is calling f_RLC_Status_PDU_Tx(tsc_LchId_DRB1, 1) just before configuring SS for default PHICH mode; which may not ensure that SS sends RLC ACK in time.

	
	

	Summary of change:
	Re-implemented according to R5s140429:

Function call moved before step 11, in which it is checked whether the UE does not retransmit MAC PDU.
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	Other comments:
	


Change 1
	Function name
	f_TC_17_2_4_EUTRA ()

	Reason for change
	Change 1.3 of TTCN CR R5s140429 is accepted but not implemented in wk24 TTCN. 

From R5s140429: 

TTCN implementation is calling f_RLC_Status_PDU_Tx(tsc_LchId_DRB1, 1) just before configuring SS for default PHICH mode; which may not ensure that SS sends RLC ACK in time.

	Summary of change
	Re-implemented according to R5s140429:

Function call moved before step 11, in which it is checked whether the UE does not retransmit MAC PDU.

	TTCN module
	MBMS_MTCH_TestCases.ttcn


Before change

	  function f_TC_17_2_4_EUTRA() runs on EUTRA_PTC

  { // Reception of PDCCH DCI format 0 and PHICH in MBSFN subframes

……………
    //@siclog "Step 9" siclog@

    // UL MAC PDU

    DRB.receive (car_DRB_COMMON_IND_MAC(eutra_Cell1,

                                        tsc_RbId_DRB1,

                                        cr_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                        {cr_MAC_PDU_NoPadding_RLCPDU_LCID(tsc_LchId_DRB1, cr_Octet14_Any)}));

    //@siclog "Step 10" siclog@

    // Automatically taken care by SS

    //@siclog "Step 11" siclog@

    alt {

      [] DRB.receive (car_DRB_COMMON_IND_MAC(eutra_Cell1,

                                             tsc_RbId_DRB1,

                                             cr_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                             {cr_MAC_PDU_NoPadding_RLCPDU_LCID(tsc_LchId_DRB1, cr_Octet14_Any)}))

        {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11: UE retransmits MAC PDU");

          t_Watchdog.stop;

        }

      []t_Watchdog.timeout

        {

          f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 11: UE does not retransmits MAC PDU");

        }

    }

    f_RLC_Status_PDU_Tx (tsc_LchId_DRB1, 1);
    // configure SS for default PHICH mode

    f_SS_ConfigPhich_TestMode (eutra_Cell1, cs_PhichTestModeNormal);

    f_SS_Config1TM_DRB_NoMACHeader(eutra_Cell1, tsc_RbId_DRB1, cs_MAC_TestMode_NormalMode); // configure SS in normal mode

    // configure SS for default grant allocation

    f_EUTRA_StartDefULGrantTransmission(eutra_Cell1);

    //@siclog "Steps 12 - 13" siclog@


After change

	  function f_TC_17_2_4_EUTRA() runs on EUTRA_PTC

  { ……………………………
    //@siclog "Step 9" siclog@

    // UL MAC PDU

    DRB.receive (car_DRB_COMMON_IND_MAC(eutra_Cell1,

                                        tsc_RbId_DRB1,

                                        cr_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                        {cr_MAC_PDU_NoPadding_RLCPDU_LCID(tsc_LchId_DRB1, cr_Octet14_Any)}));

    //@siclog "Step 10" siclog@

    // Automatically taken care by SS

    f_RLC_Status_PDU_Tx (tsc_LchId_DRB1, 1);
    //@siclog "Step 11" siclog@

    alt {

      [] DRB.receive (car_DRB_COMMON_IND_MAC(eutra_Cell1,

                                             tsc_RbId_DRB1,

                                             cr_TimingInfo(v_Timing.SFN.Number, v_Timing.Subframe.Number),

                                             {cr_MAC_PDU_NoPadding_RLCPDU_LCID(tsc_LchId_DRB1, cr_Octet14_Any)}))

        {

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11: UE retransmits MAC PDU");

          t_Watchdog.stop;

        }

      []t_Watchdog.timeout

        {

          f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 11: UE does not retransmits MAC PDU");

        }

    }

    // configure SS for default PHICH mode

    f_SS_ConfigPhich_TestMode (eutra_Cell1, cs_PhichTestModeNormal);

    f_SS_Config1TM_DRB_NoMACHeader(eutra_Cell1, tsc_RbId_DRB1, cs_MAC_TestMode_NormalMode); // configure SS in normal mode

    // configure SS for default grant allocation

    f_EUTRA_StartDefULGrantTransmission(eutra_Cell1);

    //@siclog "Steps 12 - 13" siclog@
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