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	Reason for change:
	Redundant co-ordination messages in the EUTRAN PTC

	
	

	Summary of change:
	Removed the redundant co-ordination messages from the EUTRAN PTC

	
	

	Consequences if not approved:
	Test case will not execute correctly due to incorrect PTC synchronisation
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Change 1

	Testcase name
	6.4.3

	Reason for change
	Extra coordination trigger send from EUTRAN PTC but not expected at UTRAN PTC

	Summary of change
	Removed the redundant co-ordination messgaes from the EUTRAN PTC 


	Source of change
	Hybrid_CellsUG.ttcn

	
	


Before change:

	  function f_TC_6_4_3_EUTRA ( ) runs on EUTRA_PTC

  { // Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell

    ……………
    // @sic R5s140375 R5s140450 sic@

    // insert USIM and add the CSG ID of Cell 5 in CSG list in USIM

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);

    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set (true);

    // @siclog "Step 1" siclog@

    // The SS changes Cell 5 and Cell 7 levels according to the row "T1" in table 6.4.3.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell1, UTRAN);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    // @siclog "Step 13" siclog@

    // The SS changes Cell 1, Cell 2, Cell 5 and Cell 7 levels according to the row "T2" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    f_EUTRA_SendTriggerToOtherRAT(true); //@sic R5s140372 sic@
    f_EUTRA_SetCellPowerList (v_CellPowerList_T2);

    // @siclog "Step 14 - 21" siclog@    
………..




After change :

	  function f_TC_6_4_3_EUTRA ( ) runs on EUTRA_PTC

  { // Inter-RAT cell reselection / From E-UTRA RRC_IDLE non-CSG cell to UTRA_Idle member hybrid cell

    ……………
    // @sic R5s140375 R5s140450 sic@

    // insert USIM and add the CSG ID of Cell 5 in CSG list in USIM

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);

    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set (true);

    // @siclog "Step 1" siclog@

    // The SS changes Cell 5 and Cell 7 levels according to the row "T1" in table 6.4.3.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell1, UTRAN);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    // @siclog "Step 13" siclog@

    // The SS changes Cell 1, Cell 2, Cell 5 and Cell 7 levels according to the row "T2" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    //REMOVED f_EUTRA_SendTriggerToOtherRAT(true); //@sic R5s140372 sic@
    f_EUTRA_SetCellPowerList (v_CellPowerList_T2);

    // @siclog "Step 14 - 21" siclog@    
………..

 


