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	Reason for change:
	1)
In the current implementation (after R5s140448) there is no sending trigger mate function in UTRAN component for waiting EUTRA function for message from UTRAN. 

2.)
Redundant EUTRA, UTRAN components coordination between teststeps 0 and 1. 

	
	

	Summary of change:
	1.)
Removed surplus waiting coordination function in EUTRA component

and change the coordination trigger between the end of UTRAN preamble and start of EUTRA preamble.

2.)
Removed redundant coordination trigger functions between steps 0 and 1.
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	Other comments:
	


Change 1 – Correction to function ‘f_TC_6_3_7_EUTRA’
	Function name
	f_TC_6_3_7_EUTRA()

	Reason for change
	1.)

In the R5s140448 implementation there is no sending trigger mate in UTRAN component for following EUTRA function waiting for message from UTRAN 

( NOTE 1 ) 

v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);   
2.)

The sending trigger to UTRAN 
( NOTE 2 )

f_EUTRA_SendTriggerToOtherRAT(true);  
after function  f_EUTRA_Preamble_InterRAT 

is not necessary because f_EUTRA_Preamble_InterRAT  
takes care for sending authentication parameters to UTRAN.
It correspondes to Change 2, point 2 ) of UTRAN part.



	Summary of change
	1.)

From the point of coordination removed 

v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);
from current position. ( NOTE 1 )
But moved to the  position before f_EUTRA_Preamble_InterRAT where authentication parameters from UTRAN preamble are received.
It replaces the existing f_IRAT_WaitForCoOrd_Trigger(UTRAN);  ( NOTE 3)

It corresponds to Change 2, point 1.
2.)

Removed   f_EUTRA_SendTriggerToOtherRAT(true);  ( NOTE 2 )

	TTCN module
	LTE_IRAT/6_3/CSG_TestcasesUG.ttcn

	MCC160 Comment
	


Before change

...

    //Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell2);

    // @sic R5s140372 R5s140448 sic@

    // Wait for USIM initialisation in UTRAN side

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);                               // NOTE 3
    f_EUTRA_Preamble_InterRAT(eutra_Cell1, STATE2_IDLEUPDATE, UTRAN);

    f_EUTRA_TestBody_Set (true);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);   // NOTE 1
    f_EUTRA_SendTriggerToOtherRAT(true);  // @sic R5s140372 sic@      // NOTE 2
    //@siclog "Step 13" siclog@

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);  //@sic R5s140448 sic@

    f_EUTRA_SetCellPowerList (v_CellPowerList_T1toT2);

... 
After change

...

   //Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell2);

    // @sic R5s140372 R5s140448 sic@

    // Wait for USIM initialisation in UTRAN side

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);                         

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);   //NOTE 3
    f_EUTRA_Preamble_InterRAT(eutra_Cell1, STATE2_IDLEUPDATE, UTRAN);  

    f_EUTRA_TestBody_Set (true);

    //@siclog "Step 13" siclog@

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);  //@sic R5s140448 sic@       

    f_EUTRA_SetCellPowerList (v_CellPowerList_T1toT2);

... 
Change 2 – Correction to function ‘f_TC_6_3_7_UTRAN’
	Function name
	f_TC_6_3_7_UTRAN()

	Reason for change
	Both points are related to above mentioned Change1 in EUTRA component.

1.)

According to Change 1, point 1)  after UTRAN preamble is done it is transfered of authentication parameters to EUTRA to start the preamble in EUTRA. ( NOTE 1)
2.)

According  36.523-1 the steps 0,1,2,3-12 are performed on UTRAN component while EUTRA cells remains in these steps without action in power level T1 ( the same as T0 ) untill step 13. Therefore the IRAT coordination between steps 0 and 1 is not necessary. ( NOTE 2).
It correspondes to Change 1, point 2.) of  EUTRA part



	Summary of change
	1.) 
Change the coordination function to transfer the authentication parameters to EUTRA as coordination to start preamble in EUTRA 

2.)
Removed  f_IRAT_WaitForCoOrd_Trigger(EUTRA);  ( NOTE 2 )

	TTCN module
	LTE_IRAT/6_3/CSG_TestcasesUG_UTRAN.ttcn

	MCC160 Comment
	


Before change

...

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); //@sic R5s140448 sic@     // NOTE 1
    //Receive updated auth params

    f_UTRAN_InterRAT_InitialiseAuthParams();

    f_UTRAN_TestBody_Set (true);

    //@siclog "Step 0" siclog@

    f_Delay (6.0);

    f_IRAT_WaitForCoOrd_Trigger(EUTRA); //@sic R5s140372 sic@    // NOTE 2
    //@siclog "Step 1" siclog@

    f_UTRAN_SetCellPower(utran_Cell5, -60, -62);

    f_UTRAN_SetCellPower(utran_Cell7, -66, -68);

    //@siclog "Step 2" siclog@

    f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5);

    //@siclog "Step 3-12" siclog@

    f_UTRAN_RRC_ConnEst (utran_Cell5);

    f_UTRAN_GMM_RAU_MappedContext (utran_Cell5);

    f_UTRAN_RRC_ConnRel (utran_Cell5, cell_Fach_Dcch);

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); //@sic R5s140372 sic@

    //@siclog "Step 13" siclog@

    //@sic R5s140372 sic@

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);

    f_UTRAN_SetCellPower(utran_Cell7, tsc_AttenuationCellOFF);
... 
After change

...

    f_UTRAN_SendAuthCoOrdParameters(EUTRA);                  // NOTE 1                            

    //Receive updated auth params

    f_UTRAN_InterRAT_InitialiseAuthParams();                        

    f_UTRAN_TestBody_Set (true);

    //@siclog "Step 0" siclog@

    f_Delay (6.0);

    //@siclog "Step 1" siclog@

    f_UTRAN_SetCellPower(utran_Cell5, -60, -62);          

    f_UTRAN_SetCellPower(utran_Cell7, -66, -68);

    //@siclog "Step 2" siclog@

    f_UT_ManualPLMN_CSG(UT ,v_PLMN, v_CSG_Identity_Cell5);

    //@siclog "Step 3-12" siclog@

    f_UTRAN_RRC_ConnEst (utran_Cell5);

    f_UTRAN_GMM_RAU_MappedContext (utran_Cell5);

    f_UTRAN_RRC_ConnRel (utran_Cell5, cell_Fach_Dcch);

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); //@sic R5s140372 sic@       

    //@siclog "Step 13" siclog@

    //@sic R5s140372 sic@

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);         

    f_UTRAN_SetCellPower(utran_Cell7, tsc_AttenuationCellOFF);
... 
