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7.1.3.14
Correct handling of DL assignment / Dynamic case / EPDCCH 

<text skipped here>
7.1.3.14.3.3
Specific Message Contents

Table 7.1.3.14.3.3-1: MAC-MainConfig-RBC (preamble: Table 4.5.3.3-1, step 8)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	timeAlignmentTimerDedicated
	Infinity
	
	

	  }
	
	
	


Table 7.1.3.14.3.3-2: PhysicalConfigDedicated (Preamble and step 7)

	Derivation Path: 36.508 clause 4.8.2.1.6, Table 4.8.2.1.6-1 with condition ePDCCH


Table 7.1.3.14.3.3-3: EPDCCH-Config-r11 (Preamble)

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      startSymbol-r11
	3
	
	

	      setConfigToAddModList-r11 SEQUENCE (SIZE(1..maxEPDCCH-Set-r11)) OF SEQUENCE {
	1 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	localised
	
	

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n8
	
	

	          resourceBlockAssignment-r11
	11100100101110110011001101100
	
	

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[1]
	0
	
	

	        pucch-ResourceStartOffset-r11[1]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[1]
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.14.3.3-4: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


7.1.3.15
Correct handling of DL assignment / Semi-persistent case / EPDCCH

<text skipped here>
7.1.3.15.3.3
Specific message contents

Table 7.1.3.15.3.3-1: RadioResourceConfigDedicated (Preamble)

	Derivation path: 36.508 table 4.6.3-16

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue SEQUENCE{
	
	
	

	      drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	         setup SEQUENCE {
	
	
	

	           onDurationTimer
	psf40
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	Infinity
	
	

	    }
	
	
	

	  }
	
	
	

	  sps-Config ::= SEQUENCE {
	
	
	

	    semiPersistSchedC-RNTI
	‘FFF0’H
	
	

	    sps-ConfigurationDL::=CHOICE{
	
	
	

	      enable  SEQUENCE {
	
	
	

	        semiPersistSchedIntervalDL
	sf40
	40 Subframe
	

	        numberOfConfSPS-Processes
	8
	
	FDD

	        numberOfConfSPS-Processes
	7
	Max DL HARQ processes is 7 considering TDD configuration 1.
	TDD

	        n1Pucch-AN-Persistent
	0
	
	

	      }
	
	
	

	    }
	
	
	

	    sps-ConfigurationUL
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	DRX_S
	Used for DRX configuration with small DRX cycle length


Table 7.1.3.15.3.3-2: PhysicalConfigDedicated (Preamble in Table 4.5.3.3-1 step 8, and step 29 in Table 7.1.3.15.3.2-1)
	Derivation Path: 36.508 clause 4.8.2.1.6, Table 4.8.2.1.6-1 with condition ePDCCH


Table 7.1.3.15.3.3-3: RadioResourceConfigDedicated (step 25 and 54 of table 7.1.3.15.3.2-1)

	Derivation path: 36.508 table 4.6.3-16

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  sps-Configuration ::= SEQUENCE {
	
	
	

	    semiPersistSchedC-RNTI
	Not Present
	
	

	    sps-ConfigurationDL::=CHOICE{
	
	
	

	      disable  
	NULL
	
	

	    }
	
	
	

	    sps-ConfigurationUL
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.15.3.3-4: EPDCCH-SetConfig-r11 (preamble: Table 4.5.3.3-1, step 8)

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      startSymbol-r11
	3
	
	

	      setConfigToAddModList-r11 SEQUENCE (SIZE(1..maxEPDCCH-Set-r11)) OF SEQUENCE {
	1 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	localised
	
	

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n8
	
	

	          resourceBlockAssignment-r11
	11100100101110110011001101100
	
	

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[1]
	0
	
	

	        pucch-ResourceStartOffset-r11[1]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[1]
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.3.15.3.3-5: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


