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8.2.2.4
CA / RRC connection reconfiguration / SCell SI change / Success
8.2.2.4.1
CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band Contiguous CA
8.2.2.4.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with SCell(s) configured }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message including sCellToReleaseList and sCellToAddModList with the same concerned SCell to release and add, and with the change of the relevant system information of the configured SCell }

    then { UE first releases the concerned SCell and then adds the concerned SCell, configures lower layers to consider the concerned SCell to be in deactivated state and sends an RRCConnectionReconfigurationComplete message }

            }
8.2.2.4.1.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.2.1.1, clauses 5.3.5.3, 5.3.10.3a and 5.3.10.3b.
[TS 36.331, clause 5.2.1.1]
The UE applies the system information acquisition and change monitoring procedures for the PCell only. For an SCell, E-UTRAN provides, via dedicated signalling, all system information relevant for operation in RRC_CONNECTED when adding the SCell. Upon change of the relevant system information of a configured SCell, E-UTRAN releases and subsequently adds the concerned SCell, which may be done with a single RRCConnectionReconfiguration message.

NOTE 2:
E-UTRAN may configure via dedicated signalling different parameter values than the ones broadcast in the concerned SCell.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b; 
…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
[TS 36.331, clause 5.3.10.3a]

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;
[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;
8.2.2.4.1.3
Test Description

8.2.2.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added.
-
Cell 3 is an Inactive SCell according to [18] cl. 6.3.4
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.2.4.1.3.2
Test procedure sequence

Table 8.2.2.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToAddModList with Cell 3 as SCell addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToReleaseList with a SCell release and a sCellToAddModList with a SCell addition for SCell relevant system information changes, the SCellIndex-r10 in both IEs indicate the same SCell as configured in step 1. 
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P


8.2.2.4.1.3.3
Specific message contents
Table 8.2.2.4.1.3.3-0: Conditions for specific message contents
in Tables 8.2.2.4.1.3.3-3, 8.2.2.4.1.3.3-4 and 8.2.2.4.1.3.3-7

	Condition
	Explanation

	Uplink_CA
	The UE supports carrier aggregation in UL under the test band.


Table 8.2.2.4.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.4.1.3.2-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-2: SCellToAddMod-r10-f2-Add (Table 8.2.2.4.1.3.3-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-3: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.2.4.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-4: RadioResourceConfigDedicatedSCell-r10-f2 (Table 8.2.2.4.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	    ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	      antennaInfoUL-r10
	Not present
	
	

	      pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	      uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	      cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	      soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	      soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	      soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-5: RRCConnectionReconfiguration (step 3, Table 8.2.2.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10 SEQUENCE (SIZE (1..maxSCell-r10) OF SEQUENCE {
	1 entry
	
	

	                sCellIndex-r10[1]
	1
	SCell release for Cell 3
	

	              }
	
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add-SIchange
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-6: SCellToAddMod-r10-f2-Add-SIchange (Table 8.2.2.4.1.3.3-5)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2-SIchange
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-7: RadioResourceConfigCommonSCell-r10-f2-SIchange (Table 8.2.2.4.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	    antennaInfoCommon-r10 SEQUENCE {
	
	
	

	      antennaPortsCount
	an1
	
	

	    }
	
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.4.2
CA / RRC connection reconfiguration / SCell SI change / Success / Inter-Band CA
The scope and description of the present TC is the same as test case 8.2.2.4.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3
-
Cell 10 is an Inactive SCell according to [18] cl. 6.3.4
8.2.2.4.3
CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band non-contiguous CA
The scope and description of the present TC is the same as test case 8.2.2.4.1 with the following differences:

-
CA configuration Intra-band non-contiguous CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 6 replaces Cell 1
