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C_RFX1 for test cases 9.2.1GB and 9.2.1KB
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C_RFX3 for test case 9.2.1HB
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C_RFX5 for test case 9.2.1JB.
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<<Start of Change>>

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	<<SKIP OF Change>>

	9.2.1GB
	Demodulation of HS-DSCH (Fixed Reference Channel) - Single Link Performance - Enhanced Performance Requirements Type 3 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6A/3A for DB-DC-HSDPA
	Rel-9
	C_RFX1
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-28 and Enhanced performance requirements type 3 or Enhanced performance requirements type 3i and dual band operation

	<<SKIP OF Change>>

	9.2.1HB
	Demodulation of HS-DSCH (Fixed Reference Channel) Single Link Performance - Enhanced Performance Requirements Type 2 - 64QAM, Fixed Reference Channel (FRC) H-Set 8 A for DB-DC-HSDPA
	Rel-9
	C_RFX3
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 23-24 and not supporting the optional enhanced performance requirements Type 3 or Type 3i and supporting dual band operation

	<<SKIP OF Change>>

	9.2.1IB
	Demodulation of HS-DSCH (Fixed Reference Channel) S ingle Link Performance - Enhanced Performance Requirements Type 3 - 64QAM, Fixed Reference Channel (FRC) H-Set 8A for DB-DC-HSDPA
	Rel-9
	C_RFX2
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 23, 24, 27 or 28 and Enhanced performance requirements type 3 or Enhanced performance requirements type 3i and dual band operation

	<<SKIP OF Change>>

	9.2.1JB
	Demodulation of HS-DSCH (Fixed Reference Channel) - Single Link Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 10A for DB-DC-HSDPA
	Rel-9
	C_RFX5
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-24 and not supporting the optional enhanced performance requirements Type 3 or Type 3i and supporting Dual band operation

	<<SKIP OF Change>>

	9.2.1KB
	Demodulation of HS-DSCH (Fixed Reference Channel) - Single Link Performance - Enhanced Performance Requirements Type 3 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 10A for DB-DC-HSDPA
	Rel-9
	C_RFX1
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-28 and Enhanced performance requirements type 3 or Enhanced performance requirements type 3i and dual band operation

	<<SKIP OF Change>>

	9.2.1LB
	Enhanced Performance Requirements Type 3i - QPSK, Fixed Reference Channel (FRC) H-Set 6A for DB-DC-HSDPA
	Rel-9
	C_RFX4
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 21-28 and Enhanced performance requirements type 3i and dual band operation

	<<SKIP OF Change>>


	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	C_RF02
IF A.7/14 THEN R ELSE N/A

	C_RF03
IF A.6/3 OR A.6/14 OR A.6/15 OR A.6/16 OR A.6/19 OR A.6/21 OR A.6/23 OR A.6/24 OR A.6/25  THEN R ELSE N/A

	<<SKIP OF Change>>

	C_RFX1 IF A.7/14 AND (A.11a/3 OR A.11a/4) AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24 OR A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) AND A.7/23 THEN R ELSE N/A

	C_RFX2 IF A.7/14 AND (A.11a/3 OR A.11a/4) AND (A.8/23 OR A.8/24 OR A.8/27 OR A.8/28) AND A.7/23 THEN R ELSE N/A

	C_RFX3 IF A.7/14 AND (A.8/23 OR A.8/24) AND NOT (A.11a/3 OR A.11a/4) AND A.7/23 THEN R ELSE N/A

	C_RFX4 IF A.7/14 AND A.11a/4 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24 OR A.8/25 OR A.8/26 OR A.8/27 OR A.8/28) AND A.7/23 THEN R ELSE N/A

	C_RFX5 IF A.7/14 AND (A.8/21 OR A.8/22 OR A.8/23 OR A.8/24) AND NOT (A.11a/3 OR A.11a/4) AND A.7/23 THEN R ELSE N/A


<<Skip of Change>>
A.4.4
Additional information

<< Skip Tables A.10 and A.11>>
Table A.11a: Additional capabilities for DB-DC-HSDPA
	Item
	Capability
	Ref.
	Release
	Allowed
	Band
	Supported
	Comments

	1
	Enhanced performance requirements type 1 for HSDPA
	25.101, 9
	Rel-6
	34.121-1, 4
	I and VIII
	
	

	
	
	
	
	
	II and IV
	
	

	
	
	
	
	
	I and V
	
	

	
	
	
	
	
	I and XI
	
	

	
	
	
	
	
	II and V
	
	

	2
	Enhanced performance requirements type 2
	25.101, 9
	Rel-6
	34.121-1, 4
	I and VIII
	
	

	
	
	
	
	
	II and IV
	
	

	
	
	
	
	
	I and V
	
	

	
	
	
	
	
	I and XI
	
	

	
	
	
	
	
	II and V
	
	

	3
	Enhanced performance requirements type 3
	25.101, 9
	Rel-7
	34.121-1, 4
	I and VIII
	
	

	
	
	
	
	
	II and IV
	
	

	
	
	
	
	
	I and V
	
	

	
	
	
	
	
	I and XI
	
	

	
	
	
	
	
	II and V
	
	

	4
	Enhanced performance requirements Type 3i
	25.101, 9
	Rel-8
	34.121-1, 4
	I and VIII
	
	

	
	
	
	
	
	II and IV
	
	

	
	
	
	
	
	I and V
	
	

	
	
	
	
	
	I and XI
	
	

	
	
	
	
	
	II and V
	
	


<<End of Change>>
