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	Reason for change:
	According to test case specification 34.123-1 b10 Test purpose 2:
2. To verify that the UE is able to successfully perform an AM data reconfiguration from flexible RLC to fixed RLC and that the RLC AM entity is re-established.
This requirement is tested in steps 7-10. In radio bearer reconfiguration message DL and UL RLC PDU size is set to fixed - step 7, RB ID 25.

TTCN configures RB ID 25 in SS:
UL – RLC flexible size
DL – RLC fixed size

SS configuration for RB id 25 is not in line with radio bearer reconfiguration message and RLC configuration in UE is not same as SS.

	
	

	Summary of change:
	1. Rename c_DL_AM_FlexRLC_tsp200_LI7_r7 with c_DL_AM_FixedRLC_tsp200_LI7_r7
2. Change UL RLC uplink configuration for RB ID 25 from flexible size to fixed size.
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	Other comments:
	


1.1 Change 1
	Object name 
	lt_RestablishRBs_Flexible_To_Fixed

	Reason for change
	According to test case specification 34.123-1 b10 Test purpose 2:

2. To verify that the UE is able to successfully perform an AM data reconfiguration from flexible RLC to fixed RLC and that the RLC AM entity is re-established.

This feature is testing in steps 7-10. In radio bearer reconfiguration message DL and UL RLC PDU size is set to fixed - step 7, RB id 25.

TTCN configures RB id 25 in SS:

UL – RLC flexible size

DL – RLC fixed size

SS configuration for RB id 25 is not in line with radio bearer reconfiguration message and RLC configuration in UE is not same as SS.
Template c_DL_AM_FlexRLC_tsp200_LI7_r7 is used only in tc_8_2_2_61 and it is possible to modify it.

	Summary of change
	Rename c_DL_AM_FlexRLC_tsp200_LI7_r7 with c_DL_AM_FixedRLC_tsp200_LI7_r7.

	Source of change
	Modification
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After :
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1.2 Change 2
	Object name 
	c_DL_AM_FixedRLC_tsp200_LI7_r7

	Reason for change
	According to test case specification 34.123-1 b10 Test purpose 2:

2. To verify that the UE is able to successfully perform an AM data reconfiguration from flexible RLC to fixed RLC and that the RLC AM entity is re-established.

This feature is testing in steps 7-10. In radio bearer reconfiguration message DL and UL RLC PDU size is set to fixed - step 7, RB id 25.

TTCN configures RB id 25 in SS:

UL – RLC flexible size

DL – RLC fixed size

SS configuration for RB id 25 is not in line with radio bearer reconfiguration message and RLC configuration in UE is not same as SS.

Template c_DL_AM_FlexRLC_tsp200_LI7_r7 is used only in tc_8_2_2_61 and it is possible to modify it.

	Summary of change
	Rename c_DL_AM_FlexRLC_tsp200_LI7_r7 with c_DL_AM_FixedRLC_tsp200_LI7_r7
Change UL RLC uplink configuration for RB id 25 from flexible size to fixed size.

	Source of change
	Modification


Before :
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