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This document lists all changes needed to correct problems in the TTCN implementation of test case 15.11 which is part of the ‘IMS_34229_IWD_14wk37’ test suite in ATS ‘iwd-TTCN3-B2013-03_D14wk37’.

Change 1 – fl_IMS_BuildSDP_AnnexC8_Step1_Attributes
	Function name
	 fl_IMS_BuildSDP_AnnexC8_Step1_Attributes

	Reason for change
	This function is used to specify the SDP expected from the UE in C.8, first for Call Hold, and then for Call Resume. Input to this function is the list of attributes on media level from the SDP last sent by the UE (either in PRACK or in UPDATE of MO call setup).

Following errors were found in the SDP template:

1. During MO call setup, the UE might have sent an “a=conf:...” attribute line – but it is not required to do so, see e.g. C.21, step 5. If it does so nonetheless, there is no reason to mandate to include such an attribute line once resources are available (which is the case when Call Hold/Resume happens).
Note: it might be worthwhile to require only those attribute lines explicitly listed in C.21, step 5, and to not request any other lines that the UE sent previously.

2. According to approved CR R5-142951, the UE can send both “a=des:qos optional remote sendrecv” or “a=des:qos mandatory remote sendrecv” in PRACK or UPDATE during call setup. Especially, when the remote UE then responds with strength tag mandatory, it is likely that the UE will use such strength tag in follow-on SDP.

	Summary of change
	1. When line “a=conf …” is encountered, do not include it in template for Call Hold or Resume. 

2. Allow both forms “a=des:qos optional remote sendrecv” and “a=des:qos mandatory remote sendrecv”, using new helper function f_SDP_ExchangeAttribute2()

	TTCN module
	 Common/IMS/IMS_SDP_Messages

	MCC160 Comment
	


Before change

    function fl_IMS_BuildSDP_AnnexC8_Step1_Attributes(template (omit) SDP_attribute_list p_AttributeList) return template SDP_attribute_list

  { /* remove direction attributes from the attribute list but change template of attribute list to superset

       => there can be any direction attribute in the first place => direction attribute to be checked later on  */

    var integer i;

    var integer k := 0;

    var SDP_attribute v_SDP_attribute;

    var SDP_attribute_list v_AttributeList;

    var template SDP_attribute_list v_NewAttributeList := omit;

    if (isvalue(p_AttributeList)) {

      v_AttributeList := valueof(p_AttributeList);

      for (i:=0; i < lengthof(v_AttributeList); i:=i+1) {

        v_SDP_attribute := v_AttributeList[i];

        if (not match(v_SDP_attribute, cr_SDP_Attribute_AnySendRecvMode)) {

          if (match(v_SDP_attribute, cr_SDP_Attribute_curr_qos(c_remote, ?))) { /* @sic R5-144753: The direction-tag for the current-status remote segment shall be "sendrecv" sic@ */

            v_SDP_attribute := valueof(cs_SDP_Attribute_curr_qos(c_remote, c_sendrecv));

          }

          v_NewAttributeList[k] := v_SDP_attribute;

          k := k+1;

        }

      }

    }

    if (ispresent(v_NewAttributeList)) {

      v_NewAttributeList := superset(all from v_NewAttributeList);

    }

    return v_NewAttributeList;

  }
After change

     function fl_IMS_BuildSDP_AnnexC8_Step1_Attributes(template (omit) SDP_attribute_list p_AttributeList) return template SDP_attribute_list

  { /* remove direction attributes from the attribute list but change template of attribute list to superset

       => there can be any direction attribute in the first place => direction attribute to be checked later on  */

    var integer i;

    var integer k := 0;

    var SDP_attribute v_SDP_attribute;

    var SDP_attribute_list v_AttributeList;

    var template SDP_attribute_list v_NewAttributeList := omit;

    if (isvalue(p_AttributeList)) {

      v_AttributeList := valueof(p_AttributeList);

      for (i:=0; i < lengthof(v_AttributeList); i:=i+1) {

        v_SDP_attribute := v_AttributeList[i];

        if (not match(v_SDP_attribute, cr_SDP_Attribute_AnySendRecvMode)) {

          if (match(v_SDP_attribute, cr_SDP_Attribute_curr_qos(c_remote, ?))) { /* @sic R5-144753: The direction-tag for the current-status remote segment shall be "sendrecv" sic@ */

            v_SDP_attribute := valueof(cs_SDP_Attribute_curr_qos(c_remote, c_sendrecv));

          }

          if (not match(v_SDP_attribute, cr_SDP_Attribute_conf_qos)) { 

            v_NewAttributeList[k] := v_SDP_attribute;

            k := k+1;

          }
        }

      }

    }

     v_NewAttributeList := f_SDP_ExchangeAttribute2(v_NewAttributeList, cr_SDP_Attribute_des_qos(c_optional, c_remote), cr_SDP_Attribute_des_qos((c_optional, c_mandatory), c_remote)); 

    if (ispresent(v_NewAttributeList)) {

      v_NewAttributeList := superset(all from v_NewAttributeList);

    }

    return v_NewAttributeList;

  }
Change 2 – f_SDP_ExchangeAttribute2
	Function name
	 f_SDP_ExchangeAttribute2

	Reason for change
	Existing function  f_SDP_ExchangeAttribute could not be used because of the template restrictions in the argument list

	Summary of change
	Provided a new function taking away the template restrictions

	TTCN module
	Common/IMS/IMS_SDP_Templates

	MCC160 Comment
	


Before change

  n/a
After change

     function f_SDP_ExchangeAttribute2(template SDP_attribute_list p_AttributeList,

                                   template  SDP_attribute p_AttributeToBeChanged,

                                   template  SDP_attribute p_NewAttribute) return template SDP_attribute_list

  { // @sic R5s120530 change 3.17 sic@

    var template SDP_attribute_list v_AttributeList := p_AttributeList;

    var integer i := 0;

    if (isvalue(v_AttributeList)) {

      for (i:=0; i<lengthof(v_AttributeList); i:=i+1) {

        if (match(valueof(v_AttributeList[i]), p_AttributeToBeChanged)) {

          v_AttributeList[i] := p_NewAttribute;

        }

      }

    }

    return v_AttributeList;

  }
