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Change 1
	Function name
	f_TMSI_Relocation_AndConnect()

	Reason for change
	In the common function f_TMSI_Relocation_AndConnect(), the trigger from GERAN->EUTRA PTC which indicates the succesful handover is sent inside the check if(p_Connect). This results in the trigger not being sent in the case orf SRVCC test case 13.4.3.3, which can cause test case failure due to the EUTRA cell not being powered down.

	Summary of change
	Move the sending of IRAT trigger to outside “p_Connect” check

	TTCN module
	GERAN_CommonFunctions.ttcn


Before change

function f_TMSI_Relocation_AndConnect(GERAN_CellId_Type p_CellId,

                                        boolean p_DoConnect := true,

                                        boolean p_SendAlert := false) runs on GERAN_PTC return G_LogicChType

  {

    var octetstring v_PLMN := f_GERAN_PLMN_Get(p_CellId);

    var O2_Type v_LAC := f_GERAN_LAC_Get(p_CellId);

    var G_LogicChType v_ChannelType;

    var SubChannelNumber v_SubChannel;

    var G_L2_DATAMESSAGE_IND v_SusReq;

    var template (value) TI v_Ti_S := cs_TI_MT; // @sic R5s140697 sic@

    var template (present) TI v_Ti_R := v_Ti_S;

    v_Ti_R.tiFlag := '1'B;

    //Receive GPRS suspension request

    G_L2.receive(car_G_L2_DATA_IND(p_CellId,

                                   ?,

                                   tsc_TchCh,  // @sic R5s140158 sic@

                                   ?,

                                   ?,

                                   ?,

                                   cr_GPRS_SuspensionReq(?, cr_RAI(omit), ?)))-> value v_SusReq;

    v_ChannelType := v_SusReq.l3.g_LogicChType;

    v_SubChannel := v_SusReq.l3.subChannel;

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_TMSI_ReallocCmd(v_PLMN, v_LAC, cs_MobileIdTMSIorPTMSI(omit, px_TMSI_Def))));

    G_L2.receive(car_G_L2_DATA_IND(p_CellId, ?, ?, ?, ?, ?,  cr_G_TMSI_ReallocCmpl));

    if (p_DoConnect) {
      //Tell EUTRA PTC that test case is over

      f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
      if (p_SendAlert) { // for bSRVCC

        G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_Alert(v_Ti_S)));

      }

      G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_Connect(v_Ti_S)));

      G_L2.receive(car_G_L2_DATA_IND(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, ?, cr_G_ConnAck(v_Ti_R)));

    }

      return v_ChannelType;

  }
After change

 function f_TMSI_Relocation_AndConnect(GERAN_CellId_Type p_CellId,

                                        boolean p_DoConnect := true,

                                        boolean p_SendAlert := false) runs on GERAN_PTC return G_LogicChType

  {

    var octetstring v_PLMN := f_GERAN_PLMN_Get(p_CellId);

    var O2_Type v_LAC := f_GERAN_LAC_Get(p_CellId);

    var G_LogicChType v_ChannelType;

    var SubChannelNumber v_SubChannel;

    var G_L2_DATAMESSAGE_IND v_SusReq;

    var template (value) TI v_Ti_S := cs_TI_MT; // @sic R5s140697 sic@

    var template (present) TI v_Ti_R := v_Ti_S;

    v_Ti_R.tiFlag := '1'B;

    //Receive GPRS suspension request

    G_L2.receive(car_G_L2_DATA_IND(p_CellId,

                                   ?,

                                   tsc_TchCh,  // @sic R5s140158 sic@

                                   ?,

                                   ?,

                                   ?,

                                   cr_GPRS_SuspensionReq(?, cr_RAI(omit), ?)))-> value v_SusReq;

    v_ChannelType := v_SusReq.l3.g_LogicChType;

    v_SubChannel := v_SusReq.l3.subChannel;

    G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_TMSI_ReallocCmd(v_PLMN, v_LAC, cs_MobileIdTMSIorPTMSI(omit, px_TMSI_Def))));

    G_L2.receive(car_G_L2_DATA_IND(p_CellId, ?, ?, ?, ?, ?,  cr_G_TMSI_ReallocCmpl));

    //Tell EUTRA PTC that test case is over

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
    if (p_DoConnect) {     

      if (p_SendAlert) { // for bSRVCC

        G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_Alert(v_Ti_S)));

      }

      G_L2.send(cas_G_L2_DATA_REQ(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, cs_G_RFN_Omit, cs_G_Connect(v_Ti_S)));

      G_L2.receive(car_G_L2_DATA_IND(p_CellId, 0, tsc_TchCh, v_ChannelType, v_SubChannel, ?, cr_G_ConnAck(v_Ti_R)));

    }

      return v_ChannelType;

  }
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