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	Reason for change:
	After finish UTRAN RAU procedure at steps 3-12 the power of cells is changed according to row "T2". The trigger to do power change “T2” in EUTRA part is received as

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

In current implementation the following  f_EUTRA_SendTriggerToOtherRAT(true); at step 13 is needless while UE has to perform TAU procedure of steps 14-21 and after that EUTRA part is sending the trigger to UTRAN to continue at step 22.

	
	

	Summary of change:
	Remove sending trigger  f_EUTRA_SendTriggerToOtherRAT(true);

	
	

	Consequences if not approved:
	The TTCN implementation can result in failure of testcase.
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	Other comments:
	


Change 1

	Test case
	6.4.3

	Reason for change
	After finish UTRAN RAU procedure at steps 3-12 the power of cells is changed according to row "T2". The trigger to do power change “T2” in EUTRA part is received as
    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

In current implementation the following  f_EUTRA_SendTriggerToOtherRAT(true); at step 13

is needless while UE has to perform TAU procedure of steps 14-21 and after that EUTRA part is sending the trigger to UTRAN to continue at step 22.

	Summary of change
	Remove sending trigger  f_EUTRA_SendTriggerToOtherRAT(true);

	Source of change
	LTE_IRAT\6_4\Hybrid_CellsUG.ttcn


Before change:

	...

      // @siclog "Step 1" siclog@

    // The SS changes Cell 5 and Cell 7 levels according to the row "T1" in table 6.4.3.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell1, UTRAN);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    // @siclog "Step 13" siclog@

    // The SS changes Cell 1, Cell 2, Cell 5 and Cell 7 levels according to the row "T2" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    f_EUTRA_SendTriggerToOtherRAT(true); //@sic R5s140372 sic@

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2);

    // @siclog "Step 14 - 21" siclog@

    // Steps 1 to 8 of the procedure described in TS 36.508 subclause 6.4.2.7A is performed on Cell 2.

    // NOTE: The UE performs a TAU procedure and the RRC connection is released.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT (eutra_Cell2, v_CSInOtherRAT, false, true, omit); // @sic R5-123734 sic@

    // @siclog "Step 22" siclog@

    // The SS changes Cell 1, Cell 2 and Cell 7 levels according to the row "T3" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    f_EUTRA_SetCellPowerList (v_CellPowerList_T3);

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
...


After change :

	...
    // @siclog "Step 1" siclog@

    // The SS changes Cell 5 and Cell 7 levels according to the row "T1" in table 6.4.3.3.2-2.

    f_EUTRA_SendAuthParameters(eutra_Cell1, UTRAN);

    v_CSInOtherRAT := f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);

    // @siclog "Step 13" siclog@

    // The SS changes Cell 1, Cell 2, Cell 5 and Cell 7 levels according to the row "T2" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2);

    // @siclog "Step 14 - 21" siclog@

    // Steps 1 to 8 of the procedure described in TS 36.508 subclause 6.4.2.7A is performed on Cell 2.

    // NOTE: The UE performs a TAU procedure and the RRC connection is released.

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT (eutra_Cell2, v_CSInOtherRAT, false, true, omit); // @sic R5-123734 sic@

    // @siclog "Step 22" siclog@

    // The SS changes Cell 1, Cell 2 and Cell 7 levels according to the row "T3" in table 6.4.3.3.2-1 and table 6.4.3.3.2-2.

    f_EUTRA_SetCellPowerList (v_CellPowerList_T3);

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
...
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