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9.2.4.1_F
FDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP

Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

Some test parameters are still in square brackets

9.2.4.1_F.1
Test purpose

To verify compliance to the minimum requirements for dual codeword transmission being defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction.

9.2.4.1_F.2
Test applicability

This test applies to all types of E-UTRA FDD UE category 2–8 release 11 and forward supporting single CSI process on a component carrier within a band with PDSCH transmission mode 10. 
[Unchanged text skipped]

9.2.4.2_F
TDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP

Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

· Some test parameters are still in square brackets

9.2.4.2_F.1
Test purpose

To verify compliance to the minimum requirements for dual codeword transmission being defined in terms of a reporting spread of the wideband CQI value for codeword #1, and their BLER performance using the transport format indicated by the reported CQI median of codeword #0 and codeword #1. The precoding used at the transmitter is a fixed precoding matrix specified by the bitmap parameter codebookSubsetRestriction.

9.2.4.2_F.2
Test applicability

This test applies to all types of E-UTRA TDD UE category 2–8 release 11 and forward supporting single CSI process on a component carrier within a band with PDSCH transmission mode 10.

[Unchanged text skipped]
9.5.5.1_F.1
FDD RI Reporting with Single CSI process for CoMP

9.5.5.1_F.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with one CSI process configured.

9.5.5.1_F.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE category 2–8 release 11 and forward supporting single CSI process on a component carrier within a band with PDSCH transmission mode 10.
[Unchanged text skipped]
9.5.5.2_F.1
TDD RI Reporting with Single CSI process for CoMP

9.5.5.2_F.1.1
Test purpose

To verify that the reported rank indicator accurately represents the channel rank with one CSI process configured.

9.5.5.2_F.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE category 2–8 release 11 and forward supporting single CSI process on a component carrier within a band with PDSCH transmission mode 10.
[Unchanged text skipped]
