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	Other comments:
	


4.3.1.2.10
TDD reference test frequencies for Operating Band 42

Table 4.3.1.2.10-1: Test frequencies for E-UTRA channel bandwidth for operating band 42

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	41615
	3402.5

	
	10
	41640
	3405

	
	15
	41665
	3407.5

	
	20
	41690
	3410

	Mid Range
	5/10/15/20
	42590
	3500

	High Range
	5
	43565
	3597.5

	
	10
	43540
	3595

	
	15
	43515
	3592.5

	
	20
	43490
	3590


4.3.1.2.10A
TDD reference test frequencies for CA in operating Band 42
Table 4.3.1.2.10A-1: Test frequencies for CA_42C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	CC1
Note1
	
	
	CC2
Note1
	

	
	
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]
	BW
[RB]
	NUL/DL
	fUL/DL
[MHz]

	Low
	25+100
	25
	41623
	3403.3
	100
	41740
	3415

	
	
	100
	41690
	3410
	25
	41807
	3421.7

	
	50+100
	50
	41645
	3405.5
	100
	41789
	3419.9

	
	
	100
	41690
	3410
	50
	41834
	3424.4

	
	75+100
	75
	41668
	3407.8
	100
	41839
	3424.9

	
	
	100
	41690
	3410
	75
	41861
	3427.1

	
	100+100
	100
	41690
	3410
	100
	41888
	3429.8

	Mid
	25+100
	25
	42498
	3490.8
	100
	42615
	3502.5

	
	
	100
	42565
	3497.5
	25
	42682
	3509.2

	
	50+100
	50
	42496
	3490.6
	100
	42640
	3505

	
	
	100
	42541
	3495.1
	50
	42685
	3509.5

	
	75+100
	75
	42493
	3490.3
	100
	42664
	3507.4

	
	
	100
	42516
	3492.6
	75
	42687
	3509.7

	
	100+100
	100
	42491
	3490.1
	100
	42689
	3509.9

	High
	25+100
	25
	43373
	3578.3
	100
	43490
	3590

	
	
	100
	43440
	3585
	25
	43557
	3596.7

	
	50+100
	50
	43346
	3575.6
	100
	43490
	3590

	
	
	100
	43391
	3580.1
	50
	43535
	3594.5

	
	75+100
	75
	43319
	3572.9
	100
	43490
	3590

	
	
	100
	43341
	3575.1
	75
	43512
	3592.2

	
	100+100
	100
	43292
	3570.2
	100
	43490
	3590

	Note 1:
Carriers in increasing frequency order.


<Unchanged parts are skipped>

6.2.3.2
Test frequencies for CA signalling test

Test frequencies for CA signalling testing are specified in Table 6.2.3.2-1 for CA Intra-Band contiguous case; and Tables 6.2.3.2-2 and 6.2.3.2-3 for CA Inter-band case.

NOTE 1:
Alternative test frequencies for additional channel bandwidth combinations may need to be specified when new CA configurations or CA Bandwidth Combination Sets are introduced in TS 36.101 subclause 5.6A.

For CA Intra-Band contiguous scenarios then f1, f2 and f3 are used.
NOTE 2:
f2 and f3 are not adjacent frequencies; hence those cannot be used simultaneously as Pcell and Scell for CA Intra-Band contiguous scenarios.

For CA Inter-Band scenarios then f1, f2, f5 and f6 are used.
NOTE 3:
Table 6.2.3.2-2 specifies the test frequencies for operation with PCell in the frequency band mentioned first (= carrier 1) and SCell in the frequency band mentioned second (= carrier 2) in the E-UTRA CA Configuration name acc. to TS 36.101 subclause 5.6A (e.g. PCell in  band 1 and SCell in band 5 for CA_1A-5A configuration), 
Table 6.2.3.2-3 specifies the test frequencies for operation with reverse allocation of PCell and SCell to the frequency bands of the E-UTRA CA Configuration for CA Inter-band operation.
Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Width of Operating band

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	CC 100
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 100
	18498
	1969.8
	498
	2159.8

	
	
	
	f3
	CC 100
	18102
	1930.2
	102
	2120.2

	CA_3C
	60
	100 + 100
	f1
	CC 100
	19475
	1737.5
	1475
	1832.5

	
	
	
	f2
	CC 100
	19673
	1757.3
	1673
	1852.3

	
	
	
	f3
	CC 100
	19277
	1717.7
	1277
	1812.7

	CA_7C
	70
	100 + 100
	f1
	CC 100
	21000
	2525
	3000
	2645

	
	
	
	f2
	CC 100
	21198
	2544.8
	3198
	2664.8

	
	
	
	f3
	CC 100
	20802
	2505.2
	2802
	2625.2

	CA_27B
	17
	25+25
	f1
	CC_25
	27100
	813
	9100
	858

	
	
	
	f2
	CC_25
	27148
	817.8
	9148
	862.8

	
	
	
	f3
	CC_25
	27050
	808
	9050
	853

	CA_38C
	50
	100 + 100
	f1
	CC 100
	37900
	2585
	37900
	2585

	
	
	
	f2
	CC 100
	38098
	2604.8
	38098
	2604.8

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_40C
	100
	100 + 100
	f1
	CC 100
	39050
	2340
	39050
	2340

	
	
	
	f2
	CC 100
	39248
	2359.8
	39248
	2359.8

	
	
	
	f3
	CC 100
	38852
	2320,2
	38852
	2320,2

	CA_41C
	194
	100 + 100
	f1
	CC 100
	40520
	2583 
	40520
	2583

	
	
	
	f2
	CC 100
	40718
	2602.8
	40718
	2602.8

	
	
	
	f3
	CC 100
	40322
	2563.2
	40322
	2563.2

	CA_42C
	200
	100+100
	f1
	CC 100
	42490
	3490
	42490
	3490

	
	
	
	f2
	CC 100
	42688
	3509.8
	42688
	3509.8

	
	
	
	f3
	CC 100
	42292
	3470.2
	42292
	3470.2


<End of change>
