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*****  Beginning of Changed Section  ********
9.1.5
EMM information procedure
9.1.5.1
EMM information procedure
9.1.5.1.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state and UE supporting the EMM information message }

ensure that {

  when { UE receives an EMM Information message }

    then { UE accepts the message and uses the contents to update appropriate information stored within the UE }

            }
9.1.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.4.5.3.

[TS 24.301, clause 5.4.5.3]

When the UE (supporting the EMM information message) receives an EMM INFORMATION message, it shall accept the message and optionally use the contents to update appropriate information stored within the UE.
9.1.5.1.3
Test description

9.1.5.1.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

The UE is equipped with a USIM containing default values (as per TS 36.508) except for those listed in Table 9.1.5.1.3.1-1

Table 9.1.5.1.3.1-1: USIM configuration

	USIM field
	Priority
	Value

	EFUST
	
	Services 19 and 51 are not supported


Preamble:

-
the UE is in state Generic RB established (state 3) on cell A according to TS 36.508 [18].

9.1.5.1.3.2
Test procedure sequence

Table 9.1.5.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an EMM INFORMATION message.
	<--
	EMM INFORMATION
	-
	-

	2
	Check: Does the UE transmit in the next 5 seconds an EMM STATUS message with cause #97 "message type non-existent or not implemented"?
	-->
	EMM STATUS
	1
	F

	-
	EXCEPTION: Steps 3a1 to 3a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FullNameNetwork THEN

Check: Does the UE associate the "full length name of the network" with the MCC and MNC contained in the last visited tracking area identification and is presented to the MS user at the earliest opportunity? (Note 1)
	-
	-
	1
	P

	3a2
	IF pc_FullNameNetwork THEN

Check: 
Operator Action:
“FullName12345678” is presented to the MS user.
	-
	-
	1
	P

	3b1
	IF pc_ShortNameNetwork THEN

Check: Does the UE associate the "abbreviated name of the network" with the MCC and MNC contained in the last visited tracking area identification and is presented to the MS user at the earliest opportunity? (Note 1)
	-
	-
	1
	P

	3b2
	IF pc_ShortNameNetwork THEN

Check: 
Operator Action:
"SName123" is presented to the MS user
	-
	-
	1
	P

	3c1
	IF pc_LocalTimeZone THEN

Check: Does the UE assume that this time zone applies to the tracking area of the current cell and is presented to the MS user at the earliest opportunity? (Note 2)
	-
	-
	1
	P

	3c2
	IF pc_LocalTimeZone THEN

Check: 
Operator Action:

The use of the supported Fields is checked:
Timezone: GMT+1
(Note 3) 
	-
	-
	1
	P

	3d1
	IF pc_UniversalAndLocalTimeZone THEN

Check: Does the UE assume that this time zone applies to the tracking area of the current cell and is presented to the MS user at the earliest opportunity? (Note 2)
	-
	-
	1
	P

	3d2
	IF pc_UniversalAndLocalTimeZone THEN

Check: 
Operator Action:

The use of the supported Fields is checked:
Universal Time:
Year: 2010 

Month:  April

Day: 12th
Hour: 13 or 14 Hours (Note 5)
Minute: 38 Minutes
Timezone: GMT+1
(Note 4)
	-
	-
	1
	P

	Note 1:
AT command +COPS is assumed to be used for check.

Note 2:
AT command +CCLK is assumed to be used for check.

Note 3:
AT command +CTZR is assumed to be used for check.

Note 4:
The minutes and seconds are not checked.
Note 5:     UE can set Clock to GMT or (GMT + DST) based on UE implementation


9.1.5.1.3.3
Specific message contents

Table 9.1.5.1.3.3-1: EMM INFORMATION (step 1, Table 9.1.5.1.3.2-1)

	Derivation Path: 36.508 table 4.7.2-13

	Information Element
	Value/Remark
	Comment
	Condition

	Full name for network
	"C63A9BED0CB7CB31D98C56B3DD70" O
	"FullName12345678", Note
	

	Short name for network
	"5367B85D8EC966" O
	"SName123", Note
	

	Local time zone
	"40" O
	"GMT+1", Note
	

	Universal time and local time zone
	"01402131832540" O
	"2010 12 April 13:38 52s GMT+1", Note
	

	Network daylight saving time
	"01" O
	"+1 hour adjustment for Daylight Saving Time", Note
	

	Note:
Hard coded values have been chosen to allow for consistent/comparable SS behaviour.


Table 9.1.5.1.3.3-2: Message EMM STATUS (step 2, Table 9.1.5.1.3.2-1)

	Derivation path: 36.508 table 4.7.2-14

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	'0110 0001'B
	Message type non-existent or not implemented
	


*****  End of Changed Section  ********

