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Change 1 

	Function Name
	f_IMS_UpdateRequest_MessageHeaderTX()

	Reason for change
	UPDATE message sent by SS needs to contain contact header.
#draft ProseCR would be raised for next RAN5 meeting

	Summary of change
	Filled contact header in the UPDATE message

	Source of change
	EUTRA\EUTRA_CommonProcedures.ttcn

	MCC160 comments
	


Before change:

	  function f_IMS_UpdateRequest_MessageHeaderTX(template (value) INVITE_Request p_InviteRequest) runs on IMS_PTC return template (value) MessageHeader

  {

    var template (value) MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Update := cs_MessageHeader_Dummy;

    var template (value) Via v_Via := fl_Via_AddSigCompParam(v_MessageHeader_Invite.via);

    var integer v_CSeqValue := f_IMS_PTC_ImsInfo_CseqIncr(dialogLocal);

    v_MessageHeader_Update.via             := f_IMS_ViaRefreshBranches(v_Via);    /* @sic R5s130561 change 2: refresh branches sic@ */

    v_MessageHeader_Update.toField         := f_IMS_RequestInDialog_ToHeaderTX();

    v_MessageHeader_Update.fromField       := f_IMS_RequestInDialog_FromHeaderTX();

    v_MessageHeader_Update.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Update.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Update.cSeq            := cs_CseqDef(v_CSeqValue, "UPDATE");

    v_MessageHeader_Update.maxForwards     := cs_MaxForwardsDef;

    v_MessageHeader_Update.contentType     := cs_ContentTypeSDP;

    return v_MessageHeader_Update;

  }


After change :

	  function f_IMS_UpdateRequest_MessageHeaderTX(template (value) INVITE_Request p_InviteRequest, charstring p_ContactUri := px_IMS_CalleeContactUri) runs on IMS_PTC return template (value) MessageHeader

  {

    var template (value) MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;

    var template (value) MessageHeader v_MessageHeader_Update := cs_MessageHeader_Dummy;

    var template (value) Via v_Via := fl_Via_AddSigCompParam(v_MessageHeader_Invite.via);

    var integer v_CSeqValue := f_IMS_PTC_ImsInfo_CseqIncr(dialogLocal);

    var boolean v_MTSI := pc_MultimediaTelephonyService;

    var template (value) GenericParam v_GenericParam_3gpp_icsi_ref;

    var template (omit) SemicolonParam_List v_ContactParams := omit;
    v_MessageHeader_Update.via             := f_IMS_ViaRefreshBranches(v_Via);    /* @sic R5s130561 change 2: refresh branches sic@ */

    v_MessageHeader_Update.toField         := f_IMS_RequestInDialog_ToHeaderTX();

    v_MessageHeader_Update.fromField       := f_IMS_RequestInDialog_FromHeaderTX();

    v_MessageHeader_Update.callId          := v_MessageHeader_Invite.callId;

    v_MessageHeader_Update.sessionId       := v_MessageHeader_Invite.sessionId;   /* @sic R5s130195 BASELINE MOVING 2013 - SessionId sic@ */

    v_MessageHeader_Update.cSeq            := cs_CseqDef(v_CSeqValue, "UPDATE");

    v_MessageHeader_Update.maxForwards     := cs_MaxForwardsDef;

    v_MessageHeader_Update.contentType     := cs_ContentTypeSDP;

    //12.13 NK tmp fix

    if (v_MTSI) {

      v_GenericParam_3gpp_icsi_ref := cs_GenericParam_Common(tsc_IMS_FeatureParamId_3gpp_icsi_ref, cs_GenValueQuoted(cs_IMS_EncodedFeatureParamValue_3gpp_icsi_ref));  // @sic R5s130738: string needs to be quoted; R5-142247 sic@

      v_ContactParams := f_SemicolonParam_List_Add_TX(v_ContactParams, v_GenericParam_3gpp_icsi_ref);

    }

    v_MessageHeader_Update.contact := cs_Contact(f_SIP_BuildSipUri_TX(tsc_IMS_CallerSipAddrStr, tsc_IMS_CallerPort), v_ContactParams);
    return v_MessageHeader_Update;

  }


