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Change 1
	TCs
	TC 12.18, 12.19, 12.20, 12.18a, 12.19a, 12.20a

	Reason for change
	Current implementation in the test body of the mentioned TCs is not correct. 

Function f_IMS_IPCAN_ModifyConfig() in mentioned TCs used to configure SIB2 is called too late after the cell is set completely and switched on in function f_IMS_CC_StartSignalling().

Function f_IMS_IPCAN_ModifyConfig() in metioned TCs used to configure SIB2 is used too late, the cell is set completely and switched on in function f_IMS_CC_StartSignalling().

For this reason function f_IMS_IPCAN_ModifyConfig() should be called before the function f_IMS_CC_StartSignalling() is executed.

This change applies to all mentioned TCs.

	Summary of change
	Function f_IMS_IPCAN_ModifyConfig() is called before the function f_IMS_CC_StartSignalling() is executed in all mentioned TCs.

	Source of change
	IMS\12\IMS_CC_CallControlTestcases.ttcn


Before change:

	*

   * @desc      REFERENCE TS 34.229-1 clause 12.18

   * @status    APPROVED (IMS)

   */

  function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);  /* @sic R5w140112 sic@ */

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }

  //----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.18a

   *

   */

  function f_TC_12_18a_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC in Connected mode/ 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);
    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // same TC 12_18 // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_TestBody_Set(true);

    // @siclog "Step 9" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // @siclog "Step 10" siclog@

    f_Delay(10.0);

    // @siclog "Step 11-12" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 13" siclog@

    f_Delay(15.0);

    // @siclog "Step 14" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // Step 15 + 16 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 15 + 16" siclog@

    f_Delay(59.0);

    // Steps 17 to 22 - MTSI MO speech call for EPS

    // @siclog "Step 17 - 22" siclog@

    // @sic R5-144279 sic@

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 12-14

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }
//----------------------------------------------------------------------------

  // See 34.229-1 clause 12.19 - MTSI MO video call / SSAC / 0% access probability for MTSI MO video call

  function f_TC_12_19_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_19); // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 7 + 8 - UE does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO video call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_VideoCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);

    v_InviteRequest := v_InviteRequestWithSdp.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);

     // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_VideoCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers

    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }
...
   //----------------------------------------------------------------------------

  // See 34.229-1 clause 12.19a - MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call // @sic R5-144688 sic@

  function f_TC_12_19a_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_19); // same TC_12_19  // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_TestBody_Set(true);

    // @siclog "Step 9" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // @siclog "Step 10" siclog@

    f_Delay(10.0);

    // @siclog "Step 11 - 12" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 13" siclog@

    f_Delay(15.0);

    // @siclog "Step 14" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 15 + 16 - UE does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 15 + 16" siclog@

    f_Delay(59.0);

    // Steps 17 to 23 - MTSI MO video call for EPS

    // @siclog "Step 17 - 23" siclog@

    // @sic R5-144279 sic@

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);

    v_InviteRequest := v_InviteRequestWithSdp.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);

     // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_VideoCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers

    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_VideoCall);

  }
...

//----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20

   * @status    APPROVED (IMS)

   */

  function f_TC_12_20_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call */

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_NULL, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA @sic R5s140334 sic@

    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20); // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN);                         /* @sic R5s140137 sic@ */

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);      /* @sic R5s140137 sic@ */

  }

  ...
   //----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20a

   *

   */

  function f_TC_12_20a_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC in connected mode / 0% access probability for MTSI MO speech call */

    //@sic R5-144688 sic@

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_NULL, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20a); // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);

  }


After change :

	/*

   * @desc      REFERENCE TS 34.229-1 clause 12.18

   * @status    APPROVED (IMS)

   */

  function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // @sic R5s140577 sic@
    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);  /* @sic R5w140112 sic@ */

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }

  //----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.18a

   *

   */

  function f_TC_12_18a_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC in Connected mode/ 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // same TC 12_18 // @sic R5s140577 sic@
    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_TestBody_Set(true);

    // @siclog "Step 9" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // @siclog "Step 10" siclog@

    f_Delay(10.0);

    // @siclog "Step 11-12" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 13" siclog@

    f_Delay(15.0);

    // @siclog "Step 14" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    // Step 15 + 16 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 15 + 16" siclog@

    f_Delay(59.0);

    // Steps 17 to 22 - MTSI MO speech call for EPS

    // @siclog "Step 17 - 22" siclog@

    // @sic R5-144279 sic@

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 12-14

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }
//----------------------------------------------------------------------------

  // See 34.229-1 clause 12.19 - MTSI MO video call / SSAC / 0% access probability for MTSI MO video call

  function f_TC_12_19_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_19); // @sic R5s140577 sic@
    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 7 + 8 - UE does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO video call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_VideoCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);

    v_InviteRequest := v_InviteRequestWithSdp.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);

     // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_VideoCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers

    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }

   //----------------------------------------------------------------------------

  // See 34.229-1 clause 12.19a - MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call // @sic R5-144688 sic@

  function f_TC_12_19a_IMS() runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_19); // same TC_12_19  // @sic R5s140577 sic@
    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_TestBody_Set(true);

    // @siclog "Step 9" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // @siclog "Step 10" siclog@

    f_Delay(10.0);

    // @siclog "Step 11 - 12" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 13" siclog@

    f_Delay(15.0);

    // @siclog "Step 14" siclog@

    f_UT_RequestIMSVideoCall(MMI, px_IMS_CalleeUri);

    // Step 15 + 16 - UE does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 15 + 16" siclog@

    f_Delay(59.0);

    // Steps 17 to 23 - MTSI MO video call for EPS

    // @siclog "Step 17 - 23" siclog@

    // @sic R5-144279 sic@

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_Video_Step2(C25);

    v_InviteRequest := v_InviteRequestWithSdp.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_Video_Step3_4(C25, v_InviteRequestWithSdp);

     // See TS. 36.508 EUTRA/EPS signalling for IMS MO video call Table 4.5A.8.3-1 Step 12-15

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_VideoCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearers

    f_IMS_MOCallSetup_AnnexC25_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_VideoCall);

  }
//----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20

   * @status    APPROVED (IMS)

   */

  function f_TC_12_20_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call */

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_NULL, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA @sic R5s140334 sic@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20); // @sic R5s140577 sic@
    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN);                         /* @sic R5s140137 sic@ */

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);      /* @sic R5s140137 sic@ */

  }

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20

   * @status    APPROVED (IMS)

   */

  function f_TC_12_20_IMS2() runs on IMS_PTC

  {

    var REGISTER_Request v_RegisterRequest;

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_2);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1 - 12" siclog@

    f_IMS_CC_StartCall(IPCAN_EmergencyCall_NormalService);

    // @siclog "Step 13 - 16" siclog@

    v_RegisterRequest := f_IMS_EmergencyRegistration_C20();

    // Steps 17-19 - Are executed concurrently on the SS / IPCanEmu

    // @siclog "Step 17 - 19" siclog@

    // @siclog "Step 20 - 24" siclog@

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22();

    // @siclog "Step 25 - 26" siclog@

    f_IMS_EmergencyCallRelease(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);                           /* @sic R5s140137 sic@ */

  }

   //----------------------------------------------------------------------------

  /*

   * @desc      REFERENCE TS 34.229-1 clause 12.20a

   *

   */

  function f_TC_12_20a_IMS1() runs on IMS_PTC

  { /* Emergency call / Success / SSAC in connected mode / 0% access probability for MTSI MO speech call */

    //@sic R5-144688 sic@

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_EmergencyCall, IMS_NULL, IMS_Security);  // prose specifies only Annex C.2 => not applicable for GIBA @sic R5s140334 sic@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_20a); // @sic R5s140577 sic@
    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_Registration();

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);

  }
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