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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of IMS emergency call testcase 15.17 which is part of the IMS test suite in the ‘iwd-TTCN3-B2013-03_D14wk49’ delivery.

The test case can be demonstrated to run with one LTE UE supporting IMS. Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_15_17
Test Group:
IMS_IWD_D14wk49
ATS Version:
iwd-TTCN3-B2013-03_D14wk49
System Simulator used:
Anritsu Protocol Conformance Test System ME7832L
UE used:
Qualcomm MSM8974
Verification Status:
PASS


4. Corrections required for IMS test case 15_17
This section describes the TTCN changes required to ‘iwd-TTCN3-B2013-03_D14wk49’ release
Change 1
	Function name
	

	Reason for change
	As per 23.003, conferenceFactoryURI constructed as “sip:mmtel@conf-factory.”  Appended with home domain name
#draft ProseCR would be raised for the next RAN5 meeting

	Summary of change
	ConferenceFactoryURI constructed as “sip:mmtel@conf-factory.”   Followed by px_IMS_HomeDomainName

	TTCN module
	Common\IMS\IMS_CommonDefs.ttcn


Before change

const charstring tsc_IMS_FinalConferenceUri        := "sip:Stf160FinalConf@3gpp.org";    // FFS px_FinalConferenceUri

  const charstring tsc_IMS_ConferenceFactoryUri      := "sip:Stf160ConfFactory@3gpp.org";  // FFS px_ConferenceFactoryUri

  const charstring tsc_IMS_TemporaryConferenceUri    := "sip:Stf160TempConf@3gpp.org"; // FFS px_TemporaryConferenceUri

  //Anritsu TTCN CR R5s14968 MCC 

  const charstring tsc_IMS_SMSC_GlobalNumber := "+" & px_SMS_SMSC_InternationalNumber;

  const charstring tsc_IMS_PSI_SMSC := "tel:" & tsc_IMS_SMSC_GlobalNumber;    
After change
    const charstring tsc_IMS_FinalConferenceUri        := "sip:Stf160FinalConf@3gpp.org";    // FFS px_FinalConferenceUri

  //const charstring tsc_IMS_ConferenceFactoryUri      := "sip:Stf160ConfFactory@3gpp.org";  // FFS px_ConferenceFactoryUri

  const charstring tsc_IMS_ConferenceFactoryUri      := "sip:mmtel@conf-factory."&px_IMS_HomeDomainName;
  const charstring tsc_IMS_TemporaryConferenceUri    := "sip:Stf160TempConf@3gpp.org"; // FFS px_TemporaryConferenceUri

  //Anritsu TTCN CR R5s14968 MCC 

  const charstring tsc_IMS_SMSC_GlobalNumber := "+" & px_SMS_SMSC_InternationalNumber;

  const charstring tsc_IMS_PSI_SMSC := "tel:" & tsc_IMS_SMSC_GlobalNumber;                 /* @status    APPROVED (IMS) */
5. Execution Log Files
The Qualcomm MSM8974 passed this test case on Anritsu ME7832L LTE System in LTE band 1. The documentation below is enclosed as evidence of the successful test case run [1]:

In the log file (in .txt / -html format) the complete test case execution can be seen. All TLI events are presented and message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

	[1]
	R5s141342    Supporting information for agreement of IMS TC 15.17 in LTE FDD mode.
                          This archive comprises:

                        -  html and text format execution log files
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