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	Reason for change:
	From Rel-10 onwards, UEs are required to include an instance ID into the Contact header when registering for IMS. This instance ID is built from the IMEI, see newly published RFC 7254 (which replaces draft-montemurro-gsma-imei-urn-19 which is still quoted in 34.229-1) with additional explanations given in RFC 7255.
An example is 
+sip.instance="<urn:gsma:imei:12345678-123456-0>"
with an imei representation consisting of exactly 15 digits, grouped into blocks of eight, six, and one digits, resp. The last digit must be 0.


In contrast, current TTCN code expects a UUID (rather than an IMEI), and even requires this to be constant, see fl_IMS_Register_ContactAddress_CheckParams, if-clause on p_IMS_GRUUsInSIP.

	
	

	Summary of change:
	As a quick fix, allow the UE to bring any string, see Change 1 below. 
A more elaborate fix would be to use the syntax in RFC 7254, Section 3. Corresponding code already exists and can be found in e.g. f_IMS_A_2_1_Invite_CommonChecks where processing A_2_1_A6.
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Change 1 – cr_CPInstanceInContactParams
	Function name
	 cr_CPInstanceInContactParams

	Reason for change
	See cover page. 

	Summary of change
	See cover page

	TTCN module
	Common/IMS/IMS_SIP_Templates

	MCC160 Comment
	


Before change

    template (present) SemicolonParam_List cr_CPInstanceInContactParams :=                                                /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT) */

    cr_SemicolonParam_List_OneSpecificParamWithValue("c-p-instance", "sip.instance=" & tsc_IMS_UEInstanceId); 
After change

      template (present) SemicolonParam_List cr_CPInstanceInContactParams :=                                                /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT) */

    cr_SemicolonParam_List_OneSpecificParamWithValue("c-p-instance", "sip.instance=" & ?);
