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	Reason for change:
	When IMS PTC sends IPCAN_InitialRegistration, EUTRA PTC waits for 1.2 seconds after attach procedure by default.

 After IMS PTC sends IPCAN_InitialRegistration, IMS PTC invokes f_IMS_IPCAN_ModifyConfig and waits for co-ordination signal from EUTRA PTC.

If a UE sends SIP REGISTER message within 1.2 seconds, then, IMS PTC will be in waiting state as co-ordination signal is not received from EUTRA PTC. And, co-ordination signal was not sent because EUTRA PTC waiting with 1.2 delay.

Hence, f_IMS_IPCAN_ModifyConfig is moved after IMS registration. And introduced a delay to read the SIBs by UE before invoking the MO call in the testcase body.


	
	

	Summary of change:
	Moved f_IMS_IPCAN_ModifyConfig() after f_ IMS_Registration()

Introduced delay after f_IMS_CC_ReleaseConnection()
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	TC implementation may FAIL a conformant UE. 
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	Other comments:
	


Change 1 

	Function Name
	f_TC_12_18_IMS

	Reason for change
	When IMS PTC sends IPCAN_InitialRegistration, EUTRA PTC waits for 1.2 seconds after attach procedure by default.
 After IMS PTC sends IPCAN_InitialRegistration, IMS PTC invokes f_IMS_IPCAN_ModifyConfig and waits for co-ordination signal from EUTRA PTC.

If a UE sends SIP REGISTER message within 1.2 seconds, then, IMS PTC will be in waiting state as co-ordination signal is not received from EUTRA PTC. And, co-ordination signal was not sent because EUTRA PTC waiting with 1.2 delay.

Hence, f_IMS_IPCAN_ModifyConfig is moved after IMS registration. And introduced a delay to read the SIBs by UE before invoking the MO call in the testcase body.

	Summary of change
	Moved f_IMS_IPCAN_ModifyConfig() after f_ IMS_Registration()
Introduced delay after f_IMS_CC_ReleaseConnection()

	Source of change
	Common\IMS\IMS_SDP_Messages.ttcn

	MCC160 comments
	


Before change:

	  function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // @sic R5s140577 sic@
    f_IMS_Registration();

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);  /* @sic R5w140112 sic@ */

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }


After change :

	  function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_NULL);  // @sic R5s140334 sic@

    // @sic R5s140334 sic@

    f_IMS_CC_StartSignalling(IPCAN_InitialRegistration);

     // @sic R5s140577 sic@

    f_IMS_Registration();

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18); // 12.18 If UE does Registration quickly
    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);

    f_Delay(5.0); // To allow the SIBs to be read
    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);  /* @sic R5w140112 sic@ */

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }



