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	Reason for change:
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2 Corrections to HSDPA configuration for TDD
2.1 f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD/ f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD_r10/ f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_FDD_r11

	Function name
	f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD

	Reason for change
	For TDS, HS-SICH is used for transmission of ACK/NACK and CQI information, therefore its incorrect to configure HS_DPCCH (used for FDD)
Similar changes are required for f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD_r10
f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_FDD_r11

	Summary of change
	Removed cs_HS_DPCCHInfo as a parameter when configuring uplink dpch

	TTCN module
	

	MCC160 comments
	


Before:

	function f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD(UTRAN_CellId_Type                  p_CellId,
                                                  template (value) SS_ActivationTime p_ActTime) runs on UTRAN_PTC
  { // to downgrade Signalling Channels in DL to 3.4
    f_UTRAN_CPHY_RL_Modify (cas_RL_Modify_DPCHInfo_TDD (p_CellId,
                                                        tsc_DL_DPCH1,
                                                        cs_DPCHInfo_DL_TDD (cs_DL_DPCH_SRB_StandAlone_TDD),
                                                        p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_DL_DPCH1,
                                                 cs_TrChConfigTypeDCH_NoSHO,
                                                 cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,
                                                                                  cs_DCH_148_DL_TDD,
                                                                                  cs_TFCS_Cmpl0_1_Tx_TDD)));
    f_UTRAN_CMAC_Config(cas_CMAC_ReconfigInfo_TDD(utran_CellDedicated, // @sic R5s110683 sic@
                                                  tsc_DL_DPCH1,
                                                  cs_UE_Info(omit, omit),
                                                  cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_34_StandAlone_TDD,
                                                                          cs_TFCS_Cmpl0_1_Tx_TDD),
                                                  cs_TrLogMappingDL_4DCCH_TDD,
                                                  p_ActTime));
    // Configure HSDPA channels
    f_UTRAN_CPHY_RL_Setup(cas_RL_SetupInfo_TDD(p_CellId,
                                               tsc_HSPDSCH,
                                               cs_DL_Cell_DCH_HS_DSCH_PS_RAB_TDD(pc_HSDSCH_UE_Category_TDD,  // @sic R5w140207 sic@
                                                                                 cs_DL_HSPDSCH_Information_TDD(cs_HS_SCCH_Info_TDD,
                                                                                                               cs_HS_PDSCH_Midamble_Configuration_TDD128),
                                                                                 false),
                                               p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_HSPDSCH,
                                                 cs_TrChConfigTypeNonDCH,
                                                 cs_CphyTrchConfigReq_HS_DSCHMacdFlows_TDD(p_ActTime,
                                                                                           cs_HS_DSCHMacdFlows_TDD(cs_HARQ_Info_TDD,
                                                                                                                   cs_SS_AddOrReconfMAC_dFlow(cs_SS_MAC_hs_AddReconfQueue(cs_MAC_hs_AddReconfQueue)))))); // @sic R5s120397 sic@
    // To configure/Reconfigure MAC_HS in Explicit TFRC config mode.
    f_UTRAN_CMAC_MACHs_Config(p_CellId, cas_CMAC_MAChs_TFRC_ExplicitConfigReq_TDD(p_CellId));
    f_UTRAN_CMAC_Config(cas_CMAC_CfgInfo_TDD(p_CellId, // @sic R5s130604 sic@
                                             tsc_HSPDSCH,
                                             cs_UE_Info (omit, omit),
                                             cs_TrCHInfo_HS_DSCHMacdFlows_TDD(cs_HS_DSCHMacdFlows_TDD(cs_HARQ_Info_TDD, // @sic R5-113036 sic@
                                                                                                      cs_SS_AddOrReconfMAC_dFlow(cs_SS_MAC_hs_AddReconfQueue(cs_MAC_hs_AddReconfQueue)))), // @sic R5s120397 sic@
                                             cs_TrLogMappingDL_MAC_HS_TDD));
    // to modify UL DPCH (ul_DataRate = r64)
    f_UTRAN_CPHY_RL_Modify(cas_RL_Modify_DPCHInfo_TDD (p_CellId,
                                                       tsc_UL_DPCH1,
                                                       cs_DPCHInfo_UL_TDD (cs_UL_DPCH_64k_PS_TDD, cs_HS_DPCCHInfo),
                                                       p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_UL_DPCH1,
                                                 cs_TrChConfigTypeDCH_NoSHO,
                                                 cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,
                                                                                  cs_DCH_336_148_UL_Info_TDD,
                                                                                  cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx)));
    f_UTRAN_CMAC_Config(cas_CMAC_ReconfigInfo_TDD(utran_CellDedicated,  // @sic R5s130604 sic@
                                                  tsc_UL_DPCH1,
                                                  cs_UE_Info(omit, omit),
                                                  cs_TrChInfoUL_336_148_TDD,
                                                  cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB25),
                                                  p_ActTime));
  }
  


After:

	  function f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD(UTRAN_CellId_Type                  p_CellId,
                                                  template (value) SS_ActivationTime p_ActTime) runs on UTRAN_PTC
  { // to downgrade Signalling Channels in DL to 3.4
    f_UTRAN_CPHY_RL_Modify (cas_RL_Modify_DPCHInfo_TDD (p_CellId,
                                                        tsc_DL_DPCH1,
                                                        cs_DPCHInfo_DL_TDD (cs_DL_DPCH_SRB_StandAlone_TDD),
                                                        p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_DL_DPCH1,
                                                 cs_TrChConfigTypeDCH_NoSHO,
                                                 cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,
                                                                                  cs_DCH_148_DL_TDD,
                                                                                  cs_TFCS_Cmpl0_1_Tx_TDD)));
    f_UTRAN_CMAC_Config(cas_CMAC_ReconfigInfo_TDD(utran_CellDedicated, // @sic R5s110683 sic@
                                                  tsc_DL_DPCH1,
                                                  cs_UE_Info(omit, omit),
                                                  cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_34_StandAlone_TDD,
                                                                          cs_TFCS_Cmpl0_1_Tx_TDD),
                                                  cs_TrLogMappingDL_4DCCH_TDD,
                                                  p_ActTime));
    // Configure HSDPA channels
    f_UTRAN_CPHY_RL_Setup(cas_RL_SetupInfo_TDD(p_CellId,
                                               tsc_HSPDSCH,
                                               cs_DL_Cell_DCH_HS_DSCH_PS_RAB_TDD(pc_HSDSCH_UE_Category_TDD,  // @sic R5w140207 sic@
                                                                                 cs_DL_HSPDSCH_Information_TDD(cs_HS_SCCH_Info_TDD,
                                                                                                               cs_HS_PDSCH_Midamble_Configuration_TDD128),
                                                                                 false),
                                               p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_HSPDSCH,
                                                 cs_TrChConfigTypeNonDCH,
                                                 cs_CphyTrchConfigReq_HS_DSCHMacdFlows_TDD(p_ActTime,
                                                                                           cs_HS_DSCHMacdFlows_TDD(cs_HARQ_Info_TDD,
                                                                                                                   cs_SS_AddOrReconfMAC_dFlow(cs_SS_MAC_hs_AddReconfQueue(cs_MAC_hs_AddReconfQueue)))))); // @sic R5s120397 sic@
    // To configure/Reconfigure MAC_HS in Explicit TFRC config mode.
    f_UTRAN_CMAC_MACHs_Config(p_CellId, cas_CMAC_MAChs_TFRC_ExplicitConfigReq_TDD(p_CellId));
    f_UTRAN_CMAC_Config(cas_CMAC_CfgInfo_TDD(p_CellId, // @sic R5s130604 sic@
                                             tsc_HSPDSCH,
                                             cs_UE_Info (omit, omit),
                                             cs_TrCHInfo_HS_DSCHMacdFlows_TDD(cs_HS_DSCHMacdFlows_TDD(cs_HARQ_Info_TDD, // @sic R5-113036 sic@
                                                                                                      cs_SS_AddOrReconfMAC_dFlow(cs_SS_MAC_hs_AddReconfQueue(cs_MAC_hs_AddReconfQueue)))), // @sic R5s120397 sic@
                                             cs_TrLogMappingDL_MAC_HS_TDD));
    // to modify UL DPCH (ul_DataRate = r64)
    f_UTRAN_CPHY_RL_Modify(cas_RL_Modify_DPCHInfo_TDD (p_CellId,
                                                       tsc_UL_DPCH1,
                                                       cs_DPCHInfo_UL_TDD (cs_UL_DPCH_64k_PS_TDD),
                                                       p_ActTime));
    f_UTRAN_CPHY_TrCH_Config(cas_TrChCfgInfo_TDD(p_CellId,
                                                 tsc_UL_DPCH1,
                                                 cs_TrChConfigTypeDCH_NoSHO,
                                                 cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,
                                                                                  cs_DCH_336_148_UL_Info_TDD,
                                                                                  cs_TFCS_Cmpl0_1_2_3_4_5_6_7_8_9_Rx)));
    f_UTRAN_CMAC_Config(cas_CMAC_ReconfigInfo_TDD(utran_CellDedicated,  // @sic R5s130604 sic@
                                                  tsc_UL_DPCH1,
                                                  cs_UE_Info(omit, omit),
                                                  cs_TrChInfoUL_336_148_TDD,
                                                  cs_TrLogMappingUL_4DCCH_1DTCH_TDD(tsc_RB25),
                                                  p_ActTime));
  }



