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Introduction

Total Number of CRs agreed for this WI: 121. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
121 CR(s)
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5s140966
	36.523-3
	2501
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-177 EUTRA MDT Test cases 8.6.4.5
	TEI10_Test

	R5s141159
	36.523-3
	2502
	-
	F
	Rel-11
	12.0.0
	Correction to test case 9.1.5.1, function fl_TC_9_1_5_1_Body() in NAS_EMMInformation.ttcn
	TEI8_Test

	R5s141198
	36.523-3
	2503
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.4.8
	TEI11_Test

	R5s141200
	36.523-3
	2504
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.4.8
	TEI11_Test

	R5s141219
	36.523-3
	2505
	-
	F
	Rel-11
	12.0.0
	Corrrection to function f_GERAN_CreatePhyCombinedCellControlCh
	TEI8_Test

	R5s141228
	36.523-3
	2506
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 EUTRA RRC eMDT test case 8.6.2.10
	TEI11_Test

	R5s141230
	36.523-3
	2507
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 EUTRA RRC eMDT test case 8.6.2.10
	TEI11_Test

	R5s141233
	36.523-3
	2508
	-
	B
	Rel-11
	12.0.0
	Addition of GCF WI-162 EUTRA RRC Carrier Aggregation test case 8.2.4.16.1
	TEI10_Test

	R5s141235
	36.523-3
	2509
	-
	B
	Rel-11
	12.0.0
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.16.2
	TEI10_Test

	R5s141239
	36.523-3
	2510
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of GCF WI-191 LTE-A additional special subframe configuration test case 7.1.3.13
	TEI11_Test

	R5s141241
	36.523-3
	2511
	-
	F
	Rel-11
	12.0.0
	Correction to common function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu() for eMDT test cases
	TEI11_Test

	R5s141245
	36.523-3
	2512
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.2
	TEI10_Test

	R5s141247
	36.523-3
	2513
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.2.5.3
	TEI11_Test

	R5s141249
	36.523-3
	2514
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.4.17.3
	TEI11_Test

	R5s141251
	36.523-3
	2515
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.4.21.3
	TEI11_Test

	R5s141253
	36.523-3
	2516
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.3.1.17.3
	TEI11_Test

	R5s141255
	36.523-3
	2517
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.3.1.18.3
	TEI11_Test

	R5s141257
	36.523-3
	2518
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.3.1.22.3
	TEI11_Test

	R5s141259
	36.523-3
	2519
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.5.1.7.3
	TEI11_Test

	R5s141261
	36.523-3
	2520
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.2.3.3
	TEI11_Test

	R5s141263
	36.523-3
	2521
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.2.4.3
	TEI11_Test

	R5s141265
	36.523-3
	2522
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) Carrier Aggregation test case 8.2.4.23.3
	TEI11_Test

	R5s141267
	36.523-3
	2523
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of GCF WI-156 MFBI Idle Mode test case 6.1.2.21
	TEI9_Test

	R5s141269
	36.523-3
	2524
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A  Enhanced Minimization of Drive Tests (eMDT) Testcase 8.6.11.1
	TEI11_Test

	R5s141271
	36.523-3
	2525
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of GCF WI-177 EUTRA RRC test Case 8.6.7.1
	TEI10_Test

	R5s141275
	36.523-3
	2526
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.1
	TEI10_Test

	R5s141277
	36.523-3
	2527
	-
	F
	Rel-11
	12.0.0
	LTE_TDD :  Correction to GCF WI-086 EUTRA RRC test case 8.1.3.7
	TEI8_Test

	R5s141278
	36.523-3
	2528
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A Carrier Aggregation MAC test case 7.1.9.1.3
	TEI11_Test

	R5s141280
	36.523-3
	2529
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A Carrier Aggregation RRC test case 8.2.4.16.3
	TEI11_Test

	R5s141282
	36.523-3
	2530
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A Carrier Aggregation test case 8.2.4.18.3
	TEI11_Test

	R5s141284
	36.523-3
	2531
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A Carrier Aggregation test case 8.2.4.20.3
	TEI11_Test

	R5s141288
	36.523-3
	2532
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A (Rel-11) CA Handover from UTRAN test case 8.4.2.7.3
	TEI11_Test

	R5s141292
	36.523-3
	2533
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.2.12
	TEI11_Test

	R5s141294
	36.523-3
	2534
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.2.12
	TEI11_Test

	R5s141297
	36.523-3
	2535
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.4.9
	TEI11_Test

	R5s141299
	36.523-3
	2536
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.4.9
	TEI11_Test

	R5s141301
	36.523-3
	2537
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.6.6
	TEI11_Test

	R5s141303
	36.523-3
	2538
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.6.6
	TEI11_Test

	R5s141305
	36.523-3
	2539
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.8.5
	TEI11_Test

	R5s141307
	36.523-3
	2540
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.8.6
	TEI11_Test

	R5s141309
	36.523-3
	2541
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.8.6
	TEI11_Test

	R5s141311
	36.523-3
	2542
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.2.11
	TEI11_Test

	R5s141313
	36.523-3
	2543
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.2.11
	TEI11_Test

	R5s141317
	36.523-3
	2544
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-081 EUTRA RRC test case 8.5.1.4 and WI-082 EMM test case 9.2.3.1.9a
	TEI8_Test

	R5s141319
	36.523-3
	2545
	-
	B
	Rel-11
	12.0.0
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.1
	TEI10_Test

	R5s141324
	36.523-3
	2546
	-
	F
	Rel-11
	12.0.0
	Correction to function fl_IP_AddrServers_Stop
	TEI8_Test

	R5s141325
	36.523-3
	2547
	-
	F
	Rel-11
	12.0.0
	Correction to Importing of Parameters in UTRAN_RAB_Functions for LTE, POS and IMS test suites
	TEI8_Test

	R5s141327
	36.523-3
	2548
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-082 EUTRA ESM Test cases 10.4.1
	TEI8_Test

	R5s141331
	36.523-3
	2549
	-
	F
	Rel-11
	12.0.0
	LTE_TDD : Correction to EUTRA MAC TDD-SSC test cases 7.1.3.12, 7,1,3,12a, 7.1.3.13, 7.1.3.13a
	TEI11_Test

	R5s141332
	36.523-3
	2550
	-
	F
	Rel-11
	12.0.0
	Correction to common function f_GERAN_SwitchPowerOff()
	TEI8_Test

	R5s141334
	36.523-3
	2551
	-
	F
	Rel-11
	12.0.0
	Correction to WI-086 EUTRA Multi-layer test cases 13.1.2, 13.1.2a, 13.1.3, 13.1.15
	TEI8_Test

	R5s141338
	36.523-3
	2552
	-
	F
	Rel-11
	12.0.0
	Correction of LTE-A Carrier Aggregation test cases 8.3.1.18.x
	TEI10_Test

	R5s141339
	36.523-3
	2553
	-
	B
	Rel-11
	12.0.0
	Addition of GCF WI-154 IMS Emergency Call test case 11.2.3
	TEI9_Test

	R5s141345
	36.523-3
	2554
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-154 IMS Emergency Call over EPS test case 11.2.1
	TEI9_Test

	R5s141349
	36.523-3
	2555
	-
	F
	Rel-11
	12.0.0
	Correction to f_EUTRA_CA_InitFrequenciesInterBand() function for CA_3A-7A_Rev band combination
	TEI11_Test

	R5s141352
	36.523-3
	2556
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.3
	TEI11_Test

	R5s141354
	36.523-3
	2557
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.7
	TEI11_Test

	R5s141358
	36.523-3
	2558
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.1
	TEI11_Test

	R5s141361
	36.523-3
	2559
	-
	F
	Rel-11
	12.0.0
	Correction to EUTRA multilayer aSRVCC test case 13.4.3.28
	TEI10_Test

	R5s141363
	36.523-3
	2561
	-
	F
	Rel-11
	12.0.0
	Correction to function f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD
	TEI8_Test

	R5s141364
	36.523-3
	2562
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.2
	TEI11_Test

	R5s141365
	36.523-3
	2563
	-
	F
	Rel-11
	12.0.0
	LTE_TDD : Correction to Multilayer  test case 13.4.2.4
	TEI8_Test

	R5s141366
	36.523-3
	2564
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-150 MFBI Testcase 6.1.2.20
	TEI9_Test

	R5s141367
	36.523-3
	2565
	-
	F
	Rel-11
	12.0.0
	Correction of QCI value in EPS bearer context no.2
	TEI8_Test

	R5s141368
	36.523-3
	2566
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-8 EUTRA Idle Mode LTE<>GERAN test case 6.2.3.29
	TEI8_Test

	R5s141371
	36.523-3
	2567
	-
	F
	Rel-11
	12.0.0
	Correction to LTE-A CA test cases 8.2.4.16.x, 8.2.4.18.3 and 8.2.4.20.3
	TEI10_Test

	R5s141373
	36.523-3
	2569
	-
	F
	Rel-11
	12.0.0
	Correction to LTE-A CA test case 7.1.9.1.3
	TEI11_Test

	R5s141374
	36.523-3
	2570
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-164 eMBMS test case 17.1.3
	TEI9_Test

	R5s141375
	36.523-3
	2571
	-
	B
	Rel-11
	12.0.0
	Addition of GCF WI-103 ESM test case 10.4.2
	TEI8_Test

	R5s141384
	36.523-3
	2572
	-
	F
	Rel-11
	12.0.0
	Correction to LTE-GERAN aSRVCC test cases 13.4.3.26 & 13.4.3.28
	TEI10_Test

	R5s141385
	36.523-3
	2573
	-
	B
	Rel-11
	12.0.0
	LTE_TDD : Addition of GCF WI-172 LTE-GERAN aSRVCC test case 13.4.3.26
	TEI10_Test

	R5s141387
	36.523-3
	2574
	-
	B
	Rel-11
	12.0.0
	LTE_TDD : Addition of GCF WI-172 LTE-GERAN aSRVCC test case 13.4.3.28
	TEI10_Test

	R5s141389
	36.523-3
	2575
	-
	F
	Rel-11
	12.0.0
	Corrections to coordinate XID and IPv6 procedures
	TEI8_Test

	R5s141394
	36.523-3
	2577
	-
	F
	Rel-11
	12.0.0
	Correction to EUTRA RRC Inter-mode test case 8.2.4.15a
	TEI9_Test

	R5s141395
	36.523-3
	2578
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A CA MAC test case 7.1.3.11.3
	TEI11_Test

	R5s141397
	36.523-3
	2579
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.8.5
	TEI11_Test

	R5s141399
	36.523-3
	2580
	-
	F
	Rel-11
	12.0.0
	Corrections to IMS emergency call test case 11.2.5
	TEI9_Test

	R5s141400
	36.523-3
	2581
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-082 SMS over SGs test cases 11.1.3, 11.1.4, 11.1.5, 11.1.6
	TEI8_Test

	R5s150001
	36.523-3
	2582
	-
	F
	Rel-11
	12.0.0
	Updates to multi-PDNs implementation for CDMA2000-related procedures
	TEI11_Test

	R5s150003
	36.523-3
	2583
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-8 EUTRA Idle Mode LTE<>GERAN test case 6.2.3.26
	TEI8_Test

	R5s150005
	36.523-3
	2584
	-
	B
	Rel-11
	12.0.0
	Addition of EMM test case 9.2.1.1.29
	TEI9_Test

	R5s150007
	36.523-3
	2585
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation MAC test case 7.1.9.1.2
	TEI10_Test

	R5s150009
	36.523-3
	2586
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-086 EMM test case 9.2.3.3.1
	TEI8_Test

	R5s150010
	36.523-3
	2587
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-081 Idle mode test cases 6.1.1.4, 6.1.1.6 and 6.1.1.6a.
	TEI8_Test

	R5s150019
	36.523-3
	2588
	-
	F
	Rel-11
	12.0.0
	Correction to LTE-GERAN test case 6.2.3.1a
	TEI9_Test

	R5s150026
	36.523-3
	2589
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.1, 17.4.1a, 17.4.3, 17.4.3a 17.4.4
	TEI11_Test

	R5s150031
	36.523-3
	2590
	-
	F
	Rel-11
	12.0.0
	Corrections for LTE test case execution with IMS-enabled device
	TEI8_Test

	R5s150034
	36.523-3
	2591
	-
	F
	Rel-11
	12.0.0
	Correction to EUTRA test cases 8.2.4.14a and 8.2.4.15
	TEI9_Test

	R5s150036
	36.523-3
	2592
	-
	F
	Rel-11
	12.0.0
	Corrections for eMDT test case 8.6.2.3a and 8.6.2.10
	TEI11_Test

	R5s150037
	36.523-3
	2593
	-
	F
	Rel-11
	12.0.0
	Correction to LTE-A Carrier Aggregation Enhancement test cases
	TEI11_Test

	R5s150038
	36.523-3
	2594
	-
	F
	Rel-11
	12.0.0
	Implementation of Prose CR R5-145793
	TEI11_Test

	R5s150053
	36.523-3
	2595
	-
	F
	Rel-11
	12.0.0
	Corrections to IMS emergency call test case 11.2.3
	TEI9_Test

	R5s150057
	36.523-3
	2596
	-
	F
	Rel-11
	12.0.0
	Corrections to EUTRA Testcases with IMS enabled UE
	TEI8_Test

	R5s150062
	36.523-3
	2597
	-
	B
	Rel-11
	12.0.0
	Addition of EUTRA DRX Testcase 7.1.6.3
	TEI8_Test

	R5s150066
	36.523-3
	2598
	-
	B
	Rel-11
	12.0.0
	LTE_TDD:Addition of EUTRA DRX Testcase 7.1.6.3
	TEI8_Test

	R5s150070
	36.523-3
	2599
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-162 LTE-A CA test cases 7.1.9.1.x
	TEI10_Test

	R5s150071
	36.523-3
	2600
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-087 EUTRA EMM test case 9.2.1.2.1b
	TEI8_Test

	R5s150074
	36.523-3
	2601
	-
	F
	Rel-11
	12.0.0
	Correction for IP_PTC for IMS-enabled UEs
	TEI8_Test

	R5s150076
	36.523-3
	2602
	-
	B
	Rel-11
	12.0.0
	Addition of Rel-11 LTE-A eMDT test case 8.6.4.10
	TEI11_Test

	R5s150078
	36.523-3
	2603
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of Rel-11 LTE-A eMDT test case 8.6.4.10
	TEI11_Test

	R5s150081
	36.523-3
	2604
	-
	F
	Rel-11
	12.0.0
	Correction to GCF WI-159 LTE<> 1xRTT testcase 13.4.4.1
	TEI9_Test

	R5s150082
	36.523-3
	2605
	-
	F
	Rel-11
	12.0.0
	Multi-PDN related correction to EUTRA RRC test case 8.1.2.8
	TEI8_Test

	R5s150089
	36.523-3
	2606
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE Advanced eMBMS-SC test case 17.4.2 & 17.4.2a
	TEI11_Test

	R5s150090
	36.523-3
	2607
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-178 LTE Advanced eMBMS-SC test case 17.4.7
	TEI11_Test

	R5s150092
	36.523-3
	2608
	-
	B
	Rel-11
	12.0.0
	Addition of RFT-117 EUTRA MFBI Testcase 6.2.3.35
	TEI10_Test

	R5s150096
	36.523-3
	2609
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.2.2.4.3
	TEI11_Test

	R5s150098
	36.523-3
	2610
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.2.2.5.3
	TEI11_Test

	R5s150100
	36.523-3
	2611
	-
	B
	Rel-11
	12.0.0
	LTE_TDD:Addition of LTE-A Carrier Aggregation test case 8.2.4.18.3
	TEI11_Test

	R5s150102
	36.523-3
	2612
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.17.3
	TEI11_Test

	R5s150104
	36.523-3
	2613
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.18.3
	TEI11_Test

	R5s150106
	36.523-3
	2614
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.22.3
	TEI11_Test

	R5s150108
	36.523-3
	2615
	-
	B
	Rel-11
	12.0.0
	LTE_TDD:Addition of LTE-A Carrier Aggregation test case 8.5.1.7.3
	TEI11_Test

	R5s150113
	36.523-3
	2616
	-
	B
	Rel-11
	12.0.0
	LTE_TDD: Addition of LTE-A Carrier Aggregation MAC test case 7.1.9.1.3
	TEI11_Test

	R5s150118
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	-
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	Rel-11
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	Further correction for LTE TC execution with IMS-enabled devices
	TEI8_Test

	R5s150119
	36.523-3
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	Rel-11
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	LTE_TDD: Addition of Rel-11 LTE_CA_enh test case 8.4.2.7.3
	TEI11_Test

	R5s150121
	36.523-3
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	-
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	Rel-11
	12.0.0
	Addition of GEA4 and A5/4 ciphering algorithms
	TEI9_Test

	R5s150122
	36.523-3
	2620
	-
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	Rel-11
	12.0.0
	Correction of GCF WI-87 EUTRA<>GERAN Testcase 6.2.3.28
	TEI8_Test

	R5s150123
	36.523-3
	2621
	-
	F
	Rel-11
	12.0.0
	Correction of GCF WI-87 EUTRA<>GERAN Testcase 6.2.3.29
	TEI8_Test

	R5s150133
	36.523-3
	2622
	-
	B
	Rel-11
	12.0.0
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.9
	TEI10_Test

	R5s150135
	36.523-3
	2623
	-
	B
	Rel-11
	12.0.0
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.11
	TEI10_Test

	R5s150137
	36.523-3
	2624
	-
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	Rel-11
	12.0.0
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.13
	TEI10_Test
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