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8.2.2.3
CA / RRC connection reconfiguration / SCell addition/modification/release / Success
8.2.2.3.1
CA / RRC connection reconfiguration / SCell addition/modification/release / Success / Intra-band Contiguous CA
8.2.2.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing sCellToAddModList with a SCell addition }

    then { UE adds the new SCell, configures lower layers to consider the SCell to be in deactivated state and sends an RRCConnectionReconfigurationComplete message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing sCellToAddModList with SCell modification }

    then { UE modifies the affected SCell dedicated configurations and sends an RRCConnectionReconfigurationComplete message }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing sCellToReleaseList with a sCellIndex equling to one of the current UE SCell configuration }

    then { UE releases this SCell and sends an RRCConnectionReconfigurationComplete message }

            }

8.2.2.3.1.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3, 5.3.10.3a and 5.3.10.3b

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b; 
…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
[TS 36.331, clause 5.3.10.3a]

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;
[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;
8.2.2.3.1.3
Test Description

8.2.2.3.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell3 is the SCell to be added.
-
Cell 3 is an Inactive SCell according to [18] cl. 6.3.4.
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.2.3.1.3.2
Test procedure sequence
Table 8.2.2.3.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while the configuration marked "T1" and "T2" are applied at the point indicated in the Main behaviour description in Table 8.2.2.3.1.3.2-2.

Table 8.2.2.3.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	Off
	The power level values are such that camping on Cell 1 is guarantee.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy the leave condition for event A3 (M3 < M1).


Table 8.2.2.3.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter Frequency measurement.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS changes Cell 3 parameters according to the row "T1" in table 8.2.2.3.1.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	5
	The SS transmits an RRCConnectionReconfiguration message containing an sCellToAddModList with SCell Cell 3 addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	6
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	7
	The SS transmits an RRCConnectionReconfiguration message containing an sCellToAddModList with SCell Cell 3 modification and including measConfig to release measurement gap. 
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	2
	P

	9
	The SS changes Cell 3 parameters according to the row "T2" in table 8.2.2.3.1.3.2-1.
	-
	-
	-
	-

	10
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	11
	The SS transmits an RRCConnectionReconfiguration message containing an sCellToReleaseList with an sCellIndex equalling to the Cell 3 cell index in the current UE configuration. 
	<--
	RRCConnectionReconfiguration
	-
	-

	12
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	3
	P

	13
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1
	-


8.2.2.3.1.3.3
Specific message contents
Table 8.2.2.3.1.3.3-0: Conditions for specific message contents
in Tables 8.2.2.3.1.3.3-7, 8.2.2.3.1.3.3-8 and 8.2.2.3.1.3.3-11

	Condition
	Explanation

	Uplink_CA
	The UE supports carrier aggregation in UL under the test band.


Table 8.2.2.3.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8 with condition MEAS


Table 8.2.2.3.1.3.3-2: MeasConfig (Table 8.2.2.3.1.3.3-1)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	Cell 3
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-3: ReportConfig-A3 (step 1, Table 8.2.2.3.1.3.2-2)
	Derivation Path: 36.508 clause 4.6.6 table 4.6.6-6

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA SEQUENCE {
	
	
	

	          a3-Offset
	-24 (-12 dB)
	
	

	          reportOnLeave
	TRUE
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-4: MeasurementReport (step 4, Table 8.2.2.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	Report Cell 3
	

	              physCellId [1]
	physicalCellId of Cell 3
	
	

	              cgi-Info [1] SEQUENCE {}
	Not present
	
	

	              measResult [1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9 SEQUENCE {}
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9 SEQUENCE {}
	Not present
	
	

	          locationInfo-r10 SEQUENCE {}
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-5: RRCConnectionReconfiguration (step 5, Table 8.2.2.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-6: SCellToAddMod-r10-f2-Add (Table 8.2.2.3.1.3.3-5)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-7: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.2.3.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	  Ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	OP
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-8: RadioResourceConfigDedicatedSCell-r10-f2 (Table 8.2.2.3.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	    ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	      antennaInfoUL-r10
	Not present
	
	

	      pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	      uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	      cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	      soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	      soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	      soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-9: RRCConnectionReconfiguration (step 7, Table 8.2.2.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig SEQUENCE {
	
	
	

	          measGapConfig CHOICE {
	
	
	

	            release
	NULL
	
	

	          }
	
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Mod
	SCell modification for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-10: SCellToAddMod-r10-f2-Mod (Table 8.2.2.3.1.3.3-9)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10
	Not present
	
	

	  radioResourceConfigCommonSCell-r10
	Not present
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2-Mod
	
	pc_FeatrGrp_102

	}
	
	
	


Table 8.2.2.3.1.3.3-11: RadioResourceConfigDedicatedSCell-r10-f2-Mod (Table 8.2.2.3.1.3.3-10)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    nonUL-Configuration-r10 SEQUENCE {
	
	
	

	      antennaInfo-r10 SEQUENCE {
	
	
	

	        antennaPortsCount
	an2
	
	

	      }
	
	
	

	      crossCarrierSchedulingConfig-r10
	Not present
	
	

	      csi-RS-Config-r10
	Not present
	
	

	      pdsch-ConfigDedicated-r10
	Not present
	
	

	    }
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	    ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	      antennaInfoUL-r10 SEQUENCE {
	
	
	

	        transmissionModeUL-r10
	tm1
	
	

	        fourAntennaPortActivated-r10
	Not present
	OP setup
	

	      }
	
	
	

	      pusch-ConfigDedicatedSCell-r10
	PUSCH-ConfigDedicated-DEFAULT
	
	

	      uplinkPowerControlDedicatedSCell-r10
	Not present
	
	

	      cqi-ReportConfigSCell-r10
	Not present
	
	

	      soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	
	SoundingRS-UL-ConfigDedicated-Mod
	
	pc_FeatrGrp_113

	      soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	
	SoundingRS-UL-ConfigDedicated-v1020-Mod
	
	pc_FeatrGrp_113

	      soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-11A: SoundingRS-UL-ConfigDedicated-Mod (Table 8.2.2.3.1.3.3-11)
	Derivation Path: 36.508, Table 4.6.3-22

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated ::= CHOICE{
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw3
	
	

	    srs-HoppingBandwidth
	hbw3
	
	

	    freqDomainPosition
	0
	
	

	    duration
	TRUE
	
	

	    srs-ConfigIndex
	7
	
	

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-11B: SoundingRS-UL-ConfigDedicated-v1020-Mod (Table 8.2.2.3.1.3.3-11)
	Derivation Path: 36.331, clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  srs-AntennaPort-r10
	an1
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-12: MeasurementReport (step 10, Table 8.2.2.3.1.3.2-2)

	Derivation path: 36.508 4.6.1 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.3.1.3.3-13: RRCConnectionReconfiguration (step 11, Table 8.2.2.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10 SEQUENCE (SIZE (1..maxSCell-r10) OF SEQUENCE {
	1 entry
	
	

	                sCellIndex-r10[1]
	1
	SCell release for Cell 3
	

	              }
	
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.3.2
CA / RRC connection reconfiguration / SCell addition/modification/release / Success / Inter-Band CA
8.2.2.3.2.1
Test Purpose (TP)

Same as TC 8.2.2.3.1 but applied to Inter-band CA case.
8.2.2.3.2.2
Conformance requirements

Same as TC 8.2.2.3.1 but applied to Inter-band CA case.
8.2.2.3.2.3
Test description

8.2.2.3.2.3.1
Pre-test conditions

Same as test case 8.2.2.3.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3
-
Cell 10 is an Inactive SCell according to [18] cl. 6.3.4
8.2.2.3.2.3.2
Test procedure sequence

Same as test case 8.2.2.3.1 with the following differences:

-
CA configuration: Inter-band CA replaces Inter-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3.
8.2.2.3.2.3.3
Specific message contents
Table 8.2.2.3.2.3.3-1: MeasConfig (Table 8.2.2.3.1.3.3-1)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f5
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f5)
	Cell 10
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f5
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.3.3
CA / RRC connection reconfiguration / SCell addition/ modification/release / Success / Intra-band non-contiguous CA

The scope and description of the present TC is the same as test case 8.2.2.3.1 with the following differences:

-
CA configuration Intra-band non-contiguous CA replaces Intra-band Contiguous CA


8.2.2.4
CA / RRC connection reconfiguration / SCell SI change / Success
8.2.2.4.1
CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band Contiguous CA
8.2.2.4.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state with SCell(s) configured }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message including sCellToReleaseList and sCellToAddModList with the same concerned SCell to release and add, and with the change of the relevant system information of the configured SCell }

    then { UE first releases the concerned SCell and then adds the concerned SCell, configures lower layers to consider the concerned SCell to be in deactivated state and sends an RRCConnectionReconfigurationComplete message }

            }
8.2.2.4.1.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.2.1.1, clauses 5.3.5.3, 5.3.10.3a and 5.3.10.3b.
[TS 36.331, clause 5.2.1.1]
The UE applies the system information acquisition and change monitoring procedures for the PCell only. For an SCell, E-UTRAN provides, via dedicated signalling, all system information relevant for operation in RRC_CONNECTED when adding the SCell. Upon change of the relevant system information of a configured SCell, E-UTRAN releases and subsequently adds the concerned SCell, which may be done with a single RRCConnectionReconfiguration message.

NOTE 2:
E-UTRAN may configure via dedicated signalling different parameter values than the ones broadcast in the concerned SCell.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b; 
…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
[TS 36.331, clause 5.3.10.3a]

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;
[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;
8.2.2.4.1.3
Test Description

8.2.2.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added.
-
Cell 3 is an Inactive SCell according to [18] cl. 6.3.4
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.2.4.1.3.2
Test procedure sequence

Table 8.2.2.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToAddModList with Cell 3 as SCell addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToReleaseList with a SCell release and a sCellToAddModList with a SCell addition for SCell relevant system information changes, the SCellIndex-r10 in both IEs indicate the same SCell as configured in step 1. 
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P


8.2.2.4.1.3.3
Specific message contents
Table 8.2.2.4.1.3.3-0: Conditions for specific message contents
in Tables 8.2.2.4.1.3.3-3, 8.2.2.4.1.3.3-4 and 8.2.2.4.1.3.3-7

	Condition
	Explanation

	Uplink_CA
	The UE supports carrier aggregation in UL under the test band.


Table 8.2.2.4.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.4.1.3.2-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-2: SCellToAddMod-r10-f2-Add (Table 8.2.2.4.1.3.3-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-3: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.2.4.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-4: RadioResourceConfigDedicatedSCell-r10-f2 (Table 8.2.2.4.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	    ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	      antennaInfoUL-r10
	Not present
	
	

	      pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	      uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	      cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	      soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	      soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	      soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-5: RRCConnectionReconfiguration (step 3, Table 8.2.2.4.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10 SEQUENCE (SIZE (1..maxSCell-r10) OF SEQUENCE {
	1 entry
	
	

	                sCellIndex-r10[1]
	1
	SCell release for Cell 3
	

	              }
	
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add-SIchange
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-6: SCellToAddMod-r10-f2-Add-SIchange (Table 8.2.2.4.1.3.3-5)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2-SIchange
	
	

	}
	
	
	


Table 8.2.2.4.1.3.3-7: RadioResourceConfigCommonSCell-r10-f2-SIchange (Table 8.2.2.4.1.3.3-6)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	    antennaInfoCommon-r10 SEQUENCE {
	
	
	

	      antennaPortsCount
	an1
	
	

	    }
	
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	Uplink_CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Same uplink EARFCN as used for Cell 3
	
	FDD

	
	Not present
	
	TDD

	      ul-Bandwidth-r10
	Same uplink system bandwidth as used for Cell 3
	optional
	FDD

	
	Not present
	
	TDD

	      additionalSpectrumEmissionSCell-r10
	Same additionalSpectrumEmission as used for Cell 3
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.4.2
CA / RRC connection reconfiguration / SCell SI change / Success / Inter-Band CA
The scope and description of the present TC is the same as test case 8.2.2.4.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3
-
Cell 10 is an Inactive SCell according to [18] cl. 6.3.4
8.2.2.4.3
CA / RRC connection reconfiguration / SCell SI change / Success / Intra-band non-contiguous CA
The scope and description of the present TC is the same as test case 8.2.2.4.1 with the following differences:

-
CA configuration Intra-band non-contiguous CA replaces Intra-band Contiguous CA


8.2.2.5
CA / RRC connection reconfiguration / SCell addition without UL / Success
8.2.2.5.1
CA / RRC connection reconfiguration / SCell addition without UL / Success / Intra-band Contiguous CA
8.2.2.5.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing sCellToAddModList with SCell addition without UL carrier }

    then { UE adds the new SCell and sends an RRCConnectionReconfigurationComplete message }

            }

8.2.2.5.1.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3, 5.3.10.3b.

[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b; 
…

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;
8.2.2.5.1.3
Test Description

8.2.2.5.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added.
-
Cell 3 is an Inactive SCell according to [18] cl. 6.3.4
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.2.5.1.3.2
Test procedure sequence

Table 8.2.2.5.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing a sCellToAddModList with SCell Cell 3 addition without UL carrier. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete
	1
	P


8.2.2.5.1.3.3
Specific message contents
Table 8.2.2.5.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.5.1.3.2-1)

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2-Add
	SCell addition for Cell 3 without UL carrier
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.2.5.1.3.3-2: SCellToAddMod-r10-f2-Add (Table 8.2.2.5.1.3.3-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-f2
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.2.5.1.3.3-3: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.2.5.1.3.3-2)

	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	  Ul-Configuration-r10
	Not present
	
	

	}
	
	
	


Table 8.2.2.5.1.3.3-4: RadioResourceConfigDedicatedSCell-r10-f2 (Table 8.2.2.5.1.3.3-2)

	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10 SEQUENCE {
	
	
	

	    ul-Configuration-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


8.2.2.5.2
CA / RRC connection reconfiguration / SCell addition without UL / Success / Inter-band CA
The scope and description of the present TC is the same as test case 8.2.2.5.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3
8.2.2.5.3
CA / RRC connection reconfiguration / SCell addition without UL / Success / Intra-band non-Contiguous CA

The scope and description of the present TC is the same as test case 8.2.2.5.1 with the following differences:

-
CA configuration: Intra-band non-Contiguous CA replaces Intra-band Contiguous CA

<<< Text skipped here>>>
8.2.4.17
CA / RRC connection reconfiguration / Handover / Success / PCell Change and SCell addition
8.2.4.17.1
CA / RRC connection reconfiguration / Handover / Success / PCell Change and SCell addition / Intra-band Contiguous CA
8.2.4.17.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA frequency to be handover to one of the SCell and sCellToAddModList with an SCell addition }

    then { UE transmits an RRCConnectionReconfigurationComplete message }

            }

8.2.4.17.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and plmn-Identity stored in VarRLF-Report is equal to the RPLMN:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:

3>
include the logMeasAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

8.2.4.17.1.3
Test description

8.2.4.17.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell and Cell 3 SCell
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.17.1.3.2
Test procedure sequence

Table 8.2.4.17.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.17.1.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	Off
	The power level values are such that camping on Cell 1 is guarantee.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	 Power levels are such that entry condition for event A3 (measId 1) is satisfied:
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Table 8.2.4.17.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message including sCellToAddModList with Cell 3 as SCell addition. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup event A3 reporting configuration.
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	5
	The SS changes Cell 3 parameters according to the row "T1" in table 8.2.4.17.1.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform handover to Cell 3 with Cell 1 as SCell addition at the same time.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 3 to confirm the successful completion of the handover and SCell addition of Cell 1?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 3?
	-
	-
	1
	-


8.2.4.17.1.3.3
Specific message contents
Table 8.2.4.17.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.17.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f2
	SCell addition for Cell 3
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-2: SCellToAddMod-r10-f2 (Table 8.2.4.17.1.3.3-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10[1]
	1
	
	

	  cellIdentification-r10[1] SEQUENCE {
	
	
	

	    physCellId-r10[1]
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10[1]
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10[1]
	RadioResourceConfigCommonSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-3: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.4.17.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-4: Void
Table 8.2.4.17.1.3.3-5: RRCConnectionReconfiguration (step 3, Table 8.2.4.17.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.17.1.3.3-6: MeasConfig (Table 8.2.4.17.1.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1 condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	Cell 3
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-7: MeasurementReport (step 6, Table 8.2.4.17.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	physicalCellId of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-8: RRCConnectionReconfiguration (step 7, Table 8.2.4.17.1.3.2-2)
	Derivation Path: 36.508 Table 4.6.1-8 condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	
	
	

	                SCellIndex-r10[1]
	1
	
	

	              }
	
	
	

	              sCellToAddModList-r10
	SCellToAddMod-r10-f1
	SCell addition for Cell 1
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-9: MobilityControlInfo (Table 8.2.4.17.1.3.3-8)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 3
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-10: SCellToAddMod-r10-f1 (Table 8.2.4.17.1.3.3-8)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10[1]
	1
	
	

	  cellIdentification-r10[1] SEQUENCE {
	
	
	

	    physCellId-r10[1]
	Physical Cell Identity of Cell 1
	
	

	    dl-CarrierFreq-r10[1]
	Same downlink EARFCN as used for Cell 1
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10[1]
	RadioResourceConfigCommonSCell-r10-f1
	
	

	}
	
	
	


Table 8.2.4.17.1.3.3-11: RadioResourceConfigCommonSCell-r10-f3 (Table 8.2.4.17.1.3.3-10)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 1
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.17.2
CA / RRC connection reconfiguration / Handover / Success / PCell Change and SCell addition / Inter-band CA
The scope and description of the present TC is the same as test case 8.2.4.17.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3
8.2.4.17.3
CA / RRC connection reconfiguration / Handover / Success / PCell Change and SCell addition / Intra-band non-contiguous CA
The scope and description of the present TC is the same as test case 8.2.4.17.1 with the following differences:

-
CA configuration: Intra-band non-contiguous CA replaces Intra-band Contiguous CA.

<<< Text skipped here>>>

8.2.4.19

CA / RRC connection reconfiguration / Handover / Success / PCell Change / SCell no Change

8.2.4.19.1
CA / RRC connection reconfiguration / Handover / Success / PCell Change / SCell no Change / Intra-band Contiguous CA
8.2.4.19.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure, performed the inter-frequency measurement and configured an SCell }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including mobilityControlInfo indicating change of the PCell and sCellToAddModList with an SCell same from configured SCell representing an intra-band contiguous CA }

    then { UE sends an RRCConnectionReconfigurationComplete message and does not change SCell }

            }

8.2.4.19.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in TS 36.331, clauses 5.3.5.4 and 5.3.10.3b.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and plmn-Identity stored in VarRLF-Report is equal to the RPLMN:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:

3>
include the logMeasAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

[TS 36.331, clause 5.3.10.3b]

The UE shall:

1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the cellIdentification, in accordance with the received radioResourceConfigCommonSCell and radioResourceConfigDedicatedSCell;

2>
configure lower layers to consider the SCell to be in deactivated state;

1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the received radioResourceConfigDedicatedSCell;

8.2.4.19.1.3
Test description

8.2.4.19.1.3.1
Pre-test conditions

System Simulator:

-
Cell 3 is the PCell, Cell 1 is the SCell to be added and Cell 6 is the inter-frequency neighbour cell. 

-
Cell 1 is an Inactive SCell according to [18] cl. 6.3.4
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 3 according to [18].

8.2.4.19.1.3.2
Test procedure sequence

Table 8.2.4.19.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.19.1.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 6
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	-97
	The power level values are such that measurement results for Cell 3 (M1) and Cell 1 (M2) do not satisfy entry condition for event A3 (M2 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	-79
	The power level values are such that measurement results for Cell 3 (M1) and Cell 6 (M3) satisfy entry condition for event A3 (M3 > M1).


Table 8.2.4.19.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 3 to configure Cell 1 as an SCell.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 3.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message to setup inter-frequency measurement reporting for event A3 on Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 3.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	5
	The SS changes Cell 6 level according to row "T1" in Table 8.2.4.19.1.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 3 to report event A3.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message to perform inter-frequency handover.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 6?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 6?
	-
	-
	1
	-


8.2.4.19.1.3.3
Specific message contents

Table 8.2.4.19.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.19.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 8.2.4.19.1.3.3-2: SCellToAddMod-r10 (Table 8.2.4.19.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 1
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.19.1.3.3-3: RadioResourceConfigCommonSCell-r10 (Table 8.2.4.19.1.3.3-2)

	Derivation Path: 36.508, Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 1
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.2.4.19.1.3.3-4: Void
Table 8.2.4.19.1.3.3-5: RRCConnectionReconfiguration (step 3, Table 8.2.4.19.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.19.1.3.3-6: MeasConfig (Table 8.2.4.19.1.3.3-5)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	    measObjectId[3]
	IdMeasObject-f3
	
	

	    measObject[3]
	MeasObjectEUTRA-GENERIC(f3)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModListSEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f3
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.19.1.3.3-6A : ReportConfig-A3 (Table 8.2.4.19.1.3.3-6)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-6

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	      triggerType CHOICE {
	
	
	

	         event SEQUENCE {
	
	
	

	            timeToTrigger
	ms2560
	
	

	         }
	
	
	

	      }
	
	
	

	    }
	
	
	


Table 8.2.4.19.1.3.3-7: MeasurementReport (step 6, Table 8.2.4.19.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell SEQUENCE {
	
	Cell 3
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 6
	Cell 6
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	1 entry
	
	

	            servFreqId-r10[1]
	1
	
	

	            measResultSCell-r10[1] SEQUENCE {
	
	Cell 1
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	            measResultBestNeighCell-r10[1]
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.19.1.3.3-7: RRCConnectionReconfiguration (step 7, Table 8.2.4.19.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.19.1.3.3-8: MobilityControlInfo (Table 8.2.4.19.1.3.3-7)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 6
	
	

	  carrierFreq
	Same DL EARFCN as used for Cell 6
	
	

	}
	
	
	


8.2.4.19.2
CA / RRC connection reconfiguration / Handover / Success / PCell Change / SCell no Change / Inter-band CA

The scope and description of the present TC is the same as test case 8.2.4.19.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 1& Cell 1 replaces Cell 6.
-
Cell 10 is an Inactive SCell according to [18] cl. 6.3.4
8.2.4.19.3
CA / RRC connection reconfiguration / Handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA

The scope and description of the present TC is the same as test case 8.2.4.19.1 with the following differences:

-
CA configuration: Intra-band non-contiguous CA replaces Intra-band Contiguous CA.

<<< Text skipped here>>>

8.2.4.21
CA / RRC connection reconfiguration / Handover / Success / SCell release

8.2.4.21.1
CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-band Contiguous CA

8.2.4.21.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure, performed the inter-frequency measurement and configured an SCell }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and including sCellToReleaseList with an sCellIndex set to the configured SCell }

    then { UE sends an RRCConnectionReconfigurationComplete message }

            }

8.2.4.21.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.4 and 5.3.10.3a.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and plmn-Identity stored in VarRLF-Report is equal to the RPLMN:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:

3>
include the logMeasAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

[TS 36.331, clause 5.3.10.3a]

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList:

2>
for each sCellIndex value included in the sCellToReleaseList:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1>
if the release is triggered by RRC connection re-establishment:

2>
release all SCells that are part of the current UE configuration;

8.2.4.21.1.3
Test description

8.2.4.21.1.3.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell, Cell 3 is the SCell to be added and Cell 6 is the inter-frequency neighbour cell of PCell.
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.21.1.3.2
Test procedure sequence

Table 8.2.4.21.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.21.1.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3
	Cell 6
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 6 (M6) do not satisfy entry condition for event A5.

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 6 (M6) satisfy entry condition for event A5.


Table 8.2.4.21.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to configure Cell 3 as an SCell.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message to setup inter-frequency measurement reporting for event A5 on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	5
	The SS changes Cell 6 level according to row "T1" in Table 8.2.4.21.1.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 1 to report event A5.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message to perform inter-frequency handover to Cell 6 and release SCell Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 6?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	9
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicates that the UE is in E-UTRA RRC_CONNECTED state on Cell 6?
	-
	-
	1
	-


8.2.4.21.1.3.3
Specific message contents

Table 8.2.4.21.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.4.21.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 8.2.4.21.1.3.3-2: SCellToAddMod-r10 (Table 8.2.4.21.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 3
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-3: RadioResourceConfigCommonSCell-r10 (Table 8.2.4.21.1.3.3-2)

	Derivation Path: 36.508, Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-4: RRCConnectionReconfiguration (step 3, Table 8.2.4.21.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition MEAS


Table 8.2.4.21.1.3.3-5: MeasConfig (Table 8.2.4.21.1.3.3-4)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	Cell 3
	

	    measObjectId[3]
	IdMeasObject-f3
	
	

	    measObject[3]
	MeasObjectEUTRA-GENERIC(f3)
	Cell 6
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A5
	
	

	    reportConfig[1]
	ReportConfig-A5
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f3
	
	

	    reportConfigId[1]
	IdReportConfig-A5
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-6: ReportConfig-A5 (Table 8.2.4.21.1.3.3-5)

	Derivation path: 36.508 clause 4.6.6 table ReportConfigEUTRA-A5(-76, -88)

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA ::= SEQUENCE {
	
	
	

	   reportAmount
	infinity
	
	

	      triggerType CHOICE {
	
	
	

	         event SEQUENCE {
	
	
	

	            timeToTrigger
	ms2560
	
	

	         }
	
	
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-7: MeasurementReport (step 6, Table 8.2.4.21.1.3.2-2)

	Derivation Path: 36.508, clause 4.6.1 table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 6
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	1 entry
	
	

	            servFreqId-r10[1]
	1
	
	

	            measResultSCell-r10[1] SEQUENCE {
	
	Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	            measResultBestNeighCell-r10[1]
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-8: RRCConnectionReconfiguration (step 7, Table 8.2.4.21.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	      MeasConfig ::= SEQUENCE {
	
	
	

	          measIdToRemoveList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	               measId[1]
	1
	
	

	          }
	
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              SCellToReleaseList-r10 ::= SEQUENCE  (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	
	
	

	                SCellIndex-r10[1]
	1
	
	

	              }
	
	
	

	             SCellToAddModList-r10
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.21.1.3.3-9: MobilityControlInfo (Table 8.2.4.21.1.3.3-8)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 6
	
	

	  carrierFreq
	Same DL EARFCN as used for Cell 6
	
	

	}
	
	
	


8.2.4.21.2
CA / RRC connection reconfiguration / Handover / Success / SCell release / Inter-band CA

The scope and description of the present TC is the same as test case 8.2.4.21.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration:
-
Cell 10 replaces Cell 3, and then

-
If f6 is supported as per TS 36.508 Table 6.2.3.2-2 by the band combination in which the test case is executed, then Cell 28 replaces Cell 6; otherwise Cell 3 replaces Cell 6. When Cell 28 is used its PLMN shall be set to PLMN 1.
8.2.4.21.3
CA / RRC connection reconfiguration / Handover / Success / SCell release / Intra-band non-Contiguous CA

The scope and description of the present TC is the same as test case 8.2.4.21.1 with the following differences:

-
CA configuration: Intra-band non-Contiguous CA replaces Intra-band Contiguous CA

-
Cells configuration:



<<< Text skipped here>>>

8.2.4.23
CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful
8.2.4.23.1
CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Intra-band Contiguous CA
8.2.4.23.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell }

ensure that {
  when { UE detects handover failure and the source PCell is selectable }

    then { UE successfully performs an RRC connection re-establishment procedure on source PCell while releases the configured SCell }

            }

(2)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a mobilityControlInfo indicating a different E-UTRA cell }

ensure that {
  when { UE detects handover failure and the initial SCell is selectable }

    then { UE successfully performs an RRC connection re-establishment procedure on original SCell and the original SCell becomes the PCell while releases the configured SCell }

            }

8.2.4.23.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.1.3, 5.3.5.4, 5.3.5.6, 5.3.7.2, 5.3.7.4, 5.3.7.5, 5.3.10.4 and 5.3.10.6.

[TS 36.331, clause 5.3.1.3]
…

The source eNB should, for some time, maintain a context to enable the UE to return in case of handover failure. After having detected handover failure, the UE attempts to resume the RRC connection either in the source PCell or in another cell using the RRC re-establishment procedure. This connection resumption succeeds only if the accessed cell is prepared, i.e. concerns a cell of the source eNB or of another eNB towards which handover preparation has been performed. The cell in which the re-establishment procedure succeeds becomes the PCell while SCells and STAGs, if configured, are released..
[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target cell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
apply the value of the newUE-Identity as the C-RNTI;
1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target cell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target cell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target cell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
...

[TS 36.331, clause 5.3.5.6]

The UE shall:

1>
if T304 expires (handover failure):

NOTE:
Following T304 expiry any dedicated preamble, if provided within the rach-ConfigDedicated, is not available for use by the UE anymore.

2>
revert back to the configuration used in the source cell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends;

[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

...

1>
upon handover failure, in accordance with 5.3.5.6; or

...

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

[TS 36.331, clause 5.3.7.4]

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from  E-UTRA failure) or used in the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:

2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):

3>
set the reestablishmentCause to the value 'reconfigurationFailure';

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value 'handoverFailure';

...

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

[TS 36.331, clause 5.3.7.5]

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
re-establish PDCP for SRB1;

1>
re-establish RLC for SRB1;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
resume SRB1;

1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
perform the measurement related actions as specified in 5.5.6.1;

1> submit the RRCConnectionReestablishmentComplete message to lower layers for transmission, upon which the procedure ends;

[TS 36.331, clause 5.3.10.4]

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig;

[TS 36.331, clause 5.3.10.6]

The UE shall:

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to 'explicitValue':

2>
if the configured transmissionMode is not 'tm3' or 'tm4' release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to 'defaultValue':

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

8.2.4.23.1.3
Test description

8.2.4.23.1.3.1.1
Pre-test conditions

System Simulator:

-
Cell 1 is the PCell and Cell 3 is the SCell

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.2.4.23.1.3.2
Test procedure sequence

Table 8.2.4.23.1.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2", "T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.4.23.1.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy exit condition for event A3 (M3 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	“Off”
	The power level values are assigned to satisfy SrxlevCell 3 < 0 such that selecting Cell 1 is guaranteed

(NOTE 1).

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3> M1).

(NOTE 1).

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-79
	The power level values are assigned to satisfy SrxlevCell 1 < 0 such that selecting Cell 3 is guaranteed.

(NOTE 1).

	NOTE 1:
Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.


Table 8.2.4.23.1.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to configure Cell 3 as an SCell.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup event A3 reporting configuration.
	<--
	RRCConnectionReconfiguration
	-
	-

	4
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	5
	The SS changes Cell 1 and Cell 3 parameters according to the row "T1" in table 8.2.4.23.1.3.2-1.
	-
	-
	-
	-

	6
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform inter frequency handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 8 the steps specified in Table 8.2.4.23.1.3.2-3 should take place.
	-
	-
	-
	-

	8
	The SS changes Cell 1 and Cell 3 parameters according to the row "T2" in table 8.2.4.23.1.3.2-1.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 1?
	-->
	RRCConnectionReestablishmentRequest
	1
	P

	10
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 1.
	<--
	RRCConnectionReestablishment
	-
	-

	11
	The UE transmits an RRCConnectionReestablishmentComplete message
	-->
	RRCConnectionReestablishmentComplete
	-
	=

	12
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 1 and configure Cell 3 as an SCell
	<--
	RRCConnectionReconfiguration
	-
	-

	13
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1
	-->
	RRCConnectionReconfigurationtComplete
	-
	-

	14
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup event A3 reporting configuration.
	<--
	RRCConnectionReconfiguration
	-
	-

	15
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	16
	The SS changes Cell 1 and Cell 3 parameters according to the row "T3" in table 8.2.4.23.1.3.2-1.
	-
	-
	-
	-

	17
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 3.
	-->
	MeasurementReport
	-
	-

	18
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to order the UE to perform handover to Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	-
	EXCEPTION:
In parallel to the events described in step 19 the steps specified in Table 8.2.4.23.1.3.2-3 should take place.
	-
	-
	-
	-

	19
	The SS changes Cell 1 and Cell 3 parameters according to the row "T4" in table 8.2.4.23.1.3.2-1.
	-
	-
	-
	-

	20
	Check: Does the UE transmit an RRCConnectionReestablishmentRequest message on Cell 3?
	-->
	RRCConnectionReestablishmentRequest
	2
	P

	21
	The SS transmits an RRCConnectionReestablishment message to resume SRB1 operation and re-activate security on Cell 3.
	<--
	RRCConnectionReestablishment
	-
	-

	22
	The UE transmits an RRCConnectionReestablishmentComplete message
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	23
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer on Cell 3.
	<--
	RRCConnectionReconfiguration
	-
	-

	24
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 3.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-


Table 8.2.4.23.1.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1 and 2 below are repeated for the duration of T304.
	-
	-
	-
	-

	1
	The UE attempts to perform the inter frequency handover using MAC Random Access Preamble on Cell 3.
	-
	-
	-
	-

	2
	The SS does not respond.
	-
	-
	-
	-


8.2.4.23.1.3.3
Specific message contents

Table 8.2.4.23.1.3.3-0: SystemInformationBlockType2 for Cell 1 and cell 3 (preamble and all the steps in Table 8.2.4.23.3.2-2)

	Derivation Path: 36.508, Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n50
	
	

	  }
	
	
	


Table 8.2.4.23.1.3.3-1: RRCConnectionReconfiguration (steps 1 and 12, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508 Table 4.6.1-8, condition SCell_AddMod


Table 8.2.4.23.1.3.3-2: SCellToAddMod-r10-f2 (Table 8.2.4.23.1.3.3-1)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.3-19D SCellToAddMod-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	

	  sCellIndex-r10[1]
	1
	
	

	  cellIdentification-r10[1] SEQUENCE {
	
	
	

	    physCellId-r10[1]
	Physical Cell Identity of Cell 3
	
	

	    dl-CarrierFreq-r10[1]
	Same downlink EARFCN as used for Cell 3
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10[1]
	RadioResourceConfigCommonSCell-r10-f2
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-3: RadioResourceConfigCommonSCell-r10-f2 (Table 8.2.4.23.1.3.3-2)
	Derivation Path: 36.508 clause 4.6.3 table 4.6.3-13A 

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink system bandwidth as used for Cell 3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-4: RRCConnectionReconfiguration (steps 3 and 14, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.2.4.23.1.3.3-5: MeasConfig (Table 8.2.4.23.1.3.3-4)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	Cell 3
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-6: ReportConfig-A3 (Table 8.2.4.18.1.3.3-5)

	Derivation path: 36.508, Table 4.6.6-6

	Information Element
	Value/Remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	      triggerType CHOICE {
	
	
	

	         event SEQUENCE {
	
	
	

	            timeToTrigger
	ms2560
	
	

	         }
	
	
	

	      }
	
	
	

	    }
	
	
	


Table 8.2.4.23.1.3.3-7: MeasurementReport (steps 6 and 17, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	physicalCellId of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	          locationInfo-r10
	Not present
	
	

	          measResultServFreqList-r10 SEQUENCE (SIZE (1..maxServCell-r10)) OF SEQUENCE {
	
	
	

	            servFreqId-r10
	1
	
	

	            measResultSCell-r10 SEQUENCE {
	
	Cell 3
	

	              rsrpResultSCell-r10
	(0..97)
	
	

	              rsrqResultSCell-r10
	(0..34)
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-8: RRCConnectionReconfiguration (steps 7 and 18, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.2.4.23.1.3.3-9: MobilityControlInfo (Table 8.2.4.23.1.3.3-7)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 3
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-10: RRCConnectionReestablishmentRequest (steps 9 and 20, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.4.23.1.3.3-11: RRCConnectionReestablishment (steps 10 and 21, Table 8.2.4.23.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.2.4.23.2
CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Inter-band CA

The scope and description of the present TC is the same as test case 8.2.4.23.1 with the following differences:

-
CA configuration: Inter-band CA replaces Intra-band Contiguous CA

-
Cells configuration: Cell 10 replaces Cell 3.

-
Cell 10 is Inactive SCells according to [18] cl. 6.3.4

8.2.4.23.3
CA / RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Intra-band non-Contiguous CA

The scope and description of the present TC is the same as test case 8.2.4.23.1 with the following differences:

-
CA configuration: Intra-band non-Contiguous CA replaces Intra-band Contiguous CA
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