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	Reason for change:
	The current band-applying rule of accessing a carrier which belongs to different overlapping frequency bands will cause additional intra-cell handovers to UEs who only supporting certain band-related features in one of the overlapping bands.

For instance, a carrier belongs to both Band38 and Band41. In order to make the legacy UEs before mFBI coming to be able to access this carrier, in SIB1 the “freqBandIndicator” should be set as Band38 and the “multiBandInfoList” should be set as Band41. In this situation, a UE who supporting both Band38 and Band41 and also supporting carrier aggreation between Band41 and Band39 will access the carrier as apllying Band38 according to the current rule “If the UE supports the frequency band in the freqBandIndicator IE it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList IE.” Therefore when network wants to configure Band39 + Band41 carrier aggregation to this UE, it should have to enforce the UE to transform from Band38 to Band41 through intra-cell handover at first.

In order to avoid such kind of additional handovers, especially when more and more band-related or band-specific features coming up, we propose to introduce a new IE named “freqBandIndicatorPriority” to change the prioities of the overlapping bands, and corresponding UE capability.



	
	

	Summary of change:
	Introduce the capability freqBandPriorityAdjustment to indicate whether the UE supports to prioritize the frequency bands in the multiBandInfoList.

	
	

	Consequences if not approved:
	Adjustment of the frequency band priority for MFBI cannot be supported.
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--------------First Change--------------

4.3.5
RF parameters
…
4.3.5.x
freqBandPriorityAdjustment-r12
This field defines whether the UE supports the prioritization of the frequency bands in multiBandInfoList over the band in freqBandIndicator as defined by freqBandIndicatorPriority-r12 in TS 36.331 [5]
