Page 1



3GPP TSG-RAN WG2 Meeting #89 
R2-150726
Athens, Greece, February 9 – 13, 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.355
	CR
	0125
	rev
	1
	Current version:
	12.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	LPP clean-up

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	R2

	
	

	Work item code:
	TEI12
	
	Date:
	2015-02-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	1. ASN.1 Rel-12 suffix for extensions of corresponding earlier fields are not specified (‑v12xy).
2. Sorting of IE field descriptions in LPP is according to their appearance in the corresponding ASN.1 (and not alphabetically, as currently the case in OTDOA‑ProvideCapabilities)
3. Minor editorial deficiencies.

	
	

	Summary of change:
	1. ASN.1 suffix –v12xy is changed to -v1240.
2. Field description of OTDOA-ProvideCapabilities is sorted according to appearance of the fields in ASN.1.
3. Formatting and font name corrections (e.g., italics for field names).

	
	

	Consequences if not approved:
	ASN.1 suffix for Rel-12 introduced extensions remain incomplete.

Editorial errors remain.
Impact analysis

Inter-operability: 

No interoperability problems will occur.


	
	

	Clauses affected:
	2, 6.4.2, 6.5.1.7, 6.5.2.1, 6.5.2.2, 6.5.2.3, 6.5.2.10

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 36.305: "Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN". 

[3]
3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".

[4]
IS-GPS-200, Revision D, Navstar GPS Space Segment/Navigation User Interfaces, March 7th, 2006.
[5]
IS-GPS-705, Navstar GPS Space Segment/User Segment L5 Interfaces, September 22, 2005.

[6]
IS-GPS-800, Navstar GPS Space Segment/User Segment L1C Interfaces, September 4, 2008.

[7]
IS-QZSS, Quasi Zenith Satellite System Navigation Service Interface Specifications for QZSS, Ver.1.1, July 31, 2009.

[8]
Galileo OS Signal in Space ICD (OS SIS ICD), Issue 1.2,  February 2014, European Union.
[9]
Global Navigation Satellite System GLONASS Interface Control Document, Version 5.1, 2008.

[10]
Specification for the Wide Area Augmentation System (WAAS), US Department of Transportation, Federal Aviation Administration, DTFA01-96-C-00025, 2001.

[11]
RTCM-SC104, RTCM Recommended Standards for Differential GNSS Service (v.2.3), August 20, 2001.

[12]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); "Radio Resource Control (RRC); Protocol specification".

[13]
3GPP TS 25.331: "Radio Resource Control (RRC); Protocol Specification".

[14]
3GPP TS 44.031: "Location Services (LCS); Mobile Station (MS) - Serving Mobile Location Centre (SMLC) Radio Resource LCS Protocol (RRLP)".

[15]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".

[16]
3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Channels and Modulation".

[17]
3GPP TS 36.214: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer – Measurements".

[18]
3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".

[19]
3GPP TS 23.003: "Numbering, addressing and identification".

[20]
OMA-TS-LPPe-V1_0, LPP Extensions Specification, Open Mobile Alliance.

[21]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".
[22]
ITU-T Recommendation X.691 (07/2002) "Information technology - ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)" (Same as the ISO/IEC International Standard 8825-2).
[23]
BDS-SIS-ICD-2.0: "BeiDou Navigation Satellite System Signal In Space Interface Control Document Open Service Signal (Version 2.0)", December 2013.

6.4.2
Common Positioning
[…]
–
CommonIEsRequestLocationInformation

The CommonIEsRequestLocationInformation carries common IEs for a Request Location Information LPP message Type. 

-- ASN1START

CommonIEsRequestLocationInformation ::= SEQUENCE {


locationInformationType

LocationInformationType,


triggeredReporting


TriggeredReportingCriteria
OPTIONAL,
-- Cond ECID

    periodicalReporting         PeriodicalReportingCriteria OPTIONAL,
-- Need ON


additionalInformation

AdditionalInformation

OPTIONAL,
-- Need ON


qos






QoS






OPTIONAL,
-- Need ON


environment




Environment




OPTIONAL,
-- Need ON


locationCoordinateTypes

LocationCoordinateTypes

OPTIONAL,
-- Need ON


velocityTypes



VelocityTypes



OPTIONAL,
-- Need ON


...

}

LocationInformationType ::= ENUMERATED {


locationEstimateRequired,


locationMeasurementsRequired,


locationEstimatePreferred, 


locationMeasurementsPreferred,


...

}

PeriodicalReportingCriteria ::=

SEQUENCE {


reportingAmount





ENUMERATED {












ra1, ra2, ra4, ra8, ra16, ra32,












ra64, ra-Infinity











} DEFAULT ra-Infinity,


reportingInterval




ENUMERATED {












noPeriodicalReporting, ri0-25,












ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64











}

}

TriggeredReportingCriteria ::=

SEQUENCE {


cellChange






BOOLEAN,


reportingDuration




ReportingDuration,


...

}

ReportingDuration ::=



INTEGER (0..255)

AdditionalInformation ::= ENUMERATED {


onlyReturnInformationRequested,


mayReturnAditionalInformation,


...

}

QoS ::= SEQUENCE {


horizontalAccuracy


HorizontalAccuracy

OPTIONAL,
-- Need ON


verticalCoordinateRequest
BOOLEAN,


verticalAccuracy


VerticalAccuracy

OPTIONAL,
-- Need ON


responseTime



ResponseTime


OPTIONAL,
-- Need ON


velocityRequest



BOOLEAN,






...

}


HorizontalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127),


confidence

INTEGER(0..100),


...

}

VerticalAccuracy ::= SEQUENCE {


accuracy

INTEGER(0..127), 


confidence

INTEGER(0..100),


...

}

ResponseTime ::= SEQUENCE {


time







INTEGER (1..128),


...,


[[
responseTimeEarlyFix-r12

INTEGER (1..128)

OPTIONAL

-- Need ON


]]

}

Environment ::= ENUMERATED {


badArea,


notBadArea,


mixedArea,


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	ECID
	The field is optionally present, need ON, if ECID is requested. Otherwise it is not present.


	CommonIEsRequestLocationInformation  field descriptions

	locationInformationType

This IE indicates whether the server requires a location estimate or measurements. For ‘locationEstimateRequired’, the target device shall return a location estimate if possible, or indicate a location error if not possible. For ‘locationMeasurementsRequired’, the target device shall return measurements if possible, or indicate a location error if not possible. For ‘locationEstimatePreferred’, the target device shall return a location estimate if possible, but may also or instead return measurements for any requested position methods for which a location estimate is not possible. For ‘locationMeasurementsPreferred’, the target device shall return location measurements if possible, but may also or instead return a location estimate for any requested position methods for which return of location measurements is not possible.

	triggeredReporting

This IE indicates that triggered reporting is requested and comprises the following subfields:

· cellChange: If this field is set to TRUE, the target device provides requested location information each time the primary cell has changed.

· reportingDuration: Maximum duration of triggered reporting in seconds. A value of zero is interpreted to mean an unlimited (i.e. "infinite") duration. The target device should continue triggered reporting for the reportingDuration or until an LPP Abort or LPP Error message is received. 
The triggeredReporting field should not be included by the location server and shall be ignored by the target device if the periodicalReporting IE or responseTime IE is included in CommonIEsRequestLocationInformation.

	periodicalReporting

This IE indicates that periodic reporting is requested and comprises the following subfields:

· reportingAmount indicates the number of periodic location information reports requested. Enumerated values correspond to 1, 2, 4, 8, 16, 32, 64, or infinite/indefinite number of reports. If the reportingAmount is ‘infinite/indefinite’, the target device should continue periodic reporting until an LPP Abort message is received. The value ‘ra1’ shall not be used by a sender.

· reportingInterval indicates the interval between location information reports and the response time requirement for the first location information report.  Enumerated values ri0-25, ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64 correspond to reporting intervals of 1, 2, 4, 8, 10, 16, 20, 32, and 64 seconds, respectively. Measurement reports containing no measurements or no location estimate are required when a reportingInterval expires before a target device is able to obtain new measurements or obtain a new location estimate. The value ’noPeriodicalReporting’ shall not be used by a sender.

	additionalInformation

This IE indicates whether a target device is allowed to return additional information to that requested. If this IE indicates ‘onlyReturnInformationRequested’ then the target device shall not return any additional information to that requested by the server. If this IE indicates ‘mayReturnAdditionalInformation’ then the target device may return additional information to that requested by the server. If a location estimate is returned, any additional information is restricted to that associated with a location estimate (e.g. might include velocity if velocity was not requested but cannot include measurements). If measurements are returned, any additional information is restricted to additional measurements (e.g. might include E-CID measurements if A-GNSS measurements were requested but not E-CID measurements).

	qos

This IE indicates the quality of service and comprises a number of sub-fields. In the case of measurements, some of the sub-fields apply to the location estimate that could be obtained by the server from the measurements provided by the target device assuming that the measurements are the only sources of error. Fields are as follows:

· horizontalAccuracy indicates the maximum horizontal error in the location estimate at an indicated confidence level. The ‘accuracy’ corresponds to the encoded uncertainty as defined in 3GPP TS 23.032 [15] and ‘confidence’ corresponds to confidence as defined in 3GPP TS 23.032 [15].
· verticalCoordinateRequest indicates whether a vertical coordinate is required (TRUE) or not (FALSE)
· verticalAccuracy indicates the maximum vertical error in the location estimate at an indicated confidence level and is only applicable when a vertical coordinate is requested. The ‘accuracy’ corresponds to the encoded uncertainty altitude as defined in 3GPP TS 23.032 [15] and ‘confidence’ corresponds to confidence as defined in 3GPP TS 23.032 [15].
· responseTime
· time indicates the maximum response time as measured between receipt of the RequestLocationInformation and transmission of a ProvideLocationInformation. This is given as an integer number of seconds between 1 and 128. If the periodicalReporting IE is included in CommonIEsRequestLocationInformation, this field should not be included by the location server and shall be ignored by the target device (if included).
· responseTimeEarlyFix indicates the maximum response time as measured between receipt of the RequestLocationInformation and transmission of a ProvideLocationInformation containing early location measurements or an early location estimate. This is given as an integer number of seconds between 1 and 128. When this IE is included, a target should send a ProvideLocationInformation (or more than one ProvideLocationInformation if location information will not fit into a single message) containing early location information according to the responseTimeEarlyFix IE and a subsequent ProvideLocationInformation (or more than one ProvideLocationInformation if location information will not fit into a single message) containing final location information according to the time IE. A target shall omit sending a ProvideLocationInformation if the early location information is not available at the expiration of the time value in the responseTimeEarlyFix IE. A server should set the responseTimeEarlyFix IE to a value less than that for the time IE. A target shall ignore the responseTimeEarlyFix IE if its value is not less than that for the time IE.

· velocityRequest indicates whether velocity (or measurements related to velocity) is requested (TRUE) or not (FALSE).
All QoS requirements shall be obtained by the target device to the degree possible but it is permitted to return a response that does not fulfill all QoS requirements if some were not attainable. The single exception is time which shall always be fulfilled – even if that means not fulfilling other QoS requirements.

	environment

This field provides the target device with information about expected multipath and non line of sight (NLOS) in the current area. The following values are defined:

· badArea:

possibly heavy multipath and NLOS conditions (e.g. bad urban or urban).

· notBadArea: 
no or light multipath and usually LOS conditions (e.g. suburban or rural).

· mixedArea: 
environment that is mixed or not defined.

If this field is absent, a default value of ‘mixedArea’ applies.

	locationCoordinateTypes

This field provides a list of the types of location estimate that the target device may return when a location estimate is obtained by the target.

	velocityTypes

This fields provides a list of the types of velocity estimate that the target device may return when a velocity estimate is obtained by the target.


6.5.1.7
OTDOA Capability Information 

–
OTDOA-ProvideCapabilities
The IE OTDOA-ProvideCapabilities is used by the target device to indicate its capability to support OTDOA and to provide its OTDOA positioning capabilities to the location server. 

-- ASN1START

OTDOA-ProvideCapabilities ::= SEQUENCE {


otdoa-Mode

BIT STRING { 
ue-assisted (0) } (SIZE (1..8)),


...,

supportedBandListEUTRA 

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA

OPTIONAL,


supportedBandListEUTRA-v9a0
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9a0






















OPTIONAL,

interFreqRSTDmeasurement-r10

ENUMERATED { supported }





OPTIONAL,


additionalNeighbourCellInfoList-r10
ENUMERATED { supported }





OPTIONAL
}

maxBands INTEGER ::= 64

SupportedBandEUTRA ::= SEQUENCE {


bandEUTRA






INTEGER (1..maxFBI)
}

SupportedBandEUTRA-v9a0 ::=

SEQUENCE {


bandEUTRA-v9a0





INTEGER (maxFBI-Plus1..maxFBI2)

OPTIONAL

}

maxFBI







INTEGER
::=
64
-- Maximum value of frequency band indicator
maxFBI-Plus1





INTEGER ::= 65
-- lowest value extended FBI range

maxFBI2







INTEGER ::= 256
-- highest value extended FBI range

-- ASN1STOP

	OTDOA-ProvideCapabilities field descriptions

	otdoa-Mode

This field specifies the OTDOA mode(s) supported by the target device. This is represented by a bit string, with a one‑value at the bit position means the particular OTDOA mode is supported; a zero‑value means not supported. A zero-value in all bit positions in the bit string means OTDOA positioning method is not supported by the target device.

	


	


	SupportedBandEUTRA

This field specifies the frequency bands for which the target device supports RSTD measurements. One entry corresponding to each supported E‑UTRA band as defined in TS 36.101 [21]. In case the target device includes bandEUTRA-v9a0, the target device shall set the corresponding entry of bandEUTRA (i.e. without suffix) to maxFBI.

	interFreqRSTDmeasurement

This field, if present, indicates that the target device supports inter-frequency RSTD measurements within and between the frequency bands indicated in SupportedBandEUTRA.

	additionalNeighbourCellInfoList

This field, if present, indicates that the target device supports up to 3×24 OTDOA-NeighbourCellInfoElement in OTDOA‑NeighbourCellInfoList in OTDOA-ProvideAssistanceData without any restriction for the earfcn in each OTDOA-NeighbourCellInfoElement as specified in subclause 6.5.1.2.


6.5.2
A-GNSS Positioning
6.5.2.1
GNSS Assistance Data

–
A-GNSS-ProvideAssistanceData
The IE A-GNSS-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑based and UE‑assisted A‑GNSS. It may also be used to provide GNSS positioning specific error reasons.

-- ASN1START

A-GNSS-ProvideAssistanceData ::= SEQUENCE {


gnss-CommonAssistData


GNSS-CommonAssistData



OPTIONAL,
-- Need ON


gnss-GenericAssistData


GNSS-GenericAssistData



OPTIONAL,
-- Need ON


gnss-Error





A-GNSS-Error





OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
GNSS-CommonAssistData
The IE GNSS-CommonAssistData is used by the location server to provide assistance data which can be used for any GNSS (e.g., GPS, Galileo, GLONASS, BDS, etc.). 

-- ASN1START

GNSS-CommonAssistData ::= SEQUENCE {


gnss-ReferenceTime

 

GNSS-ReferenceTime

 


OPTIONAL,
-- Need ON


gnss-ReferenceLocation


GNSS-ReferenceLocation

 

OPTIONAL,
-- Need ON


gnss-IonosphericModel


GNSS-IonosphericModel
 


OPTIONAL,
-- Need ON


gnss-EarthOrientationParameters
GNSS-EarthOrientationParameters

OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
GNSS-GenericAssistData
The IE GNSS-GenericAssistData is used by the location server to provide assistance data for a specific GNSS (e.g., GPS, Galileo, GLONASS, BDS, etc.). The specific GNSS for which the provided assistance data are applicable is indicated by the IE GNSS‑ID and (if applicable) by the IE SBAS‑ID. Assistance for up to 16 GNSSs can be provided.

-- ASN1START

GNSS-GenericAssistData ::= SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataElement
GNSS-GenericAssistDataElement ::= SEQUENCE {

gnss-ID 





GNSS-ID,


sbas-ID






SBAS-ID 





OPTIONAL, -- Cond GNSS-ID-SBAS


gnss-TimeModels




GNSS-TimeModelList



OPTIONAL,
-- Need ON


gnss-DifferentialCorrections
GNSS-DifferentialCorrections
OPTIONAL,
-- Need ON


gnss-NavigationModel


GNSS-NavigationModel


OPTIONAL,
-- Need ON


gnss-RealTimeIntegrity


GNSS-RealTimeIntegrity


OPTIONAL,
-- Need ON


gnss-DataBitAssistance


GNSS-DataBitAssistance


OPTIONAL,
-- Need ON


gnss-AcquisitionAssistance

GNSS-AcquisitionAssistance 

OPTIONAL,
-- Need ON


gnss-Almanac




GNSS-Almanac




OPTIONAL,
-- Need ON


gnss-UTC-Model




GNSS-UTC-Model




OPTIONAL,
-- Need ON


gnss-AuxiliaryInformation

GNSS-AuxiliaryInformation

OPTIONAL,
-- Need ON


...,

[[



bds-DifferentialCorrections-r12











BDS-DifferentialCorrections-r12
OPTIONAL,
-- Cond
GNSS-ID-BDS



bds-GridModel-r12


BDS-GridModelParameter-r12

OPTIONAL
-- Cond
GNSS-ID-BDS


]]

}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	GNSS‑ID‑BDS
	The field may be present if the GNSS‑ID = bds; otherwise it is not present.


6.5.2.2
GNSS Assistance Data Elements

[…]
–
GNSS-NavigationModel
The IE GNSS-NavigationModel is used by the location server to provide precise navigation data to the GNSS capable target device. In response to a request from a target device for GNSS Assistance Data, the location server shall determine whether to send the navigation model for a particular satellite to a target device based upon factors like the T-Toe limit specified by the target device and any request from the target device for DGNSS (see also GNSS-DifferentialCorrections). GNSS Orbit Model can be given in Keplerian parameters or as state vector in Earth-Centered Earth-Fixed coordinates, dependent on the GNSS-ID and the target device capabilities. The meaning of these parameters is defined in relevant ICDs of the particular GNSS and GNSS specific interpretations apply. For example, GPS and QZSS use the same model parameters but some parameters have a different interpretation [7].

-- ASN1START

GNSS-NavigationModel ::= SEQUENCE {


nonBroadcastIndFlag 
INTEGER (0..1), 


gnss-SatelliteList 

GNSS-NavModelSatelliteList,


...

}

GNSS-NavModelSatelliteList ::= SEQUENCE (SIZE(1..64)) OF GNSS-NavModelSatelliteElement

GNSS-NavModelSatelliteElement ::= SEQUENCE {


svID 



SV-ID,


svHealth 


BIT STRING (SIZE(8)), 



iod 



BIT STRING (SIZE(11)),



gnss-ClockModel

GNSS-ClockModel,


gnss-OrbitModel

GNSS-OrbitModel,


...,

[[
svHealthExt-v1240 BIT STRING (SIZE(4))


OPTIONAL

-- Need ON


]]

}

GNSS-ClockModel ::= CHOICE {


standardClockModelList
StandardClockModelList,
 

-- Model-1


nav-ClockModel


NAV-ClockModel,




-- Model-2


cnav-ClockModel


CNAV-ClockModel, 



-- Model-3


glonass-ClockModel

GLONASS-ClockModel,



-- Model-4


sbas-ClockModel


SBAS-ClockModel,



-- Model-5


...,

bds-ClockModel-r12

BDS-ClockModel-r12



-- Model-6

}

GNSS-OrbitModel ::= CHOICE {


keplerianSet
 

NavModelKeplerianSet,


-- Model-1


nav-KeplerianSet

NavModelNAV-KeplerianSet,

-- Model-2


cnav-KeplerianSet

NavModelCNAV-KeplerianSet,

-- Model-3


glonass-ECEF


NavModel-GLONASS-ECEF, 


-- Model-4


sbas-ECEF



NavModel-SBAS-ECEF,



-- Model-5


...,

bds-KeplerianSet-r12
NavModel-BDS-KeplerianSet-r12
-- Model-6

}

-- ASN1STOP

	GNSS-NavigationModel field descriptions

	nonBroadcastIndFlag

This field indicates if the GNSS-NavigationModel elements are not derived from satellite broadcast data or are given in a format not native to the GNSS. A value of 0 means the GNSS-NavigationModel data elements correspond to GNSS satellite broadcasted data; a value of 1 means the GNSS-NavigationModel data elements are not derived from satellite broadcast. 

	gnss-SatelliteList

This list provides ephemeris and clock corrections for GNSS satellites indicated by SV‑ID.

	svHealth 

This field specifies the satellite’s current health. The health values are GNSS system specific. The interpretation of svHealth depends on the GNSS‑ID and is as shown in table GNSS to svHealth Bit String(8) relation below.

	iod 

This field specifies the Issue of Data and contains the identity for GNSS Navigation Model. 
In case of broadcasted GPS NAV ephemeris, the iod contains the IODC as described in [4].

In case of broadcasted Modernized GPS ephemeris, the iod contains the 11-bit parameter toe as defined in [4, Table 30-I] [6, Table 3.5-1]. 

In case of broadcasted SBAS ephemeris, the iod contains the 8 bits Issue of Data as defined in [10] Message Type 9. 

In case of broadcasted QZSS QZS-L1 ephemeris, the iod contains the IODC as described in [7]. 

In case of broadcasted QZSS QZS-L1C/L2C/L5 ephemeris, the iod contains the 11-bit parameter toe as defined in [7].

In case of broadcasted GLONASS ephemeris, the iod contains the parameter tb as defined in [9].

In the case of broadcasted Galileo ephemeris, the iod contains the IOD index as described in [8].

In the case of broadcasted BDS ephemeris, the iod contains 11 MSB bits of the toe as defined in [23].

The interpretation of iod depends on the GNSS‑ID and is as shown in table GNSS to iod Bit String(11) relation below.

	svHealthExt

This field specifies the satellite’s additional current health. The health values are GNSS system specific. The interpretation of svHealthExt depends on the GNSS‑ID and is as shown in table GNSS to svHealthExt Bit String(4) relation below.


GNSS to svHealth Bit String(8) relation
	GNSS
	svHealth Bit String(8)

	
	Bit 1 

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6 
	Bit 7
	Bit 8 (LSB)

	GPS L1/CA(1)
	SV Health [4]
	‘0’

(reserved)
	‘0’

(reserved)

	Modernized GPS(2)
	L1C Health

[6]
	L1 Health [4,5]
	L2 Health

[4,5]
	L5 Health [4,5]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	SBAS(3)
	Ranging 

On (0),Off(1) [10]
	Corrections On(0),Off(1) [10]
	Integrity

On(0),Off(1)[10]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	QZSS(4)
QZS-L1
	SV Health [7]
	‘0’

(reserved)
	‘0’

(reserved)

	QZSS(5)
QZS‑

L1C/L2C/L5
	L1C Health

[7]
	L1 Health

[7]
	L2 Health

[7]
	L5 Health

[7]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	GLONASS
	Bn (MSB)

[9, page 30]
	FT [9, Table 4.4]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	Galileo

[8, section 5.1.9.3]
	E5a Data Validity Status
	E5b Data Validity Status
	E1-B Data Validity Status
	E5a Signal Health Status
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	BDS
[23]
	B1I Health (SatH1) [23]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	Note 1: 
If GNSS‑ID indicates ‘gps’, and GNSS Orbit Model-2 is included, this interpretation of svHealth applies.

Note 2: 
If GNSS‑ID indicates ‘gps’, and GNSS Orbit Model-3 is included, this interpretation of svHealth applies.
If a certain signal is not supported on the satellite indicated by SV‑ID, the corresponding health bit shall be set to ‘1’ (i.e., signal can not be used).

Note 3: 
svHealth in case of GNSS‑ID indicates ‘sbas’ includes the 5 LSBs of the Health included in GEO Almanac Message Parameters (Type 17) [10].

Note 4: 
If GNSS‑ID indicates ‘qzss’, and GNSS Orbit Model-2 is included, this interpretation of svHealth applies.

Note 5: 
If GNSS‑ID indicates ‘qzss’, and GNSS Orbit Model-3 is included, this interpretation of svHealth applies.


GNSS to iod Bit String(11) relation
	GNSS
	iod Bit String(11)

	
	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8
	Bit 9
	Bit 10
	Bit 11

(LSB)

	GPS L1/CA
	‘0’
	Issue of Data, Clock [4]

	Modernized GPS
	toe (seconds, scale factor 300, range 0 – 604500) [4,5,6]

	SBAS
	‘0’
	‘0’
	‘0’
	Issue of Data ([10], Message Type 9)

	QZSS QZS-L1
	‘0’
	Issue of Data, Clock [7]

	QZSS

QZS-L1C/L2C/L5
	toe (seconds, scale factor 300, range 0 – 604500) [7]

	GLONASS
	‘0’
	‘0’
	‘0’
	‘0’
	tb (minutes, scale factor 15, range 0 – 1425) [9]

	Galileo
	‘0’
	IODnav [8]

	BDS
	11 MSB bits of toe (seconds, scale factor 512, range 0 – 604672) [23]


GNSS to svHealthExt Bit String(4) relation
	GNSS
	svHealthExt Bit String(4)

	
	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4

(LSB)

	Galileo [8, section 5.1.9.3]
	E5b Signal Health Status
	E1-B Signal Health Status


[…]
–
GNSS-Almanac
The IE GNSS-Almanac is used by the location server to provide the coarse, long-term model of the satellite positions and clocks. The meaning of these parameters is defined in relevant ICDs of the particular GNSS and GNSS specific interpretations apply. For example, GPS and QZSS use the same model parameters but some parameters have a different interpretation [7]. GNSS-Almanac is useful for receiver tasks that require coarse accuracy, such as determining satellite visibility. The model is valid for up to a few weeks, typically. Since it is a long-term model, the field should be provided for all satellites available in the GNSS constellation (i.e., not only for SVs visible at the reference location and including SVs flagged as unhealthy in almanac). The completeAlmanacProvided field indicates whether or not the location server provided almanacs for the complete GNSS constellation.
-- ASN1START

GNSS-Almanac ::= SEQUENCE {


weekNumber 




INTEGER (0..255)
OPTIONAL,
-- Need ON


toa 





INTEGER (0..255) 
OPTIONAL,
-- Need ON


ioda 





INTEGER (0..3) 

OPTIONAL,
-- Need ON


completeAlmanacProvided

BOOLEAN,


gnss-AlmanacList


GNSS-AlmanacList,


...,

[[
toa-ext-v1240


INTEGER (256..1023)
OPTIONAL,
-- Need ON



ioda-ext-v1240


INTEGER (4..15)

OPTIONAL
-- Need ON


]]
}

GNSS-AlmanacList ::= SEQUENCE (SIZE(1..64)) OF GNSS-AlmanacElement

GNSS-AlmanacElement ::= CHOICE {


keplerianAlmanacSet
 


AlmanacKeplerianSet,

-- Model-1

 
keplerianNAV-Almanac 


AlmanacNAV-KeplerianSet,
-- Model-2


keplerianReducedAlmanac


AlmanacReducedKeplerianSet,
-- Model-3


keplerianMidiAlmanac


AlmanacMidiAlmanacSet,

-- Model-4


keplerianGLONASS



AlmanacGLONASS-AlmanacSet,
-- Model-5


ecef-SBAS-Almanac



AlmanacECEF-SBAS-AlmanacSet,-- Model-6


...,

keplerianBDS-Almanac-r12

AlmanacBDS-AlmanacSet-r12
-- Model-7
}

-- ASN1STOP

	GNSS-Almanac field descriptions

	weekNumber

This field specifies the almanac reference week number in GNSS specific system time to which the almanac reference time toa is referenced, modulo 256 weeks. This field is required for non-GLONASS GNSS.

Note, in case of Galileo, the almanac reference week number WNa natively contains only the 2 LSB’s [8, section 5.1.10].

	toa, toa-ext
In case of GNSS-ID does not indicate Galileo, this field specifies the almanac reference time given in GNSS specific system time, in units of seconds with a scale factor of 212. toa is required for non-GLONASS GNSS.

In case of GNSS-ID does indicate Galileo, this field specifies the almanac reference time given in GNSS specific system time, in units of seconds with a scale factor of 600 seconds. Either toa or toa-ext is required for Galileo GNSS.

	ioda, ioda-ext
This field specifies the issue of data. Either ioda or ioda-ext is required for Galileo GNSS.

	completeAlmanacProvided

If set to TRUE, the gnss-AlmanacList  contains almanacs for the complete GNSS constellation indicated by GNSS‑ID. 

	gnss-AlmanacList 

This list contains the almanac model for each GNSS satellite in the GNSS constellation.


[…]
–
AlmanacBDS-AlmanacSet

-- ASN1START

AlmanacBDS-AlmanacSet-r12 ::= SEQUENCE {


svID




SV-ID,

bdsAlmToa-r12


INTEGER (0..255)




OPTIONAL,
-- Cond NotSameForAllSV

bdsAlmSqrtA-r12


INTEGER (0..16777215),

bdsAlmE-r12



INTEGER (0..131071),

bdsAlmW-r12



INTEGER (-8388608..8388607),

bdsAlmM0-r12


INTEGER (-8388608..8388607),

bdsAlmOmega0-r12

INTEGER (-8388608..8388607),

bdsAlmOmegaDot-r12

INTEGER (-65536..65535),

bdsAlmDeltaI-r12

INTEGER (-32768..32767),

bdsAlmA0-r12


INTEGER (-1024..1023),

bdsAlmA1-r12


INTEGER (-1024..1023),

bdsSvHealth-r12


BIT STRING (SIZE(9))



OPTIONAL,
-- Cond SV-ID

...

}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameForAllSV
	This field may be present if the toa is not the same for all SVs; otherwise it is not present and the toa is provided in GNSS-Almanac.

	SV-ID
	This field is mandatory present if SV-ID is between 0 and 29; otherwise it is not present.


	AlmanacBDS-AlmanacSet field descriptions

	svID
This field identifies the satellite for which the GNSS Almanac Model is given.

	bdsAlmToa 
Parameter toa, Almanac reference time(seconds) [23]
Scale factor 212 seconds.

	bdsAlmSqrtA 
Parameter A1/2, Square root of semi-major axis (meters1/2) [23]
Scale factor 2-11 meters1/2.

	bdsAlmE 
Parameter e, Eccentricity , dimensionless [23]
Scale factor 2-21.

	bdsAlmW


Parameter , Argument of Perigee (semi-circles) [23]
Scale factor 2-23 semi-circles.

	bdsAlmM0

Parameter M0, Mean anomaly at reference time (semi-circles) [23]
Scale factor 2-23 semi-circles.

	bdsAlmOmega0

Parameter 0, Longitude of ascending node of orbital plane computed according to reference time (semi-circles) [23]
Scale factor 2-23 semi-circles.

	bdsAlmOmegaDot 
Parameter 
[image: image1.wmf]W
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 Rate of right ascension (semi-circles/sec) [23]
Scale factor 2-38 semi-circles/sec.

	bdsAlmDeltaI 
Parameter i, Correction of orbit reference inclination at reference time (semi-circles) [23]
Scale factor 2-19 semi-circles.

	bdsAlmA0 
Parameter a0, Satellite clock bias (seconds) [23]
Scale factor 2-20 seconds.

	bdsAlmA1

Parameter a1, Satellite clock rate (sec/sec) [23]
Scale factor 2-38 sec/sec.

	bdsSvHealth
This field indicates satellites health information as defined in [23] Table 5-15. The left most bit is the MSB.


[…]
6.5.2.3
GNSS Assistance Data Request

[…]
–
GNSS-GenericAssistDataReq
The IE GNSS-GenericAssistDataReq is used by the target device to request assistance data from a location server for one or more specific GNSS (e.g., GPS, Galileo, GLONASS, BDS, etc.). The specific GNSS for which the assistance data are requested is indicated by the IE GNSS‑ID and (if applicable) by the IE SBAS‑ID. Assistance for up to 16 GNSSs can be requested.

-- ASN1START

GNSS-GenericAssistDataReq ::= SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataReqElement
GNSS-GenericAssistDataReqElement ::= SEQUENCE {

gnss-ID






GNSS-ID,


sbas-ID






SBAS-ID 





OPTIONAL, -- Cond GNSS-ID-SBAS


gnss-TimeModelsReq



GNSS-TimeModelListReq


OPTIONAL, -- Cond TimeModReq


gnss-DifferentialCorrectionsReq
GNSS-DifferentialCorrectionsReq
OPTIONAL, -- Cond DGNSS-Req


gnss-NavigationModelReq


GNSS-NavigationModelReq


OPTIONAL, -- Cond NavModReq


gnss-RealTimeIntegrityReq

GNSS-RealTimeIntegrityReq

OPTIONAL, -- Cond RTIReq


gnss-DataBitAssistanceReq

GNSS-DataBitAssistanceReq

OPTIONAL, -- Cond DataBitsReq


gnss-AcquisitionAssistanceReq
GNSS-AcquisitionAssistanceReq 
OPTIONAL, -- Cond AcquAssistReq


gnss-AlmanacReq




GNSS-AlmanacReq




OPTIONAL, -- Cond AlmanacReq


gnss-UTCModelReq



GNSS-UTC-ModelReq



OPTIONAL, -- Cond UTCModReq


gnss-AuxiliaryInformationReq
GNSS-AuxiliaryInformationReq
OPTIONAL, -- Cond AuxInfoReq


...,


[[



bds-DifferentialCorrectionsReq-r12










BDS-DifferentialCorrectionsReq-r12


















OPTIONAL,
-- Cond DBDS-Req


bds-GridModelReq-r12

BDS-GridModelReq-r12


OPTIONAL
-- Cond BDS-GridModReq

]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModReq
	The field is mandatory present if the target device requests GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Req
	The field is mandatory present if the target device requests GNSS-DifferentialCorrections; otherwise it is not present.

	NavModReq
	The field is mandatory present if the target device requests GNSS-NavigationModel; otherwise it is not present.

	RTIReq
	The field is mandatory present if the target device requests GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsReq
	The field is mandatory present if the target device requests GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistReq
	The field is mandatory present if the target device requests GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacReq
	The field is mandatory present if the target device requests GNSS-Almanac; otherwise it is not present.

	UTCModReq
	The field is mandatory present if the target device requests GNSS-UTCModel; otherwise it is not present.

	AuxInfoReq
	The field is mandatory present if the target device requests GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Req
	The field is mandatory present if the target device requests BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates ‘bds’.

	BDS-GridModReq
	The field is mandatory present if the target device requests BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates ‘bds’.


6.5.2.10
GNSS Capability Information Elements

[…]
–
GNSS-GenericAssistanceDataSupport

The IE GNSS-GenericAssistanceDataSupport is used by the target device to provide information on supported GNSS generic assistance data types to the location server for each supported GNSS.

-- ASN1START

GNSS-GenericAssistanceDataSupport ::= 









SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataSupportElement
GNSS-GenericAssistDataSupportElement ::= SEQUENCE {

gnss-ID 






GNSS-ID,


sbas-ID







SBAS-ID 




OPTIONAL, -- Cond GNSS‑ID‑SBAS


gnss-TimeModelsSupport



GNSS-TimeModelListSupport


















OPTIONAL, -- Cond TimeModSup


gnss-DifferentialCorrectionsSupport
GNSS-DifferentialCorrectionsSupport


















OPTIONAL, -- Cond DGNSS-Sup


gnss-NavigationModelSupport


GNSS-NavigationModelSupport


















OPTIONAL, -- Cond NavModSup


gnss-RealTimeIntegritySupport

GNSS-RealTimeIntegritySupport


















OPTIONAL, -- Cond RTISup


gnss-DataBitAssistanceSupport

GNSS-DataBitAssistanceSupport


















OPTIONAL, -- Cond DataBitsSup


gnss-AcquisitionAssistanceSupport
GNSS-AcquisitionAssistanceSupport

















 
OPTIONAL, -- Cond AcquAssistSup


gnss-AlmanacSupport




GNSS-AlmanacSupport


















OPTIONAL, -- Cond AlmanacSup


gnss-UTC-ModelSupport



GNSS-UTC-ModelSupport


















OPTIONAL, -- Cond UTCModSup


gnss-AuxiliaryInformationSupport
GNSS-AuxiliaryInformationSupport


















OPTIONAL, -- Cond AuxInfoSup


...,


[[



bds-DifferentialCorrectionsSupport-r12











BDS-DifferentialCorrectionsSupport-r12

















OPTIONAL, -- Cond DBDS-Sup


bds-GridModelSupport-r12

BDS-GridModelSupport-r12

















OPTIONAL
 -- Cond BDS-GridModSup


]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModSup
	The field is mandatory present if the target device supports GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Sup
	The field is mandatory present if the target device supports GNSS-DifferentialCorrections; otherwise it is not present.

	NavModSup
	The field is mandatory present if the target device supports GNSS-NavigationModel; otherwise it is not present.

	RTISup
	The field is mandatory present if the target device supports GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsSup
	The field is mandatory present if the target device supports GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistSup
	The field is mandatory present if the target device supports GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacSup
	The field is mandatory present if the target device supports GNSS-Almanac; otherwise it is not present.

	UTCModSup
	The field is mandatory present if the target device supports GNSS-UTC-Model; otherwise it is not present.

	AuxInfoSup
	The field is mandatory present if the target device supports GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Sup
	The field is mandatory present if the target device supports BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates ‘bds’.

	BDS-GridModSup
	The field is mandatory present if the target device supports BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates ‘bds’.
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