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< start of changes >
A.2.1.3
Overview of UL reference measurement channels

In Table A.2.1.3-1 are listed the UL reference measurement channels specified in annexes A.2.2 and A.2.3 of this release of TS 36.101. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for requirements are annexes A.2.2 and A.2.3 as appropriate.

Table A.2.1.3-1: Overview of UL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Full RB allocation, QPSK

	FDD
	Table A.2.2.1.1-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	15
	QPSK
	1/5
	75
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	20
	QPSK
	1/6
	100
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	FDD
	Table A.2.2.1.1-1a
	
	3
	QPSK
	1/5
	15
	
	0
	

	FDD
	Table A.2.2.1.1-1a
	
	5
	QPSK
	1/8
	25
	
	0
	

	FDD
	Table A.2.2.1.1-1a
	
	10
	QPSK
	[1/10]
	[36]
	
	0
	

	FDD
	Table A.2.2.1.1-1a
	
	15
	QPSK
	[1/10]
	[36]
	
	0
	

	FDD
	Table A.2.2.1.1-1a
	
	20
	QPSK
	[1/10]
	[36]
	
	0
	

	FDD, Full RB allocation, 16-QAM

	FDD
	Table A.2.2.1.2-1
	
	1.4
	16QAM
	3/4
	6
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	5
	16QAM
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	10
	16QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.2.2.1.2-1
	
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.2.2.1.2-1
	
	20
	16QAM
	1/3
	100
	
	≥ 2
	

	FDD
	Table A.2.2.1.2-1a
	
	1.4
	16QAM
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.1.2-1a
	
	3
	16QAM
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.1.2-1a
	
	5
	16QAM
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.1.2-1a
	
	10
	16QAM
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.1.2-1a
	
	15
	16QAM
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.1.2-1a
	
	20
	16QAM
	1/3
	5
	
	0
	

	FDD, Partial RB allocation, QPSK

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	1
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	2
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	3
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	4
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	5
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	8
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	9
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	10
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	12
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	16
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	18
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	20
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	24
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	27
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	30
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	32
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	36
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	40
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	45
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	48
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/3
	54
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	60
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	64
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	72
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	75
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	80
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	81
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/6
	90
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/6
	96
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	1
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	2
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	3
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	4
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	5
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	3-20
	QPSK
	1/3
	6
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	3-20
	QPSK
	1/3
	8
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	3-20
	QPSK
	1/3
	9
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	3-20
	QPSK
	1/3
	10
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	3-20
	QPSK
	1/4
	12
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	5-20
	QPSK
	1/5
	15
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	5-20
	QPSK
	1/5
	16
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	5-20
	QPSK
	1/6
	18
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	5-20
	QPSK
	1/6
	20
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	5-20
	QPSK
	1/8
	24
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	10-20
	QPSK
	1/8
	25
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	10-20
	QPSK
	1/8
	27
	
	0
	

	FDD
	Table A.2.2.2.1-1a
	
	10-20
	QPSK
	1/10
	30
	
	0
	

	FDD, Partial RB allocation, 16-QAM

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	1
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	2
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	3
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	4
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	5
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	6
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	8
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	9
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	10
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	12
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	16
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	18
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/3
	20
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/3
	24
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	1/3
	27
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	30
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	32
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	36
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	40
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	45
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	48
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	3/4
	54
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	2/3
	60
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	2/3
	64
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	1/2
	72
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	80
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	81
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	2/5
	90
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	2/5
	96
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1a
	
	1.4 - 20
	16QAM
	3/4
	1
	
	0
	

	FDD
	Table A.2.2.2.2-1a
	
	1.4 - 20
	16QAM
	3/4
	2
	
	0
	

	FDD
	Table A.2.2.2.2-1a
	
	1.4 - 20
	16QAM
	2/5
	4
	
	0
	

	FDD, Sustained data rate

	FDD
	Table A.2.2.3-1
	R.1-1 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-2 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-3 FDD
	20
	QPSK
	0.31
	90
	
	≥ 2
	

	FDD
	Table A.2.2.3-1
	R.1-3A FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-4 FDD
	20
	QPSK
	0.31
	90
	
	≥ 2
	

	TDD, Full RB allocation, QPSK

	TDD
	Table A.2.3.1.1-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	15
	QPSK
	1/5
	75
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	20
	QPSK
	1/6
	100
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	TDD
	Table A.2.3.1.1-1a
	
	3
	QPSK
	1/5
	15
	
	0
	

	TDD
	Table A.2.3.1.1-1a
	
	5
	QPSK
	1/8
	25
	
	0
	

	TDD
	Table A.2.3.1.1-1a
	
	10
	QPSK
	[1/10]
	[36]
	
	0
	

	TDD
	Table A.2.3.1.1-1a
	
	15
	QPSK
	[1/10]
	[36]
	
	0
	

	TDD
	Table A.2.3.1.1-1a
	
	20
	QPSK
	[1/10]
	[36]
	
	0
	

	TDD, Full RB allocation, 16-QAM

	TDD
	Table A.2.3.1.2-1
	
	1.4
	16QAM
	3/4
	6
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	5
	16QAM
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	10
	16QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.2.3.1.2-1
	
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.2.3.1.2-1
	
	20
	16QAM
	1/3
	100
	
	≥ 2
	

	TDD
	Table A.2.3.1.2-1a
	
	1.4
	16QAM
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.1.2-1a
	
	3
	16QAM
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.1.2-1a
	
	5
	16QAM
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.1.2-1a
	
	10
	16QAM
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.1.2-1a
	
	15
	16QAM
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.1.2-1a
	
	20
	16QAM
	1/3
	5
	
	0
	

	TDD, Partial RB allocation, QPSK

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	1
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	2
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	3
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	4
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	5
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	8
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	9
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	10
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	12
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	16
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	18
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	20
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	24
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	27
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	30
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	32
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	36
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	40
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	45
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	48
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/3
	54
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	60
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	64
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	72
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	75
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	80
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	81
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/6
	90
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/6
	96
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	1
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	2
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	3
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	4
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	1.4 - 20
	QPSK
	1/3
	5
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	3-20
	QPSK
	1/3
	6
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	3-20
	QPSK
	1/3
	8
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	3-20
	QPSK
	1/3
	9
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	3-20
	QPSK
	1/3
	10
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	3-20
	QPSK
	1/4
	12
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	5-20
	QPSK
	1/5
	15
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	5-20
	QPSK
	1/5
	16
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	5-20
	QPSK
	1/6
	18
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	5-20
	QPSK
	1/6
	20
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	5-20
	QPSK
	1/8
	24
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	10-20
	QPSK
	1/8
	25
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	10-20
	QPSK
	1/8
	27
	
	0
	

	TDD
	Table A.2.3.2.1-1a
	
	10-20
	QPSK
	1/10
	30
	
	0
	

	TDD, Partial RB allocation, 16-QAM

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	1
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	2
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	3
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	4
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	5
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	6
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	8
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	9
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	10
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	12
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	16
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	18
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/3
	20
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/3
	24
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	1/3
	27
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	30
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	32
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	36
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	40
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	45
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	48
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	3/4
	54
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	2/3
	60
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	2/3
	64
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	1/2
	72
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	80
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	81
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	2/5
	90
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	2/5
	96
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1a
	
	1.4 - 20
	16QAM
	3/4
	1
	
	0
	

	TDD
	Table A.2.3.2.2-1a
	
	1.4 - 20
	16QAM
	3/4
	2
	
	0
	

	TDD
	Table A.2.3.2.2-1a
	
	1.4 - 20
	16QAM
	2/5
	4
	
	0
	

	TDD, Sustained data rate

	TDD
	Table A.2.3.3-1
	R.1-1 TDD
	10
	QPSK
	0.43
	40
	
	≥ 1
	

	TDD
	Table A.2.3.3-1
	R.1-2 TDD
	10
	QPSK
	0.61
	40
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-3 TDD
	20
	QPSK
	0.49
	90
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-3B TDD
	15
	QPSK
	0.42
	60
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-4 TDD
	20
	QPSK
	0.49
	90
	
	≥ 2
	


< unchanged parts skipped >
A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10  of this release of TS 36.101. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for requirements are annexes A.3.2 to A.3.10  as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	FDD
	Table A.3.2-1a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	FDD
	Table A.3.2-1a
	
	3
	QPSK
	1/3
	14
	
	0
	

	FDD
	Table A.3.2-1a
	
	5
	QPSK
	1/3
	14
	
	0
	

	FDD
	Table A.3.2-1a
	
	10
	QPSK
	1/3
	14
	
	0
	

	FDD
	Table A.3.2-1a
	
	15
	QPSK
	1/3
	14
	
	0
	

	FDD
	Table A.3.2-1a
	
	20
	QPSK
	1/3
	14
	
	0
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	TDD
	Table A.3.2-2a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	TDD
	Table A.3.2-2a
	
	3
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	5
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	10
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	15
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	20
	QPSK
	1/3
	14
	
	0
	

	FDD, Receiver requirements, Maximum input level for UE Categories 3-5

	FDD
	Table A.3.2-3
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3
	
	5
	64QAM
	3/4
	25
	
	-
	 

	FDD
	Table A.3.2-3
	
	10
	64QAM
	3/4
	50
	
	-
	 

	FDD
	Table A.3.2-3
	
	15
	64QAM
	3/4
	75
	
	-
	 

	FDD
	Table A.3.2-3
	
	20
	64QAM
	3/4
	100
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 1

	FDD
	Table A.3.2-3a
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3a
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3a
	
	5
	64QAM
	3/4
	18
	
	-
	 

	FDD
	Table A.3.2-3a
	
	10
	64QAM
	3/4
	17
	
	-
	 

	FDD
	Table A.3.2-3a
	
	15
	64QAM
	3/4
	17
	
	-
	 

	FDD
	Table A.3.2-3a
	
	20
	64QAM
	3/4
	17
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 2

	FDD
	Table A.3.2-3b
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3b
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3b
	
	5
	64QAM
	3/4
	25
	
	-
	 

	FDD
	Table A.3.2-3b
	
	10
	64QAM
	3/4
	50
	
	-
	 

	FDD
	Table A.3.2-3b
	
	15
	64QAM
	3/4
	75
	
	-
	 

	FDD
	Table A.3.2-3b
	
	20
	64QAM
	3/4
	83
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 0

	FDD
	Table A.3.2-3c
	
	1.4
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	3
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	5
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	10
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	15
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	20
	64QAM
	3/4
	2
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 3-5

	TDD
	Table A.3.2-4
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4
	
	5
	64QAM
	3/4
	25
	
	-
	 

	TDD
	Table A.3.2-4
	
	10
	64QAM
	3/4
	50
	
	-
	 

	TDD
	Table A.3.2-4
	
	15
	64QAM
	3/4
	75
	
	-
	 

	TDD
	Table A.3.2-4
	
	20
	64QAM
	3/4
	100
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 1

	TDD
	Table A.3.2-4a
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4a
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4a
	
	5
	64QAM
	3/4
	18
	
	-
	 

	TDD
	Table A.3.2-4a
	
	10
	64QAM
	3/4
	17
	
	-
	 

	TDD
	Table A.3.2-4a
	
	15
	64QAM
	3/4
	17
	
	-
	 

	TDD
	Table A.3.2-4a
	
	20
	64QAM
	3/4
	17
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 2

	TDD
	Table A.3.2-4b
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4b
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4b
	
	5
	64QAM
	3/4
	25
	
	-
	 

	TDD
	Table A.3.2-4b
	
	10
	64QAM
	3/4
	50
	
	-
	 

	TDD
	Table A.3.2-4b
	
	15
	64QAM
	3/4
	75
	
	-
	 

	TDD
	Table A.3.2-4b
	
	20
	64QAM
	3/4
	83
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 0

	TDD
	Table A.3.2-4c
	
	1.4
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	3
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	5
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	10
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	15
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	20
	64QAM
	3/4
	2
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 11/12/13/14/15

	FDD
	Table A.3.2-5
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	FDD
	Table A.3.2-5
	
	3
	256QAM
	4/5
	15
	
	-
	 

	FDD
	Table A.3.2-5
	
	5
	256QAM
	4/5
	25
	
	-
	 

	FDD
	Table A.3.2-5
	
	10
	256QAM
	4/5
	50
	
	-
	 

	FDD
	Table A.3.2-5
	
	15
	256QAM
	4/5
	75
	
	-
	 

	FDD
	Table A.3.2-5
	
	20
	256QAM
	4/5
	100
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 11/12/13/14/15

	TDD
	Table A.3.2-6
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	TDD
	Table A.3.2-6
	
	3
	256QAM
	4/5
	15
	
	-
	 

	TDD
	Table A.3.2-6
	
	5
	256QAM
	4/5
	25
	
	-
	 

	TDD
	Table A.3.2-6
	
	10
	256QAM
	4/5
	50
	
	-
	 

	TDD
	Table A.3.2-6
	
	15
	256QAM
	4/5
	75
	
	-
	 

	TDD
	Table A.3.2-6
	
	20
	256QAM
	4/5
	100
	
	-
	 

	FDD, PDSCH Performance, Single-antenna transmission (CRS)

	FDD
	Table A.3.3.1-1
	R.4 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.1-1
	R.42 FDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	FDD
	Table A.3.3.1-1
	R.42-1 FDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-3 FDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.2 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.1-2
	R.3-1 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.1-2
	R.3 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.5 FDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3
	R.6 FDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.7 FDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.8 FDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.9 FDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	 

	FDD
	Table A.3.3.1-3a
	R.6-1 FDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.7-1 FDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.8-1 FDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.9-1 FDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.9-2 FDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	 

	FDD
	Table A.3.3.1-6
	R.41 FDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	FDD
	Table A.3.3.1-4
	R.0 FDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD
	Table A.3.3.1-4
	R.1 FDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	FDD
	Table A.3.3.1-5
	R.29 FDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD, PDSCH Performance: Carrier aggregation with power imbalance

	FDD
	Table A.3.3.1-7
	R.49 FDD
	20
	64QAM
	0.84-0.87
	100
	
	≥ 5
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	4
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.35-4 FDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-5 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-6 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-4 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-5 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-6 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS, non Quasi Co-located)

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.60 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS)

	TDD
	Table A.3.4.1-1
	R.4 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.1-1
	R.42 TDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.1-1
	R.42-1 TDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-2 TDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-3 TDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.1-2
	R.3 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.5 TDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3
	R.6 TDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.7 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.8 TDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.9 TDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	 

	TDD
	Table A.3.4.1-3a
	R.6-1 TDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.7-1 TDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.8-1 TDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.9-1 TDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.9-2 TDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	 

	TDD
	Table A.3.4.1-6
	R.41 TDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	TDD
	Table A.3.4.1-4
	R.0 TDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD
	Table A.3.4.1-4
	R.1 TDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	TDD
	Table A.3.4.1-5
	R.29 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance: Carrier aggregation with power imbalance

	TDD
	Table A.3.4.1-7
	R.49 TDD
	20
	64QAM
	0.81-087
	100
	
	≥ 5
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	3
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	4
	

	TDD
	Table A.3.4.2.1-2
	R.35-2 TDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-5 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-6 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-7 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-8 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-9 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥2
	 

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.43-1 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-2 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-3 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-4 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-5 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD, PDSCH Performance, Single antenna port (DRS)

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance, Two antenna ports (DRS)

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.3-1
	R.51 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS, non Quasi Co-located)

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.53 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.54 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.4-1
	R.44 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-1
	R.48 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.60 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.61 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-2
	R.61-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	TDD, PDSCH Performance (UE specific RS) Eight antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.5-1
	R.50 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.5-2
	R.45 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.5-2
	R.45-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD, PDCCH / PCFICH Performance

	FDD
	Table A.3.5.1-1
	R.15 FDD
	10
	PDCCH
	
	
	
	
	 

	FDD
	Table A.3.5.1-1
	R.15-1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.16 FDD
	10
	PDCCH
	
	
	
	
	 

	FDD
	Table A.3.5.1-1
	R.17 FDD
	5
	PDCCH
	
	
	
	
	 

	TDD, PDCCH / PCFICH Performance

	TDD
	Table A.3.5.2-1
	R.15 TDD
	10
	PDCCH
	
	
	
	
	 

	TDD
	Table A.3.5.2-1
	R.15-1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.16 TDD
	10
	PDCCH
	
	
	
	
	 

	TDD
	Table A.3.5.2-1
	R.17 TDD
	5
	PDCCH
	
	
	
	
	 

	FDD / TDD, PHICH Performance

	FDD / TDD
	Table A.3.6-1
	R.18
	10
	PHICH
	
	
	
	
	 

	FDD / TDD
	Table A.3.6-1
	R.19
	10
	PHICH
	
	
	
	
	 

	FDD
	Table A.3.6.1
	R.19-1
	5
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.20
	5
	PHICH
	
	
	
	
	 

	FDD / TDD
	Table A.3.6-1
	R.24
	10
	PHICH
	
	
	
	
	 

	FDD / TDD, PBCH Performance

	FDD / TDD
	Table A.3.7-1
	R.21
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD / TDD
	Table A.3.7-1
	R.22
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD / TDD
	Table A.3.7-1
	R.23
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD, PMCH Performance

	FDD
	Table A.3.8.1-1
	R.40 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.8.1-1
	R.37 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.8.1-2
	R.38 FDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	 

	FDD
	Table A.3.8.1-3
	R.39-1 FDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	 

	FDD
	Table A.3.8.1-3
	R.39 FDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	 

	TDD, PMCH Performance

	TDD
	Table A.3.8.2-1
	R.40 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.8.2-1
	R.37 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.8.2-2
	R.38 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	 

	TDD
	Table A.3.8.2-3
	R.39-1 TDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	 

	TDD
	Table A.3.8.2-3
	R.39 TDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	 

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-2
	R.31-6 FDD
	15
	64QAM
	0.83-0.85
	
	
	≥ 2
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3A TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-5 TDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 3
	 

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31E-3C FDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31E-4B FDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 4
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, ePDCCH performance

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.57 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.58 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.59 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, ePDCCH performance

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.57 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.58 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.59 TDD
	10
	EPDCCH
	
	
	
	
	


< unchanged parts skipped >
Table A.3.2-5 Fixed Reference Channel for Maximum input level for UE Categories 11/12/13/14/15 (FDD) 

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Allocated subframes per Radio Frame
	
	8
	9
	9
	9
	9
	9

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5

	Number of HARQ Processes
	Processes
	8
	8
	8
	8
	8
	8

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	4392
	12216
	19848
	42368
	63776
	84760

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	N/A
	9912
	17568
	40576
	63776
	84760

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of Code Blocks per Sub-Frame
(Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	1
	2
	4
	7
	11
	14

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	N/A
	2
	3
	7
	11
	14

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	5472
	15120
	25200
	55200
	82800
	110400

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	N/A
	12210
	22290
	51840
	79440
	107040

	Max. Throughput averaged over 1 frame
	kbps
	3513.6
	10764
	17635.2
	37952
	57398.4
	76284

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW. 3 symbols allocated to PDCCH for 5 MHz and 3 MHz. 4 symbols allocated to PDCCH for 1.4 MHz.

Note 2:
Reference signal, Synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


Table A.3.2-6 Fixed Reference Channel for Maximum input level for UE Categories 11/12/13/14/15 (TDD)
	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12

	Uplink-Downlink Configuration (Note 5)
	
	1
	1
	1
	1
	1
	1

	Allocated subframes per Radio Frame
	
	2
	3+2
	3+2
	3+2
	3+2
	3+2

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5

	Number of HARQ Processes
	Processes
	7
	7
	7
	7
	7
	7

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	4392
	12216
	19848
	42368
	63776
	84760

	  For Sub-Frames 1,6
	Bits
	N/A
	10680
	17568
	36696
	55056
	75376

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	N/A
	9912
	17568
	42368
	63776
	84760

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of Code Blocks per Sub-Frame

(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	1
	2
	4
	7
	11
	14

	  For Sub-Frames 1,6
	
	N/A
	2
	3
	6
	9
	13

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	N/A
	2
	3
	7
	11
	14

	Binary Channel Bits per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	5472
	15120
	25200
	55200
	82800
	110400

	  For Sub-Frames 1,6
	
	N/A
	13104
	22224
	45024
	67824
	90624

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	N/A
	12336
	22416
	52416
	80016
	107616  

	Max. Throughput averaged over 1 frame
	kbps
	878.4
	5570.4
	9240
	20049.6
	30144
	40503.2

	Note 1:
For normal subframes(0,4,5,9), 2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For special subframe (1&6), only 2 OFDM symbols are allocated to PDCCH for all BWs.

Note 2:
For 1.4MHz, no data shall be scheduled on special subframes(1&6) to avoid problems with insufficient PDCCH performance.

Note 3:
Reference signal, Synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 5:
As per Table 4.2-2 in TS 36.211 [4].


< end of changes >
