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	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.101
	2779
	 
	D
	Rel-12
	Editorial correction for CA_18A-28A
	R4-150241
	LTE_CA_B18_B28-Core
	KDDI

	36.101
	2781
	 
	F
	Rel-12
	Removing brackets for CA_1A-28A MSD requirements
	R4-150246
	LTE_CA_B1_B28-Core
	KDDI

	36.101
	2792
	 
	F
	Rel-12
	Correction of TS 36.101 for the Pcell support of 25+41
	R4-150361
	LTE_CA_B25_B41-Core
	Huawei, Hisilicon

	36.101
	2809
	 
	F
	REL-12
	Clarification of 2UL/3DL contiguous intraband CA REFSENS test
	R4-150533
	LTE_CA_C_B41_3DL
	Nokia Corporation

	36.101
	2815
	 
	F
	Rel-12
	Additions of bandwidth combination set reference
	R4-150568
	LTE_CA_B1_B42_B42-Core LTE_CA_B2_B4_B4-Core LTE_CA_B2_B2_B5-Core LTE_CA_B2_B12_B12-Core LTE_CA_B2_B2_B13-Core LTE_CA_B2_B2_B29-Core LTE_CA_B3_B3_B7-Core LTE_CA_B4_B4_B5-Core LTE_CA_B4_B4_B12-Core LTE_CA_B4_B12_B12-Core LTE_CA_B4_B4_B13-Core LTE_CA_B19_B42_B42-Core LTE_CA_B39_B39_B41-Core LTE_CA_NC_B41_3DL-Core
	Nokia Networks, Nokia Corporation

	36.101
	2816
	 
	F
	Rel-12
	Correction of band number in Table 5.6A.1-2a for LTE_CA_B4_B12_B30
	R4-150569
	LTE_CA_B4_B12_B30-Core
	Nokia Networks, Nokia Corporation

	36.101
	2852
	1
	F
	Rel-12
	Correction of REFSENS, OOBB and uplink configuration for 3DL/1UL CA
	R4-151162
	LTE_CA-core
	Ericsson

	36.104
	636
	 
	F
	Rel-12
	MB and TDD+FDD
	R4-150817
	LTE_CA_TDD_FDD-Core
	Ericsson

	36.133
	2757
	 
	F
	Rel-12
	Correction of Interruptions with RSTD Measurements for 3DL CA
	R4-150045
	LTE_CA_B1_B19_B21-Core, LTE_CA_B1_B3_B20-Core, LTE_CA_B1_B3_B5-Core, LTE_CA_B1_B3_B8-Core, LTE_CA_B1_B42_B42-Core, LTE_CA_B1_B5_B7-Core, LTE_CA_B1_B7_B20-Core, LTE_CA_B19_B42_B42-Core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B12_B30-Core, LTE_CA_B2_B2_B13-Core, LTE_CA_B2_B29_B30-Core, LTE_CA_B2_B4_B12-Core, LTE_CA_B2_B4_B13-Core, LTE_CA_B2_B4_B5-Core, LTE_CA_B2_B5_B12-Core, LTE_CA_B2_B5_B30-Core, LTE_CA_B3_B3_B7-Core, LTE_CA_B3_B42_B42-Core, LTE_CA_B3_B7_B20-Core, LTE_CA_B3_B7_B7-Core, LTE_CA_B4_B12_B12-Core, LTE_CA_B4_B12_B30-Core, LTE_CA_B4_B29_B30-Core, LTE_CA_B4_B4_B13-Core, LTE_CA_B4_B5_B12-Core, LTE_CA_B4_B5_B30-Core, LTE_CA_B7_B8_B20-Core, LTE_CA_C_B40_3DL_BW-Core, LTE_CA_C_B41_3DL-Core, LTE_CA_NC_B41_3DL-Core
	Alcatel-Lucent

	36.133
	2809
	 
	F
	Rel-12
	Correction to CA Testing with Different CA Configurations
	R4-150655
	LTE_CA_TDD_FDD-Core
	Ericsson

	36.133
	2822
	 
	F
	Rel-12
	Maximum Transmission Timing Difference in 3DL CA
	R4-150046
	LTE_CA_B1_B19_B21-Core,, LTE_CA_B1_B3_B20-Core, LTE_CA_B1_B3_B5-Core, LTE_CA_B1_B3_B8-Core, LTE_CA_B1_B5_B7-Core, LTE_CA_B1_B7_B20-Core,  LTE_CA_B2_B12_B30-Core, LTE_CA_B2_B29_B30-Core, LTE_CA_B2_B4_B12-Core, LTE_CA_B2_B4_B13-Core, LTE_CA_B2_B4_B5-Core, LTE_CA_B2_B5_B12-Core, LTE_CA_B2_B5_B30-Core,  LTE_CA_B3_B7_B20-Core, LTE_CA_B4_B12_B30-Core, LTE_CA_B4_B29_B30-Core,  LTE_CA_B4_B5_B12-Core, LTE_CA_B4_B5_B30-Core, LTE_CA_B7_B8_B20-Core
	Alcatel-Lucent

	36.141
	707
	 
	F
	Rel-12
	MB and TDD+FDD
	R4-150818
	LTE_CA_TDD_FDD-Core
	Ericsson

	36.307
	476
	1
	F
	Rel-11
	Release independent requirements for CA_42C
	R4-151147
	LTE_CA_C_B42-Core
	CATT

	36.853-12
	1
	 
	F
	Rel-12
	Addition of 3 Band Carrier Aggregation (3DL/1UL) of Band 25, Band 41 and Band 41
	R4-150468
	LTE_CA_B25_B41_B41-Core
	Alcatel-Lucent, Sprint

	36.853-12
	2
	 
	F
	Rel-12
	Addition of Coexistence Studies for 3 Band Carrier Aggregation (3DL/1UL) of Band 25, Band 41 and Band 41
	R4-150470
	LTE_CA_B25_B41_B41-Core
	Alcatel-Lucent, Sprint

	37.104
	251
	 
	F
	Rel-12
	MB and TDD+FDD
	R4-150819
	LTE_CA_TDD_FDD-Core
	Ericsson

	37.141
	382
	 
	F
	Rel-12
	MB and TDD+FDD
	R4-150820
	LTE_CA_TDD_FDD-Core
	Ericsson
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