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	The MB-MSR WI has studied FDD+FDD and TDD+TDD configurations for MSR and LTE single RAT specifications [1]. However the combination of Multi Band and CA TDD+FDD has not been investigated and is not supported in 3GPP release-12. In [2] it is stated that "Exclusion of multi-band transceiver supporting FDD and TDD simultaneously shall be agreed in 36.104/141 and 37.104/37.141 in release-12".
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	Other comments:
	[1] 3GPP TR 37.812 v 11.2.0 Radio Frequency (RF) requirements for Multi-band and Multi-standard radio (MB-MSR) Base Station (BS).

[2] RP-141605 Report of 3GPP TSG RAN meeting #64.


================= start of changes ====================
4.12
Requirements for BS capable of multi-band operation

For BS capable of multi-band operation, the RF requirements in clause 6 and 7 apply for each supported operating band unless otherwise stated. For some requirements it is explicitly stated that specific additions or exclusions to the requirement apply for BS capable of multi-band operation.

For BS capable of multi-band operation, various structures in terms of combinations of different transmitter and receiver implementations (multi-band or single band) with mapping of transceivers to one or more antenna port(s) in different ways are possible. In the case where multiple bands are mapped on separate antenna connectors, the following applies:

-
Single-band ACLR, operating band unwanted emissions, transmitter spurious emissions, transmitter intermodulation and receiver spurious emissions requirements apply to each antenna connector.

-
If the BS is configured for single-band operation, single-band requirements shall apply to the antenna connector configured for single-band operation and no exclusions or provisions for multi-band capable BS are applicable. Single-band requirements are tested separately at the antenna connector configured for single-band operation, with all other antenna connectors terminated.

For a BS capable of multi-band operation supporting bands for TDD, the RF requirements in the present specification assume synchronized operation, where no simultaneous uplink and downlink occur between the supported operating bands.

The RF requirements in the present specification are FFS for multi-band operation supporting bands for both FDD and TDD.
================ end of changes =====================
