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1. Introduction
This contribution proposes a text proposal for Section 6 of TR36.825 to capture deployment scenarios in synchronization aspects.
2. Text proposal for TR36.825
============================Start of text proposal===============================
6
Evaluation of possible additional TDD configuration(s)

<Editor: This section contains the evaluation of the additional TDD configuration(s) using the scenarios selected for the coexistence study in Section 5; Potential benefits, drawbacks, and mitigation of these drawbacks are described.>

In a given frequency band for TDD, if the UL-DL configuration is the same and the radio frame and subframe are synchronised among all operators in a given geography as illustrated in Figure XX(a), a guard band is not needed between spectra. Otherwise, it is needed between spetra on which operators are using the different TDD UL-DL configurations asynchronously as illustrated in Figure XX(b). These principles are also applicable when the additional TDD configurations are used. In case of Figure XX(a), the network synchronisation between operators is not required if the 10:0:0 configuration is adopted or the 9:1:0 configuration is adopted without transmitting UL on the special subframe. In addition, if the network synchronisation within a single operator is achieved, benefit from advanced features for synchronized NW, e.g., (F)eICIC, CRS-IC, NAICS, MBSFN, small cell on/off with discovery, etc. is exploited. Otherwise, they are not expected.
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(a) Same configuration among operators

(b) Different configuration among operators
Figure XX:

Usage of TDD configurations
============================End of text proposal===============================
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